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*******
* * * First Change * * * *
[bookmark: _Toc51872895][bookmark: _Toc56345483][bookmark: _Toc67731076]6.2.6.2.3	Type: SubscriptionData
Table 6.2.6.2.3-1: Definition of type SubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfInstanceId
	NfInstanceId
	M
	1
	Identity of the NF Instance creating the subscription.

	callbackReference
	Uri
	M
	1
	URI provided by the NF service consumer to receive notifications

	monitoredResourceUris
	array(Uri)
	M
	1..N
	A set of URIs that identify the resources for which a change triggers a notification.
The URI shall take the form of either an absolute URI or an absolute-path reference as defined in IETF RFC 3986 [31].
See NOTE 1.

	expires
	DateTime
	O
	0..1
	If present in a POST request, it indicates the point in time at which the subscription expires.

Within a POST request the proposed expiry time is conveyed whereas in a POST response or PATCH response the confirmed expiry time is returned.

	immediateReport
	boolean
	O
	0..1
	This IE indicates whether immediate report is needed or not.

When present, this IE shall be set as following:
- true: immediate report is required
- false (default) immediate report is not required

	report
	SubscriptionDataSets
	C
	0..1
	This IE shall be present in Subscribe response, if the immediateReport attribute is set to "true" in Subscribe request.

When present, this IE shall contain the representation of subscription data sets that to be monitored, i.e. listed in monitoredResourceUris attribute.

	NOTE 1: 	The HSS should handle only the relative-path part (apiSpecificResourceUriPart, see 3GPP TS 29.501 [5] clause 4.4.1) and ignore possible inconsistencies (caused by e.g. an SCP) in the base URI part.
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