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*******
* * * First Change * * * *
5.2.2.0	General
[bookmark: _Toc19712355][bookmark: _Toc36019953]The MME/SGSN shall fill the Monitoring-Event-Report AVP according to the event reported as specified below. For all monitoring events, the SCEF-ID, and the SCEF-Reference-ID/SCEF-Reference-ID-Ext and the Monitoring-Type AVPs shall be included. In addition, the event specific AVPs as listed below shall be included based on the type of event reported.
The MME/SGSN shall include the External-Identifier or the MSISDN if present in the subscription data received from the HSS.
If the MME/SGSN receives an Experimental-Result-Code set to DIAMETER_ERROR_SCEF_REFERENCE_ID_UNKNOWN within an RIA command, it shall delete the event stored for the indicated SCEF-ID and SCEF-Reference-ID/SCEF-Reference-ID-Ext (see 3GPP TS 23.007 [19]).
[bookmark: _Toc57924774]* * * Next Change * * * *
[bookmark: _Toc19712356][bookmark: _Toc36019954][bookmark: _Toc57924775]5.2.2.2	UE Reachability
The following AVPs shall be present within the Monitoring-Event-Report AVP when the UE Reachability event is reported (regardless of the configured Monitoring-Type being UE_REACHABILITY (1) or UE_REACHABILITY_AND_IDLE_STATUS_INDICATION (8)):
-	Monitoring-Type set to UE_REACHABILITY (1)
-	Reachability-Information set to REACHABLE_FOR_DATA(1)
The following AVPs may be present within the Monitoring-Event-Report AVP when the UE Reachability event is reported:
-	Maximum-UE-Availability-Time
-	Reachability-Cause
[bookmark: _Toc19712357][bookmark: _Toc36019955][bookmark: _Toc57924776]* * * Next Change * * * *
[bookmark: _Toc19712359][bookmark: _Toc36019957][bookmark: _Toc57924778]5.2.2.5	Availability after DDN failure
The following AVPs shall be present within the Monitoring-Event-Report AVP when the Availablability after DDN failure event is reported (regardless of the configured Monitoring-Type being AVAILABILITY_AFTER_DDN_FAILURE (6) or AVAILABILITY_AFTER_DDN_FAILURE_AND_IDLE_STATUS_INDICATION (9)):
-	Monitoring-Type set to AVAILABILITY_AFTER_DDN_FAILURE (6)
[bookmark: _Toc19712360][bookmark: _Toc36019958][bookmark: _Toc57924779][bookmark: _Hlk70671330]* * * Next Change * * * *
5.2.2.6	Idle Status Indication
The following AVPs shall be present within the Monitoring-Event-Report AVP when the Idle Status Indiciation event is reported:
-	Monitoring-Type set to UE_REACHABILITY_AND_IDLE_STATUS_INDICATION (8) or to AVAILABILITY_AFTER_DDN_FAILURE_AND_IDLE_STATUS_INDICATION (9), depending on the Monitoring-Type of the corresponding event configuration.
-	Idle-Status-IndicationTimestamp;
-	Active-Time;
-	Subscribed-Periodic-RAU-TAU-Timer.
[bookmark: _Toc19712362][bookmark: _Toc36019960][bookmark: _Toc57924781]* * * End of Changes * * * *
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