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	24.486
	0070
	1
	Rel-17
	Update to the V2X UE identity
	C
	16.3.0
	CT1#129-e
	C1-212548
	Huawei, HiSilicon /Christian
	eV2XAPP
	
	

	24.486
	0071
	3
	Rel-17
	Update to the V2X UE registration procedure
	C
	16.3.0
	CT1#130-e
	C1-213916
	Huawei, HiSilicon /Christian
	eV2XAPP
	
	

	24.486
	0073
	1
	Rel-17
	Structure for switching modes of operations for V2V communications procedure
	F
	16.3.0
	CT1#129-e
	C1-212434
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0074
	1
	Rel-17
	Data Semantics for switching modes of operations for V2V communications procedure
	F
	16.3.0
	CT1#129-e
	C1-212435
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0075
	1
	Rel-17
	VAE client initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212436
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0076
	1
	Rel-17
	Structure for VAE client initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212437
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0077
	1
	Rel-17
	Data Semantics for VAE client initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212438
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0078
	1
	Rel-17
	VAE server initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212439
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0079
	1
	Rel-17
	Structure for VAE server initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212440
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0080
	1
	Rel-17
	Data Semantics for VAE server initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#129-e
	C1-212441
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0081
	1
	Rel-17
	VAE server taking consent from user procedure
	F
	16.3.0
	CT1#129-e
	C1-212442
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0082
	1
	Rel-17
	Structure for VAE server taking consent from user procedure
	F
	16.3.0
	CT1#129-e
	C1-212443
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0083
	1
	Rel-17
	Data Semantics for VAE server taking consent from user procedure
	F
	16.3.0
	CT1#129-e
	C1-212444
	Huawei, HiSilicon, Ericsson / Chen
	eV2XAPP
	
	

	24.486
	0087
	-
	Rel-17
	XML schema for switching modes of operations for V2V communications procedure
	F
	16.3.0
	CT1#130-e
	C1-213423
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0088
	1
	Rel-17
	XML schema for VAE client initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#130-e
	C1-213780
	Huawei, HiSilicon, Samsung / Chen
	eV2XAPP
	
	

	24.486
	0089
	1
	Rel-17
	XML schema for VAE server initiated on network dynamic group information update procedure
	F
	16.3.0
	CT1#130-e
	C1-213781
	Huawei, HiSilicon, Samsung / Chen
	eV2XAPP
	
	

	24.486
	0090
	1
	Rel-17
	XML schema for VAE server taking consent from user procedure
	F
	16.3.0
	CT1#130-e
	C1-213782
	Huawei, HiSilicon, Samsung / Chen
	eV2XAPP
	
	

	24.486
	0091
	1
	Rel-17
	PC5 Provisioning in multi-operator V2X scenarios procedure
	F
	16.3.0
	CT1#130-e
	C1-213783
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0092
	-
	Rel-17
	Structure for PC5 Provisioning in multi-operator V2X scenarios procedure
	F
	16.3.0
	CT1#130-e
	C1-213428
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0093
	2
	Rel-17
	Data Semantics for PC5 Provisioning in multi-operator V2X scenarios procedure
	F
	16.3.0
	CT1#130-e
	C1-213940
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0094
	1
	Rel-17
	Obtaining dynamic information of the UEs in proximity range procedure
	F
	16.3.0
	CT1#130-e
	C1-213785
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0095
	1
	Rel-17
	Structure for obtaining dynamic information of the UEs in proximity range procedure
	F
	16.3.0
	CT1#130-e
	C1-213786
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0096
	1
	Rel-17
	Data Semantics for obtaining dynamic information of the UEs in proximity range
	F
	16.3.0
	CT1#130-e
	C1-213793
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0097
	1
	Rel-17
	V2X groupcastbroadcast configuration by VAE layer procedure
	F
	16.3.0
	CT1#130-e
	C1-213787
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0098
	-
	Rel-17
	Structure for V2X groupcast/broadcast configuration by VAE layer procedure
	F
	16.3.0
	CT1#130-e
	C1-213434
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0099
	1
	Rel-17
	Data Semantics for V2X groupcast/broadcast configuration by VAE layer procedure
	F
	16.3.0
	CT1#130-e
	C1-213779
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	


