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* * * First Change * * * *
6.8.XXX	VAE Server taking consent from user procedure
6.8.XXX.1	Client procedure
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info +xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with an <dynamic-group-update-consent-info> element in the <VAE-info> root element;
the VAE-C:
[bookmark: OLE_LINK10]a)	shall notify the V2X application specific client about the dynamic group information update consent request.
Upon receiving the result of dynamic group information update consent request from the V2X application specific client, the VAE-C:
b)	shall send an HTTP 200(OK) response message including a <dynamic-group-update-consent-info> element with a <result> child element set to "accept" or "reject" in the <VAE-info> root element indicating acceptance or rejection of the request by the V2X user.
6.8.XXX.2	Server procedure
If the update in group information requires consent from other group member(s), the VAE-S shall generate an HTTP POST request according to procedures specified in IETF RFC 2616 [19]. In the HTTP POST request, the VAE-S:
a)	shall include a Request-URI set to the URI corresponding to the identity of the VAE-C;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info +xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <dynamic-group-update-consent-info> element in the <VAE-info> root element which shall include:
1)	a <dynamic-group-info> element which shall include:
i)	a <dynamic-group-id> element set to the identity of the dynamic group;
ii)	a <group-definition> element set to information about the V2X group; and
iii)	a <group-leader-id> element set to the identity of the group leader; and
d)	shall send the HTTP POST request message towards the VAE-C according to IETF RFC 2616 [19].
* * * End of Change * * * *


