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	Reason for change:
	Handling of requests which collide with an existing SM Policy Association can be supported in the interworking scenario.

	
	

	Summary of change:
	When the UE is served by the EPC and the SMF+PGW-C receives the origination time stamp from the originating entity during the PDN connection establishment, the SMF+PGW-C shall include the origination time stamp parameter within 3gpp-Sbi-Origination-Timestamp header in the HTTP POST request sent to the PCF, the PCF shall perform the behaviour as defined in subclause 4.2.7.1.
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	The PCF make wrong decision based on the request whose timestamp is less recent than the timestamp of the existing SM Policy Association
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* * * First Change * * * *
[bookmark: _Toc28012314][bookmark: _Toc34123176][bookmark: _Toc36038126][bookmark: _Toc38875509][bookmark: _Toc43191992][bookmark: _Toc45133387][bookmark: _Toc51316893][bookmark: _Toc51762073][bookmark: _Toc56675060][bookmark: _Toc56675451][bookmark: _Toc59016437][bookmark: _Toc63168037][bookmark: _Toc66262547][bookmark: _Toc68167053]B.3.x	Detection and handling of late arriving requests for interworking scenario
[bookmark: _Toc28012315][bookmark: _Toc34123177][bookmark: _Toc36038127][bookmark: _Toc38875510][bookmark: _Toc43191993][bookmark: _Toc45133388][bookmark: _Toc51316894][bookmark: _Toc51762074][bookmark: _Toc56675061][bookmark: _Toc56675452][bookmark: _Toc59016438][bookmark: _Toc63168038][bookmark: _Toc66262548][bookmark: _Toc68167054]B.3.x.1	Handling of requests which collide with an existing SM Policy Association
When the UE is served by the EPC and the SMF+PGW-C receives the origination time stamp from the originating entity (see subclause 13.2 of 3GPP TS 29.274 [37]) during the PDN connection establishment, the SMF+PGW-C shall include the origination time stamp parameter within 3gpp-Sbi-Origination-Timestamp header in the HTTP POST request sent to the PCF, the PCF shall perform the behaviour as defined in subclause 4.2.7.1.
* * * End of Changes * * * *


