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* * * * First change * * * *
[bookmark: _Toc28013303][bookmark: _Toc36040058][bookmark: _Toc44692671][bookmark: _Toc45134132][bookmark: _Toc49607196][bookmark: _Toc51763168][bookmark: _Toc58850063][bookmark: _Toc59018443][bookmark: _Toc68169449]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.502: "Procedures for the 5G system".
[3]	3GPP TS 23.501: "System Architecture for the 5G".
[4]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[5]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[6]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[7]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[8]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[9]	3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".
[10]	Void.
[11]	3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs; Stage 2".
[bookmark: _Hlk506360308][12]	3GPP TS 29.222: "Common API Framework for 3GPP Northbound APIs; Stage 3".
[bookmark: _Hlk533400883][13]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[14]	3GPP TS 33.122: "Security Aspects of Common API Framework for 3GPP Northbound APIs".
[15]	Void.
[16]	IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[17]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[18]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[19]	3GPP TS 29.554: "5G System; Background Data Transfer Policy Control Service; Stage 3".
[20]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[21]	3GPP TR 21.900: "Technical Specification Group working methods".
[22]	3GPP TS 29.523: "5G System; Policy Control Event Exposure Service; Stage 3".
[23]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data, Application Data and Structured Data for Exposure; Stage 3".
[24]	3GPP TS 29.541: "5G System; Network Exposure (NE) function services for Non-IP Data Delivery (NIDD); Stage 3".
[25]	3GPP TS 29.542: "5G System, Session management services for Non-IP Data Delivery (NIDD); Stage 3".
[26]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[27]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[28]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G system (5GS)".
[29]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[30]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[31]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to Vehicle-to-Everything (V2X) services".
[32]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[33]	3GPP TS 24.588: "Vehicle-to-Everything (V2X) services in 5G System (5GS); User Equipment (UE) policies; Stage 3".
[34]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[35]	3GPP TS 29.515: "5G System; Gateway Mobile Location Services; Stage 3".
[36]	3GPP TS 23.273: "5G System Location Services (LCS)". 
[37]	3GPP TS 33.535: "Authentication and Key Management for Applications (AKMA) based on 3GPP credentials in the 5G System (5GS)".
[38]	3GPP TS 29.535: "5G System; AKMA Anchor Services".
[39]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".
[40]	IETF RFC 7542: "The Network Access Identifier".
[yy]	3GPP TS 24.526: "User Equipment (UE) policies for 5G System (5GS); Stage 3".
[bookmark: _Toc517082226]* * * * Next change * * * *
[bookmark: _Toc28013306][bookmark: _Toc36040061][bookmark: _Toc44692674][bookmark: _Toc45134135][bookmark: _Toc49607199][bookmark: _Toc51763171][bookmark: _Toc58850066][bookmark: _Toc59018446][bookmark: _Toc68169452][bookmark: _Toc19197341][bookmark: _Toc27896494][bookmark: _Toc36192662][bookmark: _Toc19197354][bookmark: _Toc27896507][bookmark: _Toc36192675][bookmark: _Toc37076406][bookmark: _Toc19197330][bookmark: _Toc27896483][bookmark: _Toc36192651]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
A-KID	AKMA Key IDentifier
A-TID	AKMA Temporary UE IDentifier
AAnF	AKMA Anchor Function
ACS	Auto-Configuration Server
AF	Application Function 
AKMA	Authentication and Key Management for Applications
BDT	Background Data Transfer
CAPIF	Common API Framework
CP	Communication Pattern
DN	Data Network
DNAI	DN Access Identifier
DNN	Data Network Name 
GMLC	Global Mobile Location Centre
GPSI	Generic Public Subscription Identifier
IPTV	Internet Protocol Television 
KAF	AKMA Application Key
MO-LR	Mobile Originated Location Request
NEF	Network Exposure Function
PCF	Policy Control Function
PCRF	Policy and Charging Rule Function
PFD	Packet Flow Description
PFDF	Packet Flow Description Function
REST	Representational State Transfer
SCEF	Service Capability Exposure Function
S-NSSAI	Single Network Slice Selection Assistance Information
UDR	Unified Data Repository
UP	User Plane
URSP	UE Route Selection Policy
WB	Wide Band

* * * * Next change * * * *
[bookmark: _Toc36040100][bookmark: _Toc44692713][bookmark: _Toc45134174][bookmark: _Toc49607238][bookmark: _Toc51763210][bookmark: _Toc58850105][bookmark: _Toc59018485][bookmark: _Toc68169491]4.4.20	Procedures for service specific parameter provisioning
The procedures are used by the AF to provide service specific parameters to 5G system via NEF.
In order to provision the service specific parameter, the AF shall send an HTTP POST message to the NEF to the resource "Service Parameter Subscriptions", the HTTP POST message shall include ServiceParameterData data structure as request body. The ServiceParameterData data structure shall include:
-	service description via:
a)	an combination of DNN and S-NSSAI within the "dnn" attribute and the "snssai" attribute respectively;
b)	an AF service identifier within the "afServiceId" attribute; or
c)	an application identifier within the "appId" attribute;
-	indication of the UEs to which the subscription applies via: 
a)	identification of an individual UE within the "gpsi" attribute;
b)	an IPv4 address of the UE within the "ueIpv4" attribute;
c)	an IPv6 address of the UE within the "ueIpv6" attribute;
d)	an MAC address of the UE within the "ueMac" attribute;
e)	an identification of a group of UE(s) within the "exterGroupId" attribute; or
f)	identification of any UE within the "anyUeInd" attribute.
NOTE:	For V2X service parameter provisioning, only "anyUeInd", "gpsi" and "exterGroupId" attributes are applicable.
-	service parameters for at least one of the following:
-	V2X service parameters via:
a)	configuration parameters for V2X communication over PC5 within the "paramOverPc5" attribute; and/or
b)	configuration parameters for V2X communication over Uu within the "paramOverUu" attribute.
-	If the "EnEDGE" feature is supported, URSP service parameters via:
a)	contents for the AF influence on URSP within the "urspInfluence" attribute, which shall include one or more URSP rule requests. Each URSP rule request may include a traffic descriptor within the "trafficDesc" attribute and one or more route selection parameter sets within the "routeSelParamSets" attribute. Each route selection parameter set may include a precedence value within the "precedence" attribute, a DNN within the "dnn" attribute, an S-NSSAI within the "snssai" attribute, and a spatial validity condition within the "spatialValidity" attribute. If the request contains only one route selection parameter set, each of the optional attributes "dnn", "snssai", "precedence", and "spatialValidity" that is missing from the request may be complemented by the NEF based on local configuration for the provided AF service identifier. It is up to the NEF or PCF to transform the information of the "spatialValidity" attribute into Location criteria as defined in 3GPP TS 24.526 [yy], which can be used in the URSP to be delivered to the UE.
Editor's note:	It is FFS whether the spatial validity would be translated by NEF or PCF, pending stage 2 resolution.
Editor's Note:	It is FFS to consider if "urspInfluence" should be encoded exactly in the same way that URSP rules are encoded in NAS messages (see TS 24.526).
Editor's Note:	It is FFS to consider if a separate feature should be used for "urspInfluence" instead of the EnEDGE feature.
In order to update an existing service parameter subscription, the AF shall send an HTTP PUT or HTTP PATCH message to the NEF to the resource "Individual Service Parameter Subscription" requesting to change the subscription. 
In order to delete an existing service parameter subscription, the AF shall send an HTTP DELETE message to the NEF to the resource "Individual Service Parameter Subscription".
Upon receipt of the HTTP request from the AF, if the AF is authorized, the NEF shall interact with the UDM by invoking the Nudm_SubscriberDataManagement service as described in 3GPP TS 29.503 [17] to retrieve the SUPI or Internal Group Identifier. Then the NEF shall interact with the UDR to create, update or delete the service parameter by using the Nudr_DataRepository service as defined in 3GPP TS 29.519 [23]. If the NEF receives an error code from the UDR, the NEF shall not create, update or delete the resource and shall respond to the AF with a proper error status code.
After receiving a successful response from the UDR, the NEF shall,
-	for the HTTP POST request, create a resource "Individual Service Parameter Subscription" which represents the Service Parameter provisioning request, addressed by a URI that contains the AF Identifier and an NEF-created configuration identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this Service Parameter Subscription. 
-	for the HTTP PUT or HTTP PATCH request, update a resource "Individual Service Parameter Subscription" which represents the service parameter, and shall responds to the AF with a 200 OK or 204 No Content status code.
-	for the HTTP DELETE request, remove all properties of the resource and delete the corresponding active resource "Individual Service Parameter Subscription", then shall responds to the AF with a 204 No Content status code.
* * * * Next change * * * *
[bookmark: _Toc36040374][bookmark: _Toc44692994][bookmark: _Toc45134455][bookmark: _Toc49607519][bookmark: _Toc51763491][bookmark: _Toc58850389][bookmark: _Toc59018769][bookmark: _Toc68169781][bookmark: _Toc19197369][bookmark: _Toc27896522][bookmark: _Toc36192690][bookmark: _Toc37076421]5.11.2.2	Reused data types
The data types reused by the ServiceParameter API from other specifications are listed in table 5.9.2.2-1. 
Table 5.11.2.2-1: Re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [8]
	Identifies a DNN.

	ExternalGroupId
	3GPP TS 29.122 [4]
	External Group Identifier for a user group.

	Gpsi
	3GPP TS 29.571 [8]
	Identifies a GPSI.

	IPv4Addr
	3GPP TS 29.571 [8]
	Identifies an IPv4 address.

	IPv6Addr
	3GPP TS 29.571 [8]
	Identifies an IPv6 address.

	Link
	3GPP TS 29.122 [4]
	

	MacAddr48
	3GPP TS 29.571 [8]
	Identifies an MAC address.

	MtcProviderInformation
	3GPP TS 29.571 [8]
	Indicates MTC provider information.

	Snssai
	3GPP TS 29.571 [8]
	Identifies the S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of the optional features defined in table 5.11.3-1.

	TrafficDescriptor
	3GPP TS 29.122 [4]
	Identifies a traffic descriptor as defined in Table 5.2.1 of 3GPP TS 24.526 [yy], octets v+5 to w.

	Uinteger
	3GPP TS 29.571 [8]
	Unsigned integer.



[bookmark: _Toc19197358][bookmark: _Toc27896511][bookmark: _Toc36192679]* * * * Next change * * * *
[bookmark: _Toc36040377][bookmark: _Toc44692997][bookmark: _Toc45134458][bookmark: _Toc49607522][bookmark: _Toc51763494][bookmark: _Toc58850392][bookmark: _Toc59018772][bookmark: _Toc68169784]5.11.2.3.2	Type: ServiceParameterData
Table 5.11.2.3.2-1: Definition of type ServiceParameterData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual service parameter subscription resource URI.
Shall be present by the NEF in HTTP responses that include an object of ServiceParameterData type.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN. (NOTE 2)
	

	snssai
	Snssai
	O
	0..1
	Identifies an S-NSSAI. (NOTE 2)
	

	afServiceId
	string
	O
	0..1
	Identifies a service on behalf of which the AF is issuing the request. (NOTE 2)
	

	appId
	string
	O
	0..1
	Identifies an application identifier. (NOTE 2)
	

	gpsi
	Gpsi
	O
	0..1
	Identifies GPSI. (NOTE 1)
	

	ueIpv4
	Ipv4Addr
	O
	0..1
	The IPv4 address of the served UE. (NOTE 1)
	

	ueIpv6
	Ipv6Addr
	O
	0..1
	The IPv6 address of the served UE. (NOTE 1)
	

	ueMac
	MacAddr48
	O
	0..1
	The MAC address of the served UE. (NOTE 1)
	

	exterGroupId
	ExternalGroupId
	O
	0..1
	Represents a group of users. (NOTE 1)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the service parameters applies to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false". (NOTE 1)
	

	paramOverPc5
	ParameterOverPc5
	O
	0..1
	Contains the service parameter used over PC5
	

	paramOverUu
	ParameterOverUu
	O
	0..1
	Contains the service parameter used over Uu
	

	urspInfluence
	array(UrspRuleRequest)
	O
	0..1
	Contains the service parameter used to influence the URSP.
	EnEDGE

	mtcProviderId
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.11.3.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:		One of individual UE identifier (i.e. "gpsi", "ueIpv4", "ueIpv6" or "ueMac" attribute), External Group Identifier (i.e. "exterGroupId" attribute) or any UE indication (i.e. "anyUeInd" attribute) shall be included. For V2X and URSP service parameter provisioning (see clause 4.4.20), only "anyUeInd", "gpsi" and "exterGroupId" attributes are applicable.
NOTE 2:	Either the "afServiceId" attribute, "appId" attribute or the combination of "snssai" and "dnn" attributes shall be provided.



* * * * Next change * * * *
[bookmark: _Toc36040394][bookmark: _Toc44692998][bookmark: _Toc45134459][bookmark: _Toc49607523][bookmark: _Toc51763495][bookmark: _Toc58850393][bookmark: _Toc59018773][bookmark: _Toc68169785]5.11.2.3.3	Type: ServiceParameterDataPatch
Table 5.11.2.3.3-1: Definition of type ServiceParameterDataPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	paramOverPc5
	ParameterOverPc5Rm
	O
	0..1
	Contains the service parameter used over PC5
	

	paramOverUu
	ParameterOverUuRm
	O
	0..1
	Contains the service parameter used over Uu
	

	urspInfluence
	array(UrspRuleRequest)
	O
	0..1
	Contains the service parameter used to influence the URSP.
	EnEDGE



* * * * Next change * * * *
5.11.2.3.X	Type: UrspRuleRequest
Table 5.11.2.3.X-1: Definition of type UrspRuleRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	trafficDesc
	TrafficDescriptor
	O
	1
	Traffic descriptor for the requested URSP
	

	routeSelParamSets
	array(RouteSelectionParameterSet)
	O
	1..N
	Route Selection Parameter Sets, i.e. sets of parameters that may be used to influence the Route Selection Descriptors of the URSP.
	



Editor’s Note:	The addition of a "precedence" attribute for this data type is FFS because it is not specified for the AF URSP influence in stage 2, but it is an important parameter of the URSP model on the UE.
Editor’s Note:	It is FFS to check the cardinality and the presence condition of the attributes of the table when stage 2 has reached sufficient maturity.

* * * * Next change * * * *
5.11.2.3.Z	Type: RouteSelectionParameterSet
Table 5.11.2.3.Z-1: Definition of type RouteSelectionParameterSet
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	dnn
	Dnn
	O
	0..1
	DNN to be matched with the DNN of the PDU Session.
	

	snssai
	Snssai
	O
	0..1
	S-NSSAI to be matched with the S-NSSAI of the PDU Session.
	

	precedence
	Uinteger
	O
	0..1
	Determines the order in which the Route Selection Descriptors are to be applied.
	

	spatialValidity
	array(string)
	O
	1..N
	Indicates where the route selection parameters apply. It may correspond to a geographical area (e.g. a geographic zone identifier that is known to the AF and is configured by the operator to correspond to a list of Cell Ids or TAIs).
	



Editor’s Note:	The possibility of using DNAIs in "spatialValidity" is FFS, depending on the resolution of the issue in stage 2.
* * * * Next change * * * *
[bookmark: _Toc36040414][bookmark: _Toc44693062][bookmark: _Toc45134523][bookmark: _Toc49607587][bookmark: _Toc51763559][bookmark: _Toc58850477][bookmark: _Toc59018857][bookmark: _Toc68169869][bookmark: _Toc20401832]A.9	ServiceParameter API
openapi: 3.0.0
info:
  title: 3gpp-service-parameter
  version: 1.0.1
  description: |
    API for AF service paramter
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.522 V16.7.0; 5G System; Network Exposure Function Northbound APIs.
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.522/'
security:
  - {}
  - oAuth2ClientCredentials: []
servers:
  - url: '{apiRoot}/3gpp-service-parameter/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 5.2.4 of 3GPP TS 29.122.

paths:
  /{afId}/subscriptions:
    parameters:
      - name: afId
        in: path
        description: Identifier of the AF
        required: true
        schema:
          type: string
    get:
      summary: read all of the active subscriptions for the AF
      tags:
        - Service Parameter Subscriptions
      responses:
        '200':
          description: OK. 
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/ServiceParameterData'
                minItems: 0
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    post:
      summary: Creates a new subscription resource 
      tags:
        - Service Parameter Subscriptions
      requestBody:
        description: Request to create a new subscription resource
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ServiceParameterData'
      responses:
        '201':
          description: Created (Successful creation of subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

  /{afId}/subscriptions/{subscriptionId}:
    parameters:
      - name: afId
        in: path
        description: Identifier of the AF
        required: true
        schema:
          type: string
      - name: subscriptionId
        in: path
        description: Identifier of the subscription resource
        required: true
        schema:
          type: string
    get:
      summary: read an active subscriptions for the SCS/AS and the subscription Id
      tags:
        - Individual Service Parameter Subscription
      responses:
        '200':
          description: OK (Successful get the active subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    put:
      summary: Updates/replaces an existing subscription resource
      tags:
        - Individual Service Parameter Subscription
      requestBody:
        description: Parameters to update/replace the existing subscription
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ServiceParameterData'
      responses:
        '200':
          description: OK (Successful update of the subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    patch:
      summary: Updates/replaces an existing subscription resource
      tags:
        - Individual Service Parameter Subscription
      requestBody:
        required: true
        content:
          application/merge-patch+json:
            schema:
              $ref: '#/components/schemas/ServiceParameterDataPatch'
      responses:
        '200':
          description: OK. The subscription was modified successfully.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    delete:
      summary: Deletes an already existing subscription
      tags:
        - Individual Service Parameter Subscription
      responses:
        '204':
          description: No Content (Successful deletion of the existing subscription)
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}
  schemas: 
    ServiceParameterData:
      type: object
      properties:
        afServiceId:
          type: string
          description: Identifies a service on behalf of which the AF is issuing the request.
        appId:
          type: string
          description: Identifies an application.
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        externalGroupId:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/ExternalGroupId'
        anyUeInd:
          type: boolean
          description: Identifies whether the AF request applies to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ueIpv4:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        ueIpv6:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'
        ueMac:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MacAddr48'
        self:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'
        paramOverPc5:
          $ref: '#/components/schemas/ParameterOverPc5'
        paramOverUu:
          $ref: '#/components/schemas/ParameterOverUu'
        urspInfluence:
          type: array
          items:
            $ref: '#/components/schemas/UrspRuleRequest'
          minItems: 1
          description: Contains the service parameter used to influence the URSP.
        mtcProviderId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
    ServiceParameterDataPatch:
      type: object
      properties:
        paramOverPc5:
          $ref: '#/components/schemas/ParameterOverPc5Rm'
        ParamOverUu:
          $ref: '#/components/schemas/ParameterOverUuRm'
        urspInfluence:
          type: array
          items:
            $ref: '#/components/schemas/UrspRuleRequest'
          minItems: 1
          description: Contains the service parameter used to influence the URSP.
    ParameterOverPc5:
      type: string
    ParameterOverPc5Rm:
      type: string
      nullable: true
    ParameterOverUu:
      type: string
    ParameterOverUuRm:
      type: string
      nullable: true
    UrspRuleRequest:
      type: object
      properties:
        trafficDesc:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/TrafficDescriptor'
        routeSelParamSets:
          type: array
          items:
            $ref: '#/components/schemas/RouteSelectionParameterSet'
          minItems: 1
          description: Sets of parameters that may be used to influence the Route Selection Descriptors of the URSP.
    RouteSelectionParameterSet:
      type: object
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        precedence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        spatialValidity:
          type: array
          items:
            type: string
          minItems: 1
          description: Indicates where the route selection parameters apply. It may correspond to a geographical area, for example using a geographic zone identifier that is known to the AF and is configured by the operator to correspond to a list of Cell Ids or TAIs.

* * * * End of changes * * * *

