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	Reason for change:
	In TS 24.501 v17.3.0 subclause 4.6.2.6, it specifies that if the maximum number of PDU sessions on a network slice associated with an S-NSSAI has been already reached, the SMF rejects the PDU session establishment request using S-NSSAI based congestion control. The 5GSM cause #69 “Insufficient resources for specific slice” is used when maximum number of PDU sessions on a specific slice has been already reached.
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	Add new cause mapping between Nnsacf_NSAC service cause and 5GSM cause.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc4598431][bookmark: _Toc29807380][bookmark: _Toc45022121][bookmark: _Toc75881363]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes".
[3]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[4]	3GPP TS 29.531: "5G System; Network Slice Selection Services; Stage 3".
[5]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[6]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[7]	3GPP TS 29.509: "5G System; Authentication Server Services; Stage 3".
[8]	3GPP TS 29.502: "5G System; Session Management Services; Stage 3".
[9]	3GPP TS 29.508: "5G System, Session Management Event Exposure Service; Stage 3".
[10]	3GPP TS 29.540: "5G System; SMS Services; Stage3 ".
[11]	3GPP TS 29.511: "5G System; Equipment Identity Register Services; Stage 3".
[12]	3GPP TS 29.507: "5G System; Access and Mobility Policy Control Service; Stage 3".
[13]	3GPP TS 29.525: "5G System; UE Policy Control Service; Stage 3"
[xx]	3GPP TS 29.536: "5G System; Network Slice Admission Control Services; Stage 3"


* * * Next Change * * * *
5.X	Mapping between Nnsacf services causes and 5GSM causes
5.X.1	General
This clause defines the mapping performed by the SMF between HTTP responses (Status Code and Protocol or Application Errors) returned by the NSACF to the SMF and the 5GSM cause values sent to UEs.
5.X.2	Mapping between Nnsacf_NSAC service causes on N81 and 5GSM causes
5.X.2.1	General
This clause defines the mapping for the Nnsacf_NSAC service (see 3GPP TS 29.536 [xx]).
5.X.2.2	Mapping from HTTP to 5GSM Cause Values
Table 5.X.2.2-1: Mapping from HTTP to 5GSM cause values – Request rejected by NSACF
	HTTP status code on N81
	Protocol or Application Error
	5GSM cause to UE

	403 Forbidden
	ALL_SLICE_FAILED
	#69 –Insufficient resources for specific slice



* * * End of Change * * * *
