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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc58587925][bookmark: _Toc56754091][bookmark: _Toc70341505]5.4.4.68	Type: ProseServiceAuth
Table 5.4.4.68-1: Definition of type ProseServiceAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	proseDirectDiscoveryAuth
	UeAuthProseDirectDiscoveryAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate contain the authorisation data of 5G ProSe Direct Discovery for NR PC5whether the UE is authorized to use ProSe Direct Discovery.

	proseDirectCommunicationAuth
	UeAuthProseDirectCommunicationAuth
	C
	0..1
	This IE shall be present if available. When present, it shall contain the authorisation data of 5G ProSe Direct Communication for NR PC5indicate whether the UE is authorized to use ProSe Direct Communication.

	l2RelayAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as a Layer-2 ProSe UE-to-Network Relay for ProSe service.

	l3RelayAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as a Layer-3 ProSe UE-to-Network Relay for ProSe service.

	l2RemoteAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as a Layer-2 Remote UE for ProSe service.

	l3RemoteAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as a Layer-3 Remote UE for ProSe service.



* * * Next Change * * * *
5.4.4.xx	Type: ProseDirectDiscoveryAuth
Table 5.4.4.xx-1: Definition of type ProseDirectDiscoveryAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	authOpen
	ProseDirectDiscAuthOpen
	C
	0..1
	This IE shall be present if available. When present, it shall contain the authorisation data of open 5G ProSe Direct Discovery for NR PC5.

	authRestricted
	ProseDirectDiscAuthRestricted
	C
	0..1
	This IE shall be present if available. When present, it shall contain the authorisation data of restricted 5G ProSe Direct Discovery for NR PC5.



* * * Next Change * * * *
5.4.4.xy	Type: ProseDirectDiscAuthOpen
Table 5.4.4.xy-1: Definition of type ProseDirectDiscAuthOpen
	Attribute name
	Data type
	P
	Cardinality
	Description

	authModelA
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use open 5G ProSe Direct Discovery Model A for NR PC5.



* * * Next Change * * * *
5.4.4.xz	Type: ProseDirectDiscAuthRestricted
Table 5.4.4.xz-1: Definition of type ProseDirectDiscAuthRestricted
	Attribute name
	Data type
	P
	Cardinality
	Description

	authModelA
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use restricted 5G ProSe Direct Discovery Model A for NR PC5.

	authModelAAppContrExt
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use restricted 5G ProSe Direct Discovery Model A with application-controlled extension for NR PC5.

	authModelAOnDemand
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use restricted 5G ProSe Direct Discovery Model A with "on demand" announcing for NR PC5.

	authModelB
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use restricted 5G ProSe Direct Discovery Model B for NR PC5.



* * * Next Change * * * *
5.4.4.yx	Type: ProseDirectCommunicationAuth
Table 5.4.4.yx-1: Definition of type ProseDirectCommunicationAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	authBroadcast
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use Broadcast mode 5G ProSe Direct Communication for NR PC5.

	authGroupcast
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use Groupcast mode 5G ProSe Direct Communication for NR PC5.

	authUnicast
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use Unicast mode 5G ProSe Direct Communication for NR PC5.



* * * Next Change * * * *
[bookmark: _Toc70341587][bookmark: _Toc56754420][bookmark: _Toc49763719][bookmark: _Toc43026185][bookmark: _Toc36462914][bookmark: _Toc36462718][bookmark: _Toc33980916][bookmark: _Toc33964149][bookmark: _Toc24926289][bookmark: _Toc24926113][bookmark: _Toc24925935]A.2	Data related to Common Data Types
openapi: 3.0.0
(… text not shown for clarity …)
    ProseServiceAuth:
      type: object
      properties:
        proseDirectDiscoveryAuth:
          $ref: '#/components/schemas/ProseDirectDiscoveryAuthUeAuth'
        proseDirectCommunicationAuth:
          $ref: '#/components/schemas/ProseDirectCommunicationAuthUeAuth'
        l2RelayAuth:
          $ref: '#/components/schemas/UeAuth'
        l3RelayAuth:
          $ref: '#/components/schemas/UeAuth'
        l2RemoteAuth:
          $ref: '#/components/schemas/UeAuth'
        l3RemoteAuth:
          $ref: '#/components/schemas/UeAuth'


    EcsServerAddr:
      type: object
      properties:
        ecsFqdnList:
          type: array
          items:
            type: string
          minItems: 1
        ecsIpAddressList:
          type: array
          items:
            $ref: '#/components/schemas/IpAddr'
          minItems: 1

    EcsServerAddrRm:
      anyOf:
        - $ref: '#/components/schemas/EcsServerAddr'
        - $ref: '#/components/schemas/NullValue'

    IpAddr:
      type: object
      oneOf:
        - required:
          - ipv4Addr
        - required:
          - ipv6Addr
        - required:
          - ipv6Prefix
      properties:
        ipv4Addr:
          $ref: '#/components/schemas/Ipv4Addr'
        ipv6Addr:
          $ref: '#/components/schemas/Ipv6Addr'
        ipv6Prefix:
          $ref: '#/components/schemas/Ipv6Prefix'

    SACInfo:
      description: Represents threshold(s) to control the triggering of network slice reporting notifications or the information contained in the network slice reporting notification.
      type: object
      properties:
        numericValNumUes:
          type: integer
        numericValNumPduSess:
          type: integer
        percValueNumUes:
          type: integer
          minimum: 0
          maximum: 100
        percValueNumPduSess:
          type: integer
          minimum: 0
          maximum: 100

    SACEventStatus:
      description: Contains the network slice status information in terms of the current number of UEs registered with a network slice, the current number of PDU Sessions established on a network slice or both.
      type: object
      properties:
        reachedNumUes:
          $ref: '#/components/schemas/SACInfo'
        reachedNumPduSess:
          $ref: '#/components/schemas/SACInfo'

    ProseDirectDiscoveryAuth:
      description: Contains the authorisation data of 5G ProSe Direct Discovery for NR PC5
      type: object
      properties:
        authOpen:
          $ref: '#/components/schemas/ProseDirectDiscAuthOpen'
        authRestricted:
          $ref: '#/components/schemas/ProseDirectDiscAuthRestricted'

    ProseDirectDiscAuthOpen:
      description: Contains the authorisation data of open 5G ProSe Direct Discovery for NR PC5.
      type: object
      properties:
        authModelA:
          $ref: '#/components/schemas/UeAuth'

    ProseDirectDiscAuthRestricted:
      description: Contains the authorisation data of restricted 5G ProSe Direct Discovery for NR PC5.
      type: object
      properties:
        authModelA:
          $ref: '#/components/schemas/UeAuth'
        authModelAAppContrExt:
          $ref: '#/components/schemas/UeAuth'
        authModelAOnDemand:
          $ref: '#/components/schemas/UeAuth'
        authModelB:
          $ref: '#/components/schemas/UeAuth'

    ProseDirectCommunicationAuth:
      description: Contains the authorisation data of 5G ProSe Direct Communication for NR PC5.
      type: object
      properties:
        authBroadcast:
          $ref: '#/components/schemas/UeAuth'
        authGroupcast:
          $ref: '#/components/schemas/UeAuth'
        authUnicast:
          $ref: '#/components/schemas/UeAuth'
(… text not shown for clarity …)

 * * * End of Changes * * * *

