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* * * First Change * * * *

5.3.2.2.2	AMF registration for 3GPP access
Figure 5.3.2.2.2-1 shows a scenario where the AMF sends a request to the UDM to update the AMF registration information for 3GPP access (see also 3GPP TS 23.502 [3] figure 4.2.2.2.2-1 step 14). The request contains the UE's identity (/{ueId}) which shall be a SUPI and the AMF Registration Information for 3GPP access.


Figure 5.3.2.2.2-1: AMF registering for 3GPP access
1.	The AMF sends a PUT request to the resource representing the UE's AMF registration for 3GPP access to update or create AMF registration information.
	If EPS interworking with N26 is supported, and the AMF has per DNN selected the PGW-C+SMF for EPS interworking, the AMF shall include the info of selected PGW-C+SMF to the UDM. 

The AMF shall include ueReachableInd IE if the UE is currently not reachable (e.g. in not allowed areas) or the UE reachability is unknown (e.g. service restriction area of the UE is not received at the AMF during initial registration).
2a.	On success, the UDM updates the Amf3GppAccessRegistration resource by replacing it with the received resource information, and responds with "200 OK" or "204 No Content".
	UDM shall invoke the Deregistration Notification service operation towards the old AMF using the callback URI provided by the old AMF.
	When AMF indicates there are no ongoing event subscriptions, but UDM has ongoing event exposure subscriptions stored (e.g. in UDR), UDM shall invoke one Namf_EventExposure Subscribe Service operations (see clause 5.3.2.2 of 3GPP TS 29.518 [36]) on behalf of NEF per subscription stored.
If ueReachableInd IE is received indicating that the UE is not reachable, the UDM shall not trigger Reachability Report for the UE upon this UECM registration. The AMF shall subsequently generate UE Reachability Report when it detects the UE is reachable. If the If ueReachableInd IE is received indicating that the UE reachability is unknown, the UDM may trigger Reachability Report for the UE when needed based on operator policy.
2b.	If the resource does not exist (there is no previous AMF information stored in UDM for that user), UDM stores the received AMF registration data for 3GPP access and responds with HTTP Status Code "201 created". A response body may be included to convey additional information to the NF consumer (e.g., features supported by UDM).
2c.	If the operation cannot be authorized due to e.g UE does not have required subcription data, the AMF does not support CAG feature and the UE is allowed to access 5GS via CAG cell(s) only, access barring, roaming restrictions, or core network restriction, or if an UE performs registration in an SNPN using credentials from the Credentials Holder, but it is not authorized to access the SNPN, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
Editor's note: it is FFS how an UDM determines the UE performs the registration in an SNPN using credentials from a Credentials Holder and the UE is not authorized to access the specific SNPN. This may done via local configuration, or another CR may be required to TS 29.505.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PUT response body.
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6.2.3.2.3.1	PUT
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	Amf3GppAccessRegistration
	M
	1
	The AMF registration for 3GPP access is replaced with the received information.



Table 6.2.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	Amf3GppAccessRegistration
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual Amf3GppAccessRegistration resource shall be returned.

	Amf3GppAccessRegistration
	M
	1
	200 OK
	Upon success, a response body containing a representation of the updated Individual Amf3GppAccessRegistration resource shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND	

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- UNKNOWN_5GS_SUBSCRIPTION
- NO_PS_SUBSCRIPTION
- ROAMING_NOT_ALLOWED
- ACCESS_NOT_ALLOWED
- RAT_NOT_ALLOWED
- REAUTHENTICATION_REQUIRED
- SNPN_NOT_ALLOWED

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.2.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/amf-3gpp-access




[bookmark: _Toc11338703][bookmark: _Toc27585385][bookmark: _Toc36457387][bookmark: _Toc45028302][bookmark: _Toc45029137][bookmark: _Toc67681899][bookmark: _Toc74944912]* * * Next Change * * * *

6.2.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nudm_UEContextManagement service. The following application errors listed in Table 6.2.7.3-1 are specific for the Nudm_UEContextManagement service.
Table 6.2.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	NF_CONSUMER_REDIRECT_ONE_TXN
	307 Temporary Redirect
	The request has been asked to be redirected to a specified target for one transaction.

	CONTEXT_NOT_FOUND
	308 Permanent Redirect
	The request has been asked to be redirected to a specified target.

	UNKNOWN_5GS_SUBSCRIPTION
	403 Forbidden
	No 5GS subscription is associated with the user.

	NO_PS_SUBSCRIPTION
	403 Forbidden
	No PS (5GS, EPS, GPRS) subscription is associated with the user.

	ROAMING_NOT_ALLOWED
	403 Forbidden
	The subscriber is not allowed to roam within that PLMN

	USER_NOT_FOUND
	404 Not Found
	The user does not exist in the HPLMN

	CONTEXT_NOT_FOUND
	404 Not Found
	It is used when no corresponding context exists.

	ACCESS_NOT_ALLOWED
	403 Forbidden
	Access type not allowed for the user.

	RAT_NOT_ALLOWED
	403 Forbidden
	RAT is not allowed for the user

	DNN_NOT_ALLOWED
	403 Forbidden
	DNN not authorized for the user

	REAUTHENTICATION_REQUIRED
	403 Forbidden
	Due to operator policies the user needs to be re-authenticated, e.g. last valid authentication is considered obsolete

	INVALID_GUAMI
	403 Forbidden
	The AMF is not allowed to modify the registration information stored in the UDM, as it is not the registered AMF.

	SERVICE_NOT_PROVISIONED
	403 Forbidden
	The request is related to a service that is not provisioned for the user in the 5GS subscription data (e.g. MT-SMS not provisioned).

	SERVICE_NOT_ALLOWED
	403 Forbidden
	The request is related to a service that is not allowed for the user in the 5GS subscription data (e.g. MT-SMS is barred).

	SNPN_NOT_ALLOWED
	403 Forbidden
	The user is not authorized to access an SNPN, when the registration to the SNPN is performed by using credentials from the Credentials Holder.

	TEMPORARY_REJECT_REGISTRATION 
	409 Conflict
	The request cannot be proccesed due to an ongoing registration procedure.

	TEMPORARY_REJECT_HANDOVER_ONGOING _ONGOING
	409 Conflict
	The request cannot be proccesed due to an ongoing N2 handover procedure.

	UNPROCESSABLE_REQUEST
	422 Unprocessable Entity
	The request cannot be proccesed due to semantic errors when trying to process a patch method 

	ABSENT_SUBSCRIBER_SM
	404 Not Found
	The UE is not reachable for MT-SMS (e.g. SMSF registered but not reachable as indicated by SMS message waiting data or by URRP flag)



* * * End of Changes * * * *
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