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[bookmark: _Toc19717220][bookmark: _Toc27490703][bookmark: _Toc27556996][bookmark: _Toc27723913][bookmark: _Toc36030986][bookmark: _Toc36042906][bookmark: _Toc36814231][bookmark: _Toc44689085][bookmark: _Toc44923839][bookmark: _Toc51860808][bookmark: _Toc57930579][bookmark: _Toc57931209][bookmark: _Toc25073927][bookmark: _Toc34063110][bookmark: _Toc43120087][bookmark: _Toc49768142][bookmark: _Toc56434315][bookmark: _Toc58591220][bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc58591326][bookmark: _Toc19717279][bookmark: _Toc27490769][bookmark: _Toc27557062][bookmark: _Toc27723979][bookmark: _Toc36031051][bookmark: _Toc36042971][bookmark: _Toc36814296][bookmark: _Toc44689150][bookmark: _Toc44923904][bookmark: _Toc51860874][bookmark: _Toc57930645][bookmark: _Toc57931275]* * * First Change * * * *
[bookmark: _Toc25073789][bookmark: _Toc34062954][bookmark: _Toc43119922][bookmark: _Toc49767974][bookmark: _Toc56434147][bookmark: _Toc67687722]5.2.2.3.8.3	EPS to 5GS Handover Execution
The requirements specified in clause 5.2.2.3.4.3 shall apply, with the following modifications.
In step 1 of Figure 5.2.2.3.4.3-1, the NF Service Consumer, i.e. the target AMF, shall include one or more SecondaryRatUsageDataReportContainer(s) in the SmContextUpdateData for the POST request if it received one or more Secondary RAT Usage Data Report(s) applicable for the PDU session from the source MME. 
In step 2 of Figure 5.2.2.3.4.3-1, for a Home Routed PDU session, the SMF shall complete the execution of the handover by initiating an Update service operation towards the H-SMF in order to switch the PDU session towards the V-UPF (see clause 5.2.2.8.2.3).

[bookmark: _Toc19777505][bookmark: _Toc27740802][bookmark: _Toc36054181][bookmark: _Toc44874057][bookmark: _Toc51863035][bookmark: _Toc57980464][bookmark: _Toc58578787]* * * Next Change * * * *
[bookmark: _MON_1347121769][bookmark: _MON_1554706981][bookmark: _Toc25073815][bookmark: _Toc34062984][bookmark: _Toc43119954][bookmark: _Toc49768009][bookmark: _Toc56434182][bookmark: _Toc67687758]5.2.2.8.2.4	EPS to 5GS Handover Execution
The requirements specified in clause 5.2.2.8.2.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.2-1, with the following modifications.
The POST request shall contain:
-	the requestIndication set to PDU_SES_MOB;
-	the list of EPS Bearer Ids successfully handed over to 5GS;
-	the hoPreparationIndication IE set to "false", to indicate that there is no handover preparation in progress anymore and that the PGW-C/SMF shall switch the DL user plane of the PDU session;.
-	one or more SecondaryRatUsageDataReportContainer(s) if it received the same in the SmContextUpdateData from the AMF.   
2.	Same as step 2 of Figure 5.2.2.8.2-1, with the following modifications.
The H-SMF or SMF shall return a 200 OK response. The H-SMF or SMF shall switch the DL user plane of the PDU session using the N9 tunnel information that has been received in the vcnTunnelInfo or icnTunnelInfo, if the hoPreparationIndication IE was set to "false" in the request.
If the handover preparation failed (e.g. the target 5G-AN failed to establish resources for the PDU session), the requirements specified in clause 5.2.2.8.2.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.2-1, with the following modifications.
The POST request shall contain:
-	the requestIndication set to PDU_SES_MOB;-	the cause attribute set to "HO_FAILURE";
-	an empty list of EPS Bearer Ids;
-	the hoPreparationIndication IE set to "false", to indicate that there is no handover preparation in progress anymore.
2.	Same as step 2 of Figure 5.2.2.8.2-1, with the following modifications.
The H-SMF or SMF shall return a 200 OK response. The H-SMF or SMF shall release the resources prepared for the handover
* * * Next Change * * * *
[bookmark: _Toc25073932][bookmark: _Toc34063115][bookmark: _Toc43120092][bookmark: _Toc49768147][bookmark: _Toc56434320][bookmark: _Toc67687898]6.1.6.2.4	Type: SmContextUpdateData
Table 6.1.6.2.4-1: Definition of type SmContextUpdateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pei
	Pei
	C
	0..1
	This IE shall be present if it is available and has not been provided earlier to the SMF.
When present, this IE shall contain the permanent equipment identifier.
	

	servingNfId
	NfInstanceId
	C
	0..1
	This IE shall be present upon inter-AMF change or mobility, or upon a N2 handover execution with AMF change.
When present, it shall contain the identifier of the serving NF (e.g. AMF).
	

	smContextStatusUri
	Uri
	C
	0..1
	This IE shall be present if the servingNfId IE is present. It may be present otherwise.
When present, this IE shall include the callback URI to receive notification of SM context status.
	

	guami
	Guami
	C
	0..1
	This IE shall be present if the servingNfId of AMF is present.
When present, it shall contain the serving AMF's GUAMI.
	

	servingNetwork
	PlmnIdNid
	C
	0..1
	This IE shall be present if the servingNfId IE is present.
When present, it shall contain the serving core network operator PLMN ID and, for an SNPN, the NID that together with the PLMN ID identifies the SNPN. 
	

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included for the modification of the BackupAmfInfo if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF.
For deleting the backupAmfInfo, it shall contain the Null value.
	

	anType
	AccessType
	C
	0..1
	This IE shall be present upon a change of the Access Network Type associated to the PDU session, e.g. during a handover of the PDU session between 3GPP access and untrusted non-3GPP access (see clause 5.2.2.3.5.2).
When present, this IE shall indicate the Access Network Type to which the PDU session is to be associated.
	

	additionalAnType
	AccessType
	C
	0..1
	This IE shall indicate the additional Access Network Type to which the PDU session is to be associated.
This IE shall be present when the UE requests to establish resources for MA PDU session over the other access.
	MAPDU

	anTypeToReactivate
	AccessType
	C
	0..1
	This IE shall indicate the Access Network Type for which the UP connection is requested to be re-activated, for a MA PDU session.
	MAPDU

	ratType
	RatType
	C
	0..1
	This IE shall be present and indicate the RAT Type used by the UE, if available, upon a change of RAT Type.
	

	presenceInLadn
	PresenceState
	C
	0..1
	This IE shall be present during a Service Request procedure (see clause 5.2.2.3.2.2) ), an Xn handover (see clause 5.2.2.3.3) or a N2 handover execution (see clause 5.2.2.3.4.3), if the DNN of the PDU session corresponds to a LADN. When present, it shall be set to "IN" or "OUT" to indicate that the UE is in or out of the LADN service area. 
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available and if it needs to be reported to the SMF (e.g. the user location has changed or the user plane of the PDU session is deactivated).
When present, this IE shall contain:
-	the UE location information; and
-	the timestamp, if available, indicating the UTC time when the UeLocation information was acquired.
(NOTE 1)
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available, the UE Time Zone has changed and needs to be reported to the SMF.
When present, this IE shall contain the UE Time Zone.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType indicates a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location; and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
(NOTE 1)
	

	upCnxState
	UpCnxState
	C
	0..1
	This IE shall be present to request the activation or the deactivation of the user plane connection of the PDU session.
When present, it shall be set as specified in clauses 5.2.2.3.2, 5.2.2.3.15 and 5.2.2.3.16.
	

	hoState
	HoState
	C
	0..1
	This IE shall be present to request the preparation, execution or cancellation of a handover of the PDU session.
When present, it shall be set as specified in clause 5.2.2.3.4.
	

	toBeSwitched
	boolean
	C
	0..1
	This IE shall be present during an Xn Handover (see clause 5.2.2.3.3) to request to switch the PDU session to a new downlink N3 tunnel endpoint.

When present, it shall be set as follows:
- true: request to switch to the PDU session.
- false (default): no request to switch the PDU session.
	

	failedToBeSwitched
	boolean
	C
	0..1
	This IE shall be present during an Xn Handover (see clause 5.2.2.3.3) if the PDU session failed to be setup in the target RAN.

When present, it shall be to true to indicate that the PDU session failed to be setup in the target RAN. 
	

	n1SmMsg
	RefToBinaryData
	C
	0..1
	This IE shall be present if N1 SM Information has been received from the UE.
When present, this IE shall reference the N1 SM Message binary data (see clause 6.1.6.4.2).
	

	n2SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if N2 SM Information has been received from the AN.
When present, this IE shall reference the N2 SM Information binary data (see clause 6.1.6.4.3).
	

	n2SmInfoType
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfo" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfo" attribute.
	

	targetId
	NgRanTargetId
	C
	0..1
	This IE shall be present during a N2 handover preparation, when the hoState IE is set to the value "PREPARING".
When present, it shall contain the Target ID identifying the target RAN Node ID and TAI received in the Handover Required from the Source RAN.
	

	targetServingNfId
	NfInstanceId
	C
	0..1
	This IE shall be present during a N2 handover preparation with AMF change, when the hoState IE is set to the value "PREPARING".
When present, it shall contain the identifier of the target serving NF (e.g. AMF).
	

	dataForwarding
	boolean
	C
	0..1
	This IE shall be present and set as specified in clause 5.2.2.3.9 during a 5GS to EPS handover, or as specified in 5.2.2.3.13 during a N2 based handover with I-SMF insertion/change/removal.
When present, it shall be set as follows:
- true: setup the direct or indirect data forwarding tunnels;
- false (default): data forwarding tunnels are not required to be setup (see clause 5.2.2.3.9).
	

	n9ForwardingTunnel
	TunnelInfo
	C
	0..1
	This IE shall be present in the following case:
-	UE triggered Service Request with I-SMF change/removal, if requesting to forward buffered downlink data packets at I-UPF (See clause 4.23.4 of 3GPP TS 23.502 [3]).
When present, it shall carry the N9 forwarding tunnel info of I-UPF.
	DTSSA

	n9DlForwardingTnlList
	array (IndirectDataForwardingTunnelInfo)
	C
	1..N
	This IE shall be present in the following case:
-	N2 based handover with I-SMF insertion/change/removal, if downlink indirect data forwarding tunnels are requested to be established between target I-UPF and source I-UPF / source UPF (see clause 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]).
When present, it shall carry the list of N9 downlink indirect data forwarding tunnel(s) info of I-UPF.
	DTSSA

	n9UlForwardingTnlList
	array (IndirectDataForwardingTunnelInfo)
	C
	1..N
	This IE shall be present in the following case:
-	N2 based handover with I-SMF insertion/change/removal, if uplink indirect data forwarding tunnels are requested to be established between target I-UPF and source I-UPF / source UPF (see clause 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]).
When present, it shall carry the list of N9 uplink indirect data forwarding tunnel(s) info of I-UPF.
	DTSSA

	epsBearerSetup
	array(EpsBearerContainer)
	C
	0..N
	This IE shall be present during a 5GS to EPS handover using the N26 interface.
When present, it shall include the EPS bearer context(s) successfully setup in EPS. The array shall be empty if no resource was successfully allocated in EPS for any PDU session.   
	

	revokeEbiList
	array(EpsBearerId)
	C
	1..N
	This IE shall be present to request the SMF to revoke some EBIs (see clause 4.11.1.4.1 of 3GPP TS 23.502 [3]). When present, it shall contain the EBIs to revoke.
	

	release
	boolean
	C
	0..1
	This IE shall be used to indicate a network initiated PDU session release is requested.

This IE shall be present and set as specified in clause 5.2.2.3.10 during P-CSCF restoration procedure, in clause 5.2.2.3.11 during AMF requested PDU Session Release due to duplicated PDU Session Id, in clause 5.2.2.3.12 during AMF requested PDU Session Release due to slice not available, and in clause 5.2.2.3.17 during AMF requested PDU Session Release due to Network Slice-Specific Authentication and Authorization failure or revocation.

When present, it shall be set as follows:
- true: PDU session release is required;
- false (default): PDU session release is not required.
	

	cause
	Cause
	O
	0..1
	When present, this IE shall indicate the cause for the requested modification, e.g. the NF Service Consumer cause for requesting to deactivate the user plane connection of the PDU session.
	

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the cause for the requested modification, e.g. the NGAP cause for requesting to deactivate the user plane connection of the PDU session.
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	This IE shall be included if the AMF received a 5GMM cause code from the UE during any network initiated PDU session modification or release procedure. (e.g 5GMM Status message in response to a Downlink NAS Transport message carrying 5GSM payload).
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present and sent to the V-SMF, during an EPS to 5GS mobility registration using the N26 interface, if the S-NSSAI for the serving PLMN derived from the S-NSSAI of the home PLMN differs from the S-NSSAI provided in the Create SM Context Request.
When present, it shall contain the S-NSSAI for the serving PLMN. 
	

	traceData
	TraceData
	C
	0..1
	This IE shall be included if trace is required to be activated, modified or deactivated (see 3GPP TS 32.422 [22]).
For trace modification, it shall contain a complete replacement of trace data.
For trace deactivation, it shall contain the Null value.
	

	epsInterworkingInd
	EpsInterworkingIndication
	O
	0..1
	This IE may be present if the indication has been provided during the PDU session creation, and its value has changed after session creation or last update.

When present, this IE shall indicate whether the PDU session may possibly be moved to EPS and whether N26 interface to be used during EPS interworking procedures.
	

	anTypeCanBeChanged
	boolean
	C
	0..1
	This IE shall be present and set to true to indicate that the Access Network Type associated to the PDU session can be changed (see clause 5.2.2.3.2.4), during a Service Request procedure (see clause 4.2.3.2 of 3GPP TS 23.502 [3])), in response to paging or NAS notification indicating non-3GPP access, when the PDU Session for which the UE was paged or notified is in the List Of Allowed PDU Sessions provided by the UE, and the AMF received N2 SM Information only or N1 SM Container and N2 SM Information from the SMF in step 3a of clause 4.2.3.3 of 3GPP TS 23.502 [3].

When present, it shall be set as follows:
- true: the access type of the PDU session can be changed.
- false (default): the access type of the PDU session cannot be changed.
	

	n2SmInfoExt1
	RefToBinaryData
	C
	0..1
	This IE shall be present if more than one N2 SM Information has been received from the AN.
When present, this IE shall reference the N2 SM Information binary data (see clause 6.1.6.4.3).
	

	n2SmInfoTypeExt1
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfoExt1" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfoExt1" attribute.
	

	maReleaseInd
	MaReleaseIndication
	C
	0..1
	This IE shall be present if one access of a MA PDU session is requested to be released, in the following cases:
- when UE/AMF initiates MA PDU session release over one access; or
- when UE deregisters from one access.
When present, it indicates the access to be released.
	MAPDU

	maNwUpgradeInd
	boolean
	C
	0..1
	This IE shall be present if the PDU session is allowed to be upgraded to MA PDU session (see clause 6.4.2.2 of 3GPP TS 24.501 [7]).

When present, it shall be set as follows:
- true: the PDU session is allowed to be upgraded to MA PDU session
- false (default): the PDU session is not allowed to be upgraded to MA PDU session
	MAPDU

	maRequestInd
	boolean
	C
	0..1
	This IE shall be present if a MA-PDU session is requested to be established (see clause 4.22.6.3 of 3GPP TS 23.502 [3]).
When present, it shall be set as follows:
- true: a MA-PDU session is requested
- false (default): a MA-PDU session is not requested
	MAPDU

	exemptionInd
	ExemptionInd
	C
	0..1
	This IE shall be present if the AMF has exempted the NAS message from a NAS SM congestion control activated in the AMF.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if the servingNfId or the targetServingNfId is present (i.e. during a change of AMF) and at least one optional feature defined in clause 6.1.8 is supported by the new AMF.
If this IE is absent when the servingNfId or the targetServingNfId is present, the new serving AMF or the target AMF respectively shall be considered as not supporting any optional feature.
	

	moExpDataCounter
	MoExpDataCounter
	C
	0..1
	This IE shall be included if the UE has accessed the network by using "MO exception data" RRC establishment cause and when the AMF decides to send a non-zero value to the SMF.
(NOTE 2)

When present, this IE shall contain the MO Exception Data Counter.
	CIOT

	extendedNasSmTimerInd
	boolean
	C
	0..1
	This IE shall be present if the UE supports CE mode B and use of CE mode B changes from restricted to unrestricted or vice versa in the Enhanced Coverage Restriction information in the UE context in the AMF.

When present, it shall indicate whether extended NAS SM timers shall be used for the UE as specified in 3GPP TS 24.501 [7], as follows:
-	True: extended NAS SM timers shall be used
-	False: normal NAS SM timers shall be used.

	CIOT

	forwardingFTeid
	Bytes
	C
	0..1
	This IE shall be present during a 5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]), if the Forwarding F-TEID IE is present in the Context Acknowledge message received from the MME.
When present, it shall contain Base64-encoded characters, encoding the Forwarding F-TEID in the Context Acknowledge message, as specified in Figure 8.22-1 of 3GPP TS 29.274 [16] (starting from octet 1). 
	CIOT

	forwardingBearerContexts
	array(ForwardingBearerContainer)
	C
	1..N
	This IE shall be present during a 5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]), if the Bearer Contexts IE is present in the Context Acknowledge message received from the MME.
When present, it shall contain the Bearer Contexts in the Context Acknowledge message.
	CIOT

	ddnFailureSubs
	DdnFailureSubs
	C
	0..1
	This IE shall be present to subscribe or unsubscribe to the notification of the DDN Failure if the Availability after DDN failure event is subscribed/unsubscribed by the UDM, see clause 4.15.3.2.7 of 3GPP TS 23.502 [3].

This IE shall also be present if it is required to add, modify or remove DDN failure subscriptions. If it is present and the FailureSubsInd indicates notification of DDN failure is subscribed, the content of the received ddnFailureSubs shall overwrite any ddnFailureSubs received earlier.
	CIOT

	secondaryRatUsageDataReportContainer
	array(SecondaryRatUsageDataReportContainer)
	C
	1..N
	The IE shall be present during an EPS to 5GS handover procedure, if one or more instance of Secondary RAT Usage Data Report IE(s) are present and applicable to the PDU session.

When present, it shall contain Base64-encoded characters, encoding the Secondary RAT Usage Data Report in the Forward Relocation Complete Acknowledge message, as specified in Figure 8.132-1 of 3GPP TS 29.274 [16] (starting from octet 1).
	

	NOTE 1:	In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator. 
In shared networks, when the AMF and SMF pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI or NCGI to the SMF. The Core Network Operator PLMN ID shall be communicated in the TAI and the Serving Network.
NOTE 2:	The AMF increments the MO Exception Data Counter when the UE establishes/resumes RRC with "MO Exception Data" RRC cause. The AMF may defer sending the moExpDataCounter attribute to the SMF based on local configuration. The AMF resets the MO Exception Data Counter when receiving successful response from the SMF. The SMF however keeps incrementing the counter locally.



* * * Next Change * * * *
[bookmark: _Toc25073939][bookmark: _Toc34063122][bookmark: _Toc43120099][bookmark: _Toc49768154][bookmark: _Toc56434327][bookmark: _Toc67687905]6.1.6.2.11	Type: HsmfUpdateData
Table 6.1.6.2.11-1: Definition of type HsmfUpdateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	requestIndication
	RequestIndication
	M
	1
	This IE shall indicate the request type.
	

	pei
	Pei
	C
	0..1
	This IE shall be present if it is available and has not been provided earlier to the H-SMF or SMF.
When present, this IE shall contain the permanent equipment identifier.
	

	vcnTunnelInfo
	TunnelInfo
	C
	1
	This IE shall be present if the N9 tunnel information on the visited CN side provided earlier to the H-SMF has changed.
When present, this IE shall contain the new N9 tunnel information on the visited CN side.
	

	icnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present if the N9 tunnel information of the I-UPF for DL traffic provided earlier by the I-SMF to the SMF has changed.
When present, this IE shall contain the new N9 tunnel information of the I-UPF.
	DTSSA

	additionalCnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present if additional N9 tunnel information provided earlier has changed, or if the UE requests to establish resources for a MA PDU session over the other access.
When present, it shall contain additional N9 tunnel information of the UPF controlled by the V-SMF or I-SMF. 
	MAPDU

	servingNetwork
	PlmnIdNid
	C
	0..1
	This IE shall contain the serving core network operator PLMN ID, and, for an SNPN, the NID that together with the PLMN ID identifies the SNPN, if the serving network has changed.
	

	anType
	AccessType
	C
	0..1
	This IE shall be present if the Access Network Type provided earlier to the H-SMF or SMF has changed, e.g. during a handover of the PDU session between 3GPP access and untrusted non-3GPP access (see clause 5.2.2.8.2.5).
When present, this IE shall indicate the new Access Network Type to which the PDU session is to be associated.
	

	additionalAnType
	AccessType
	C
	0..1
	This IE shall indicate the additional Access Network Type to which the PDU session is to be associated.
This IE shall be present when the UE requests to establish resources for MA PDU session over the other access.
	MAPDU

	ratType
	RatType
	C
	0..1
	This IE shall be present and indicate the RAT Type used by the UE, if available, upon a change of RAT Type.
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available, the UE Location has changed and needs to be reported to the H-SMF or SMF.
When present, this IE shall contain:
-	the new UE location information; and
-	the timestamp, if available, indicating the UTC time when the UeLocation information was acquired.
(NOTE 1)
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available, the UE Time Zone has changed and needs to be reported to the H-SMF or SMF.
When present, this IE shall contain the new UE Time Zone.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType indicates a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location; and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
(NOTE 1)
	

	pauseCharging
	boolean
	C
	0..1
	This IE shall be present if the H-SMF or SMF enabled the use of Pause Pause of Charging for the PDU session during the PDU session establishment and
Pause of Charging needs to be started or stopped (see clause 4.4.4 of 3GPP TS 23.502 [3]).
When present, it shall be set as follows:
- true: to Start Pause of Charging;
- false: to Stop Pause of Charging. 
	

	pti
	ProcedureTransactionId
	C
	0..1
	This IE shall be present if the requestIndication indicates a UE requested PDU session modification or release. When present, it shall contain the PTI value received from the UE.
	

	n1SmInfoFromUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF or I-SMF has received known N1 SM information from the UE that does not need to be interpreted by the V-SMF or I-SMF. When present, this IE shall reference the n1SmInfoFromUe binary data (see clause 6.1.6.4.4). 
	

	unknownN1SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF or I-SMF has received unknown N1 SM information from the UE. When present, this IE shall reference the unknownN1SmInfo binary data (see clause 6.1.6.4.4). 
	

	qosFlowsRelNotifyList
	array(QosFlowItem)
	C
	1..N
	This IE shall be present if QoS flows have been released.
	

	qosFlowsNotifyList
	array(QosFlowNotifyItem)
	C
	1..N
	This IE shall be present if the QoS targets for GBR QoS flow(s) are not fulfilled anymore or when they are fulfilled again. For each GBR QoS flow indicated as not fulfilled anymore, the V-SMF/I-SMF may also indicate an alternative QoS profile which the NG-RAN currently fulfils in the currentQosProfileIndex IE or indicate that the NG-RAN cannot even fulfil the lowest alternative QoS profile.
	

	NotifyList
	array(PduSessionNotifyItem)
	C
	1..N
	Description of notifications related to the PDU session. This IE shall be present if the NG-RAN has established user plane resources for the PDU session that do not fulfil the User Plane Security Enforcement with a value Preferred, or when the user plane security enforcement is fulfilled again.
When present, this IE shall include the notification cause "UP_SEC_NOT_FULFILLED" if at least one of the UP integrity protection or UP ciphering security enforcement is not fulfilled.
If the securityResult IE is present in the message, it provides additional details on the security enforcement results.
	

	epsBearerId
	array(EpsBearerId)
	C
	0..N
	This IE shall be present during an EPS to 5GS handover execution using the N26 interface.
When present, it shall contain the list of EPS bearer Id(s) successfully handed over to 5GS. The array shall be empty if no resource was successfully allocated in 5GS for any PDU session.
	

	hoPreparationIndication
	boolean
	C
	0..1
	This IE shall be present during an EPS to 5GS handover preparation and handover execution using the N26 interface or during N2 handover execution with I-SMF insertion.
When present, it shall be set as follows:
- true: an EPS to 5GS handover preparation or N2 handover preparation with I-SMF is in progress; the PGW-C/SMF shall not switch the DL user plane of the PDU session yet.
- false: there is no on-going EPS to 5GS handover preparation or N2 handover preparation with I-SMF in progress. If a handover preparation was in progress, the handover has been completed. The PGW-C/SMF shall switch the DL user plane of the PDU session using the N9 tunnel information that has been received in the vcnTunnelInfo or icnTunnelInfo.
It shall be set to "true" during an EPS to 5GS handover preparation using the N26 interface.

It shall be set to "false" during an EPS to 5GS handover execution using the N26 interface or during N2 handover execution with I-SMF insertion. 
	

	revokeEbiList
	array(EpsBearerId)
	C
	1..N
	This IE shall be present to request the H-SMF or SMF to revoke some EBIs (see clause 4.11.1.4.1 of 3GPP TS 23.502 [3]). When present, it shall contain the EBIs to revoke.
	

	cause
	Cause
	C
	0..1
	This IE shall be present and set as specified in clause 5.2.2.8.2.6 during P-CSCF restoration procedure and clause 5.2.2.8.2.3 during 5G-AN requested PDU session resource release procedure.
When present, this IE shall indicate the NF Service Consumer cause of the requested modification.
	

	ngApCause
	NgApCause
	C
	0..1
	The V-SMF or I-SMF shall include this IE if it received it from the 5G-AN and, for a HR PDU session, if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested modification.
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF or I-SMF shall include this IE if it received it from the AMF and, for a HR PDU session, if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.
	

	alwaysOnRequested
	boolean
	C
	0..1
	This IE shall be present and set to true if the UE requests to change the PDU session to an always-on PDU session and this is allowed by local policy in the V-SMF or I-SMF.
When present, it shall be set as follows:
- true: request for an always-on PDU session
- false (default): not a request for an always-on PDU session
	

	epsInterworkingInd
	EpsInterworkingIndication
	O
	0..1
	This IE may be present if the indication has been received from AMF and, for a HR PDU session, it is allowed to be forwarded to H-SMF by operator configuration.
When present, this IE shall indicate whether the PDU session may possibly be moved to EPS and whether N26 interface to be used during EPS interworking procedures.
	

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows.
(NOTE 2)
	

	secondaryRatUsageInfo
	array(SecondaryRatUsageInfo)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows and/or the whole PDU session.
	

	anTypeCanBeChanged
	boolean
	C
	0..1
	This IE shall be present and set to true to indicate that the Access Network Type associated to the PDU session can be changed (see clause 5.2.2.8.2.2), during a Service Request procedure (see clauses 4.2.3.2 and 4.3.3.3 of 3GPP TS 23.502 [3])), in response to paging or NAS notification indicating non-3GPP access, when the PDU Session for which the UE was paged or notified is in the List Of Allowed PDU Sessions provided by the UE, and the AMF received N2 SM Information only or N1 SM Container and N2 SM Information from the SMF in step 3a of clause 4.2.3.3 of 3GPP TS 23.502 [3].
When present, it shall be set as follows:
- true: the access type of the PDU session can be changed.
- false (default): the access type of the PDU session cannot be changed.
	

	maReleaseInd
	MaReleaseIndication
	C
	0..1
	This IE shall be present if a MA PDU session is requested to be released over a single access, in the following cases:
- when UE/AMF/V-SMF initiates MA PDU session release over one access; or
- when UE deregisters from one access.
When present, it shall indicate the access to be released.
	MAPDU

	maNwUpgradeInd
	boolean
	C
	0..1
	This IE shall be present if the PDU session is allowed to be upgraded to MA PDU session (see clause 6.4.2.2 of 3GPP TS 24.501 [7]).

When present, it shall be set as follows:
- true: the PDU session is allowed to be upgraded to MA PDU session
- false (default): the PDU session is not allowed to be upgraded to MA PDU session
	MAPDU

	maRequestInd
	boolean
	C
	0..1
	This IE shall be present if a MA-PDU session is requested to be established (see clause 4.22.6.3 of 3GPP TS 23.502 [3]).
When present, it shall be set as follows:
- true: a MA-PDU session is requested
- false (default): a MA-PDU session is not requested
	MAPDU

	unavailableAccesslnd
	UnavailableAccessIndication
	C
	0..1
	This IE shall be present if an access of a MA-PDU session is unavailable (see clause 4.22.7 of 3GPP TS 23.502 [3]).
When present, it shall indicate the access that is unavailable.
	MAPDU

	psaInfo
	array(PsaInformation)
	C
	1..N
	This IE shall be present, for a PDU session with an I-SMF, if one or more PSAs UPF are inserted and/or removed by the I-SMF. 
	DTSSA

	ulclBpInfo
	UlclBpInformation
	C
	0..1
	This IE shall be present, for a PDU session with an I-SMF, if an UL CL or BP UPF separate from the local PSA is inserted.
	DTSSA

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information to the SMF (e.g. during a change of PSA). 
	DTSSA

	presenceInLadn
	PresenceState
	C
	0..1
	This IE shall be present during Xn based handover with I-SMF change, if the DNN corresponds to a LADN.
When present, it shall be set to "IN" or "OUT" to indicate that the UE is in or out of the LADN service area.
	DTSSA

	vsmfPduSessionUri
	Uri
	C
	0..1
	This IE shall be present during any procedure when the V-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, it shall include the callback URI representing the PDU session in the new V-SMF.
	DTSSA

	ismfPduSessionUri
	Uri
	C
	0..1
	This IE shall be present during any procedure when the I-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, it shall include the callback URI representing the PDU session in the new I-SMF.
	DTSSA

	vsmfId
	NfInstanceId
	C
	0..1
	This IE shall be present during any procedure when the V-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, it shall contain the identifier of the new V-SMF.
	DTSSA

	ismfId
	NfInstanceId
	C
	0..1
	This IE shall be present during any procedure when the I-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, it shall contain the identifier of the new I-SMF.
	DTSSA

	vSmfServiceInstanceId
	string
	O
	0..1
	This IE may be present during any procedure when the V-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, this IE shall contain the serviceInstanceId of the new V-SMF service instance serving the PDU session.

This IE may be used by the H-SMF to identify PDU sessions affected by a failure or restart of the V-SMF service (see clauses 6.2 and 6.3 of 3GPP TS 23.527 [24]).
	DTSSA

	iSmfServiceInstanceId
	string
	O
	0..1
	This IE may be present during any procedure when the I-SMF has changed, as specified in clause 4.23.4.3 of 3GPP TS 23.502 [3].

When present, this IE shall contain the serviceInstanceId of the new I-SMF service instance serving the PDU session.

This IE may be used by the SMF to identify PDU sessions affected by a failure or restart of the I-SMF service (see clauses 6.2 and 6.3 of 3GPP TS 23.527 [24]).
	DTSSA

	dlServingPlmnRateCtl
	integer
	C
	0..1
	The IE shall be present when the Serving PLMN Rate Control for Downlink data packets has changed since last update to the H-SMF (for HR PDU session) or SMF (for PDU sessions with an I-SMF).

When present, this IE shall contain the maximum allowed number of Downlink NAS Data PDUs per deci hour of the serving PLMN, as specified in clause 5.31.14.2 of 3GPP TS 23.501 [2]. If Serving PLMN Rate Control is disabled, the IE shall be set to null value.

Minimum: 10
	CIOT

	dnaiList
	array(Dnai)
	C
	1..N
	This IE shall be present over N16a during UE Triggered Service Request procedure with I-SMF change, Xn based handover and Inter NG-RAN node N2 based handover with I-SMF change (see clauses 4.23.4.3, 4.23.11.3 and 4.23.7.3.3 in 3GPP TS 23.502 [3]).
When present, it shall include the list of DNAIs supported by the new I-SMF.  
	DTSSA

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if the vsmfId or the ismfId is present (i.e. during a change of V-SMF or I-SMF) and at least one optional feature defined in clause 6.1.8 is supported by the new V-SMF or I-SMF.

If this IE is absent when the vsmfId or the ismfId is present, the new V-SMF or I-SMF respectively shall be considered as not supporting any optional feature.
	

	roamingChargingProfile
	RoamingChargingProfile
	O
	0..1
	This IE may be present during an inter-PLMN V-SMF change. When present, it shall contain the Roaming Charging Profile applicable in the VPLMN (see clauses 5.1.9.1, 5.2.1.7 and 5.2.2.12.2 of 3GPP TS 32.255 [25]). 
	

	moExpDataCounter
	MoExpDataCounter
	C
	0..1
	This IE shall be present if received from AMF.
When present, this IE shall contain the MO Exception Data Counter.
	CIOT

	vplmnQos
	VplmnQos
	O
	0..1
	When present, this IE shall contain the VPLMN QoS to be applied to the QoS flow with default QoS of the PDU Session.
	VQOS

	securityResult
	SecurityResult
	C
	0..1
	This IE shall be present if received from NG-RAN.
When present, this IE shall contain the Security Result associated to the PDU session. See clause 9.3.1.59 of 3GPP TS 38.413 [9].
	

	upSecurityInfo
	UpSecurityInfo
	C
	0..1
	This IE shall be present if received from NG-RAN during Xn handover procedure (see clause 5.2.2.8.2.16).
When present, this IE shall contain the User Plane Security Information associated to the PDU session. See clause 9.3.1.60 of 3GPP TS 38.413 [9].
	

	secondaryRatUsageDataReportContainer
	array(SecondaryRatUsageDataReportContainer)
	C
	1..N
	The IE shall be present during an EPS to 5GS handover procedure, if one or more instance of Secondary RAT Usage Data Report IE(s) are present and applicable to the PDU session.

The V-/I-SMF may determine to pass or not the information to the (H-)SMF based on operator policy;  if the V-/I-SMF determines to pass the information, the V-/I-SMF shall transparently forward this information to the (H-)SMF.

When present, it shall contain Base64-encoded characters, encoding the Secondary RAT Usage Data Report in the Forward Relocation Complete Acknowledge message, as specified in Figure 8.132-1 of 3GPP TS 29.274 [16] (starting from octet 1).
	

	NOTE 1:	In shared networks, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator.
NOTE 2:	An SMF complying with this version of the specification should report secondary RAT usage using the secondaryRatUsageInfo attribute that replaces the secondaryRatUsageReport attribute.  



* * * Next Change * * * *
[bookmark: _Toc25073979][bookmark: _Toc34063169][bookmark: _Toc43120152][bookmark: _Toc49768209][bookmark: _Toc56434384][bookmark: _Toc67687963]6.1.6.3.2	Simple data types
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	ProcedureTransactionId
	integer
	Unsigned integer representing a Procedure Transaction Identity, within the range 0 to 255, as specified in 3GPP TS 24.007 [8]. 

	EpsBearerId
	integer
	Integer identifying an EPS bearer, within the range 0 to 15, as specified in clause 11.2.3.1.5, bits 5 to 8, of 3GPP TS 24.007 [8]. 

	EpsPdnCnxContainer
	string
	String with format "byte" as defined in OpenAPI Specification [15], i.e. base64-encoded characters, encoding the UeEpsPdnConnection IE specified in Table 7.3.1-2 or Table 7.3.6-2 of 3GPP TS 29.274 [16] for the N26 interface.

	EpsBearerContainer
	string
	String with format "byte" as defined in OpenAPI Specification [15], i.e. base64-encoded characters, encoding the Bearer Context IE specified in Table 7.3.2-2 of 3GPP TS 29.274 [16]. 

	Teid
	string
	4-octet GTP tunnel endpoint identifier, as defined in 3GPP TS 29.274 [16], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the TEID shall appear first in the string, and the character representing the 4 least significant bit of the TEID shall appear last in the string.

Pattern: "^[A-Fa-f0-9]{8}"

Example:
A GTP TEID 0x5BD60076 shall be encoded as "5BD60076".

	EpsBearerContextStatus
	string
	EPS bearer context status, as defined in octets 3 and 4 of the EPS bearer context status IE in clause 9.9.2.1 of 3GPP TS 24.301 [27], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the EPS bearer context status shall appear first in the string, and the character representing the 4 least significant bit of the EPS bearer context status shall appear last in the string.

Pattern: '^[A-Fa-f0-9]{4}$'

Example:
An EPS bearer context status IE where only the EBIs 2, 5, 6 and 9 are active shall be encoded as "6402".


	DrbId
	integer
	Unsigned integer representing a Data Radio Bearer Identity, within the range 1 to 32, as specified in clause 9.3.1.53 of 3GPP TS 38.413 [9]. 

	AdditionalTnlNb
	integer
	Unsigned integer, within the range 1 to 3, indicating whether this is the first, second or third additional indirect data forwarding tunnel for multi-connectivity.

	ForwardingBearerContainer
	string
	String with format "byte" as defined in OpenAPI Specification [15], i.e. base64-encoded characters, encoding the Bearer Context IE within Context Acknowledge specified in Table 7.3.7-2 of 3GPP TS 29.274 [16].

	SecondaryRatUsageDataReportContainer
	string
	String with format "byte" as defined in OpenAPI Specification [15], i.e. base64-encoded characters, encoding the Secondary RAT Usage Data Report IE within Forward Relocation Complete  Acknowledge specified in Table 7.3.4-1 of 3GPP TS 29.274 [16] (starting from octet 1).



* * * Next Change * * * *
[bookmark: _Toc67688001]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.1'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.502 V17.0.0; 5G System; Session Management Services; Stage 3
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.502/

servers:
  - url: '{apiRoot}/nsmf-pdusession/v1'
    variables:
      apiRoot:
        default: https://example.com
        description:  apiRoot as defined in clause 4.4 of 3GPP TS 29.501. The sm-contexts and pdu-sessions resources can be distributed on different processing instances or hosts. Thus the authority and/or deployment-specific string of the apiRoot of the created individual sm context and pdu-session resources' URIs may differ from the authority and/or deployment-specific string of the apiRoot of the sm-contexts and pdu-sessions collections' URIs.

*********skipped for clarity************

    SmContextUpdateData:
      description: Data within Update SM Context Request
      type: object
      properties:
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        servingNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        servingNetwork:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1
          nullable: true
        anType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        additionalAnType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        anTypeToReactivate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        presenceInLadn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PresenceState'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        upCnxState:
          $ref: '#/components/schemas/UpCnxState'
        hoState:
          $ref: '#/components/schemas/HoState'
        toBeSwitched:
          type: boolean
          default: false
        failedToBeSwitched:
          type: boolean
        n1SmMsg:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoType:
          $ref: '#/components/schemas/N2SmInfoType'
        targetId:
          $ref: 'TS29518_Namf_Communication.yaml#/components/schemas/NgRanTargetId'
        targetServingNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        smContextStatusUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        dataForwarding:
          type: boolean
          default: false
        n9ForwardingTunnel:
          $ref: '#/components/schemas/TunnelInfo'
        n9DlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        n9UlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        epsBearerSetup:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerContainer'
          minItems: 0
        revokeEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        release:
          type: boolean
          default: false
        cause:
          $ref: '#/components/schemas/Cause'
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        5gMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        epsInterworkingInd:
          $ref: '#/components/schemas/EpsInterworkingIndication'
        anTypeCanBeChanged:
          type: boolean
          default: false
        n2SmInfoExt1:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoTypeExt1:
          $ref: '#/components/schemas/N2SmInfoType'
        maReleaseInd:
          $ref: '#/components/schemas/MaReleaseIndication'
        maNwUpgradeInd:
          type: boolean
          default: false
        maRequestInd:
          type: boolean
          default: false
        exemptionInd:
          $ref: '#/components/schemas/ExemptionInd'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        moExpDataCounter:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MoExpDataCounter'
        extendedNasSmTimerInd:
          type: boolean
        forwardingFTeid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        forwardingBearerContexts:
          type: array
          items:
            $ref: '#/components/schemas/ForwardingBearerContainer'
          minItems: 1
        ddnFailureSubs:
          $ref: '#/components/schemas/DdnFailureSubs'
        secondaryRatUsageDataReportContainer:
          type: array
          items:
            $ref: '#/components/schemas/SecondaryRatUsageDataReportContainer'
          minItems: 1




    SmContextUpdatedData:
      description: Data within Update SM Context Response
      type: object
      properties:
        upCnxState:
          $ref: '#/components/schemas/UpCnxState'
        hoState:
          $ref: '#/components/schemas/HoState'
        releaseEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        allocatedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EbiArpMapping'
          minItems: 1
        modifiedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EbiArpMapping'
          minItems: 1
        n1SmMsg:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoType:
          $ref: '#/components/schemas/N2SmInfoType'
        epsBearerSetup:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerContainer'
          minItems: 1
        dataForwarding:
          type: boolean
        n3DlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        n3UlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        cause:
          $ref: '#/components/schemas/Cause'
        maAcceptedInd:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        forwardingFTeid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        forwardingBearerContexts:
          type: array
          items:
            $ref: '#/components/schemas/ForwardingBearerContainer'
          minItems: 1
        selectedSmfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        selectedOldSmfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'


***********skipped for clarity************

    HsmfUpdateData:
      description: Data within Update Request towards H-SMF, or from I-SMF to SMF
      type: object
      properties:
        requestIndication:
          $ref: '#/components/schemas/RequestIndication'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        vcnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        icnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        additionalCnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        servingNetwork:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
        anType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        additionalAnType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        pauseCharging:
          type: boolean
        pti:
          $ref: '#/components/schemas/ProcedureTransactionId'
        n1SmInfoFromUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        unknownN1SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        qosFlowsRelNotifyList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowItem'
          minItems: 1
        qosFlowsNotifyList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowNotifyItem'
          minItems: 1
        NotifyList:
          type: array
          items:
            $ref: '#/components/schemas/PduSessionNotifyItem'
          minItems: 1
        epsBearerId:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 0
        hoPreparationIndication:
          type: boolean
        revokeEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        cause:
          $ref: '#/components/schemas/Cause'
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        5gMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        alwaysOnRequested:
          type: boolean
          default: false
        epsInterworkingInd:
          $ref: '#/components/schemas/EpsInterworkingIndication'
        secondaryRatUsageReport:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'
          minItems: 1
        secondaryRatUsageInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageInfo'
          minItems: 1
        anTypeCanBeChanged:
          type: boolean
          default: false
        maReleaseInd:
          $ref: '#/components/schemas/MaReleaseIndication'
        maNwUpgradeInd:
          type: boolean
          default: false
        maRequestInd:
          type: boolean
          default: false
        unavailableAccessInd:
          $ref: '#/components/schemas/UnavailableAccessIndication'
        psaInfo:
          type: array
          items:
            $ref: '#/components/schemas/PsaInformation'
          minItems: 1
        ulclBpInfo:
          $ref: '#/components/schemas/UlclBpInformation'
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'
        presenceInLadn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PresenceState'
        vsmfPduSessionUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        vsmfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        vSmfServiceInstanceId:
          type: string
        ismfPduSessionUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ismfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        iSmfServiceInstanceId:
          type: string
        dlServingPlmnRateCtl:
          type: integer
          minimum: 10
          nullable: true
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        roamingChargingProfile:
          $ref: 'TS32291_Nchf_ConvergedCharging.yaml#/components/schemas/RoamingChargingProfile'
        moExpDataCounter:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MoExpDataCounter'
        vplmnQos:
          $ref: '#/components/schemas/VplmnQos'
        securityResult:
          $ref: '#/components/schemas/SecurityResult'
        upSecurityInfo:
          $ref: '#/components/schemas/UpSecurityInfo'
        secondaryRatUsageDataReportContainer:
          type: array
          items:
            $ref: '#/components/schemas/SecondaryRatUsageDataReportContainer'
          minItems: 1
      required:
        - requestIndication

    HsmfUpdatedData:
      description: Data within Update Response from H-SMF, or from SMF to I-SMF
      type: object
      properties:
        n1SmInfoToUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        roamingChargingProfile:
          $ref: 'TS32291_Nchf_ConvergedCharging.yaml#/components/schemas/RoamingChargingProfile'
        upSecurity:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'
        maxIntegrityProtectedDataRateUl:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        maxIntegrityProtectedDataRateDl:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        ipv6MultiHomingInd:
          type: boolean
          default: false
        qosFlowsSetupList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowSetupItem'
          minItems: 1
        sessionAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'
        epsPdnCnxInfo:
          $ref: '#/components/schemas/EpsPdnCnxInfo'
        epsBearerInfo:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerInfo'
          minItems: 1
        pti:
          $ref: '#/components/schemas/ProcedureTransactionId'

**********skipped for clarity*************
#
# SIMPLE DATA TYPES
#
    ProcedureTransactionId:
      description: Procedure Transaction Identifier
      type: integer
      minimum: 0
      maximum: 255

    EpsBearerId:
      description: EPS Bearer Identifier
      type: integer
      minimum: 0
      maximum: 15

    EpsPdnCnxContainer:
      description: UE EPS PDN Connection container from SMF to AMF
      type: string

    EpsBearerContainer:
      description: EPS Bearer container from SMF to AMF
      type: string

    Teid:
      type: string
      description: GTP Tunnel Endpoint Identifier
      pattern: '^[A-Fa-f0-9]{8}$'

    EpsBearerContextStatus:
      description: EPS bearer context status
      type: string
      pattern: '^[A-Fa-f0-9]{4}$'

    DrbId:
      description: Data Radio Bearer Identity
      type: integer
      minimum: 1
      maximum: 32

    AdditionalTnlNb:
      description: indicates first, second or third additional indirect data forwarding tunnel
      type: integer
      minimum: 1
      maximum: 3

    ForwardingBearerContainer:
      description: Forwarding Bearer Container
      type: string

    SecondaryRatUsageDataReportContainer:
      description: Secondary Rat Usage Data Report Container
      type: string
      format: byte


**********skipped for clarity*************

* * * End of Changes * * * *

