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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc11338411][bookmark: _Toc27585019][bookmark: _Toc36456965][bookmark: _Toc45027848][bookmark: _Toc45028683][bookmark: _Toc67681438][bookmark: _Toc67682731]5.3.2.6.2	Update A Parameter (e.g. PEI) in the AMF Registration For 3GPP Access
Figure 5.3.2.6.2-1 shows a scenario where the AMF sends a request to the UDM to update a parameter within the Amf3GppAccessRegistration resource. The request contains the UE's identity (/{ueId}) which shall be a SUPI and an instruction to modify a parameter (e.g. PEI).



Figure 5.3.2.6.2-1: AMF registration parameter update for 3GPP access
1.	The AMF sends a PATCH request to the resource representing the UE's AMF registration for 3GPP access.
2a.	If all the modification instructions in the PATCH request have been implemented, the UDM shall respond with "204 No Content" responseOn success, the UDM responds with "204 No Content".
2b. If some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the UDM shall respond with "200 OK" with the response body containing PatchResult.
2cb.	If the resource does not exist e.g. the UE is not registered yet, HTTP status code "404 Not Found" should be returned including additional error information in the response body (in the "ProblemDetails" element).
2dc.	If the resource exists, but the requesting AMF is not the one currently registered for the UE, HTTP status code "422 Unprocessable Request" should be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

* * * Next Change * * * *
[bookmark: _Toc11338412][bookmark: _Toc27585020][bookmark: _Toc36456966][bookmark: _Toc45027849][bookmark: _Toc45028684][bookmark: _Toc67681439][bookmark: _Toc67682732]5.3.2.6.3	Update A Parameter (e.g. PEI) in the AMF Registration For Non 3GPP Access
Figure 5.3.2.6.3-1 shows a scenario where the AMF sends a request to the UDM to update a parameter within the AmfNon3GppAccessRegistration resource. The request contains the UE's identity (/{ueId}) which shall be a SUPI and an instruction to modify a parameter (e.g. PEI).



Figure 5.3.2.6.3-1: AMF registration parameter update for non-3GPP access
1.	The AMF sends a PATCH request to the resource representing the UE's AMF registration for non-3GPP access.
2a.	If all the modification instructions in the PATCH request have been implemented, the UDM shall respond with "204 No Content" responseOn success, the UDM responds with "204 No Content".
2b. If some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the UDM shall respond with "200 OK" with the response body containing PatchResult.
2cb.	If the resource does not exist e.g. the UE is not registered yet, HTTP status code "404 Not Found" should be returned including additional error information in the response body (in the "ProblemDetails" element).
2dc.	If the resource exists, but the requesting AMF is not the one currently registered for the UE, HTTP status code "422 Unprocessable Request" should be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

* * * End of Changes * * * *
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