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This method shall support the URI query parameters specified in table 6.2.3.15.3.1-1.
Table 6.2.3.15.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	requested-nodes
	array(RequestedNode)
	O
	01..N
	Indicates the serving node(s) for which the request is applicable.

	serving-node
	boolean
	O
	0..1
	Indicates that only the stored NF id/address of the serving node(s) requested and PLMN identity are required, that is, other location data (e.g. Global Cell ID) is not required.

It shall be absent if current-location is present with value true.

true: only the requested node(s) address(es) are requested
false or absent: location data as retrieved from the requested node(s) is requested.

	local-time
	boolean
	O
	0..1
	Indicates that only the Local Time Zone information (Time Zone and Daylight Saving Time) and the PLMN identity of the location in the visited network where the UE is attached is requested, that is, other location data (e.g. Global Cell ID) is not required.

true: only the local time is requested
false or absent: location data as retrieved from the requested node(s) is requested.

	current-location
	boolean
	O
	0..1
	Indicates whether an active location retrieval has to be initiated by the requested node(s).

true: active location retrieval is requested
false or absent: active location retrieval is not requested

	rat-type
	boolean
	O
	0..1
	Indicates whether retrieval of RAT type is requested.
true: requested
false: not requested

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



If "requested-nodes" is not included, HSS shall return location information as retrieved from all the nodes (AMF, MME and SGSN)
This method shall support the request data structures specified in table 6.2.3.15.3.1-2 and the response data structures and response codes specified in table 6.2.3.15.3.1-3.
Table 6.2.3.15.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.15.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PsLocation
	M
	1
	200 OK
	A response body containing the PS location information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the location information is unknown or unavailable.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.15.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.15.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.




* * * Next Change * * * *
6.2.3.26.3	Resource Standard Methods
[bookmark: _Toc49690001][bookmark: _Toc56337086][bookmark: _Toc67730786]6.2.3.26.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.26.3.1-1.
Table 6.2.3.26.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	requested-nodes
	array(RequestedNode)
	O
	01..N
	Indicates the serving node(s) for which the request is applicable.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



If "requested-nodes" is not included, HSS shall return the user state as retrieved from all the nodes (AMF, MME and SGSN)
This method shall support the request data structures specified in table 6.2.3.26.3.1-2 and the response data structures and response codes specified in table 6.2.3.26.3.1-3.
Table 6.2.3.26.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.26.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PsUserState
	M
	1
	200 OK
	A response body containing the PS user state information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the user state information is unknown or unavailable.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.26.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.26.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.




* * * Next Change * * * *
A.3	

(... text not shown for clarity ...)

  /{imsUeId}/access-data/ps-domain/user-state:
    get:
      summary: Retrieve the user state information in PS domain
      operationId: GetPsUserStateInfo
      tags:
        - PS User State Info Retrieval
      security:
        - {}
        - oAuth2ClientCredentials:
          - nhss-ims-sdm
        - oAuth2ClientCredentials:
          - nhss-ims-sdm
          - nhss-ims-sdm:ps-domain:user-state:read
      parameters:
        - name: imsUeId
          in: path
          description: IMS Identity
          required: true
          schema:
            $ref: '#/components/schemas/ImsUeId'
        - name: requested-Nnodes
          in: query
          description: Indicates the serving node(s) for which the request is applicable.
          style: form
          explode: false
          schema:
            $ref: '#/components/schemas/RequestedNodes'
            type: array
            items:
              $ref: '#/components/schemas/RequestedNode'
            minItems: 1    
        - name: private-identity
          in: query
          description: IMS Private Identity
          schema:
            $ref: '#/components/schemas/PrivateId'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/PsUserState'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '405':
          $ref: 'TS29571_CommonData.yaml#/components/responses/405'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

(... text not shown for clarity ...)

    ImsLocationData:
      type: object
      required:
        - scscfName
      properties:
        scscfName:
          type: string

    RequestedNodes:
      type: array
      minItems: 1
      uniqueItems: true
      properties:
        requestedNode:
          $ref: '#/components/schemas/RequestedNode'

    PsLocation:
      type: object
      oneOf:
        - required:
          - sgsnLocationData
        - required:
          - mmeLocationData
        - required:
          - amfLocationData
        - required:
          - twanLocationData
      properties:
        sgsnLocationData:
          $ref: '#/components/schemas/SgsnLocationData'
        mmeLocationData:
          $ref: '#/components/schemas/MmeLocationData'
        amfLocationData:
          $ref: '#/components/schemas/AmfLocationData'
        twanLocationData:
          $ref: '#/components/schemas/TwanLocationData'

(... text not shown for clarity ...)

* * * End of Changes * * * *
