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5.4.3	Unified Access Control – Access Identity 1 – no MPS indication by USIM and SUPI not changed
…
***** first change *****
5.4.3.4.3	Acceptance criteria
For the Table 5.4.3-1
-	After step e) the UE shall make a successful or not successful Registration to the network in accordance with the result indicated in the table.
-	After step g) the UE shall make a successful or not successful MO data call in accordance with the result indicated in the table.
Table 5.4.3-1
	TC Seq#)
	Access Category
	USIM
	SIB1 of Cell A or B
after the 2nd power up of the ME
	REGISTRATION ACCEPT 
(5GS network feature support IE)
on Cell A at 1st power up of the ME
	Result

	
	
	EFUAC_AIC
	EFACC
(Byte 1
b8-b4)
	Cell A or B
	uac-BarringInfo
	PLMN-Identity
(MCC/MNC)
	MPS indicator Bit
	MCS indicator Bit
	Registration successful?
	MO Data call successful?

	1.1
	3
	0x00 00 00 00
	00000
	Cell A
	Not Present
	246 / 081
	1
	0
	Yes
	Yes

	1.2
	3
	0x00 00 00 00
	00000
	Cell A
	UAC_BarringInfo_Common
(3,0x1000000'B)
	246 / 081
	1
	0
	No
	N/A

	1.3
	7
	0x00 00 00 00
	00000
	Cell A
	UAC_BarringInfo_Common
(7,0x0100000'B)
	246 / 081
	1
	0
	Yes
	No

	1.4
	3
	0x00 00 00 00
	00000
	Cell A
	UAC_BarringInfo_Common
(3,0x0100000'B)
	246 / 081
	1
	0
	Yes
	Yes

	1.5
	3
	0x00 00 00 00
	00000
	Cell B
	UAC_BarringInfo_PerPLMN
(3,0x0100000'B)
	246 / 082
	1
	0
	No
	N/A

	1.6
	3
	0x00 00 00 00
	00000
	Cell B
	UAC_BarringInfo_Common
(3,0x0000000'B)
	244 / 081
	1
	0
	No
	[bookmark: _GoBack]NoN/A

	1.7
	7
	0x00 00 00 00
	00000
	Cell B
	UAC_BarringInfo_Common
(7,0x0100000'B)
	244 / 081
	1
	01
	Yes
	N/ANo
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