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* * * First Change * * * *
[bookmark: _Toc25085419][bookmark: _Toc42897412][bookmark: _Toc43398927][bookmark: _Toc51772006][bookmark: _Toc74822477]6.1.3.1	Definition of ATSSS rules
The ATSSS rules are defined in 3GPP TS 23.501 [2] and is set of one or more ATSSS rules, where a rule is composed of:
a)	an ATSSS rule ID identifying the individual ATSSS rule;
b)	an ATSSS rule operation identifying whether the ATSSS rule is added to or deleted from the set of ATSSS rules;
c)	a precedence value of the ATSSS rule identifying the precedence of the ATSSS rule;
d)	a traffic descriptor matching a service data flow (SDF); and
e)	an access selection descriptor including:
1)	a steering functionality:
A)	MPTCP, the UE steers the SDF by using the MPTCP functionality; or
B)	ATSSS-LL functionality, the UE steers the SDF by using the ATSSS-LL functionality;
NOTE 1:	If the included steering functionality is not supported by the UE, the UE ignores this ATSSS rule, and proceeds with the evaluation of the ATSSS rule with the next smallest precedence, if available.
2)	a steering mode:
A)	active-standby, the UE steers the SDF by using the active access if the active access is available. If the active access is not available and the standby access is available, the UE steers the SDF by using the standby access;
B)	smallest delay, the UE steers the SDF by using the access network with the smallest RTT. If there is only one access available, the UE steers the SDF by using the available access. This steering mode is only applicable to non-GBR SDF;
C)	load balancing, the UE steers the SDF across both the 3GPP access and the non-3GPP access with a given precentage if both accesses are available. If there is only one access available, the UE steers the SDF by using the available access. This steering mode is only applicable to non-GBR SDF; or
D)	priority based, the UE steers the SDF over the access with high priority unless the access with high priority is congested or unavailable, when the UE steers the SDF over both the access with high priority and the access with low priority. This steering mode is only applicable to non-GBR SDF; and
3)	optionally, a steering mode additional indicator:
A)	load balancing percentages adjustment operation (LBPAO):
A)-	autonomous load-balance operation indicator (ALB), this indicator operation is only applicable to load balancing steering mode. With this operation, Tthe UE may ignore the information provided in the steering mode information (i.e. percentages of the SDF traffic transmitted over 3GPP access and non-3GPP access), and that the UE may autonomously determine its own percentages for traffic splitting, in a way that maximizes the aggregated bandwidth in the uplink direction. The UPF may apply a similar behaviour in the downlink direction; or
-	UE assistance operation, this operation is only applicable to load balancing steering mode. With this operation, the UE may decide how to distribute the UL traffic of the matching SDF based on the UE's internal state (e.g. when the UE is in the special internal state such as lower battery level) and inform the UPF how it decided to distribute the UL traffic of the matching SDF by performing UE assistance data provisioning procedure as specified in clause 5.4.8.
NOTE 2:	The UE is expected to determine its own percentages for traffic splitting by performing measurements across both the 3GPP access and the non-3GPP access.

* * * Next Change * * * *
[bookmark: _Toc25085420][bookmark: _Toc42897413][bookmark: _Toc43398928][bookmark: _Toc51772007][bookmark: _Toc74822478]6.1.3.2	Encoding of ATSSS rules
The ATSSS rules are encoded as shown in figure 6.1.3.2-1, figure 6.1.3.2-2 and figure 6.1.3.2-3 and table 6.1.3.2-1.
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Figure 6.1.3.2-1: ATSSS parameter contents including one or more ATSSS rules
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Figure 6.1.3.2-2: ATSSS rule
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Figure 6.1.3.2-3: Access selection descriptor
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Figure 6.1.3.2-4: Steering mode additional indicator
Table 6.1.3.2-1: ATSSS parameter contents including an ATSSS rule
	ATSSS rule ID (octet 6)

	The ATSSS rule ID specifies the identity of the individual ATSSS rule on which the ATSSS rule operation in octet 7 is applied.

	

	ATSSS rule operation (octet 7)

	The ATSSS rule operation is encoded as follows:

	Bits

	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Add or replace ATSSS rule

	0
	0
	0
	0
	0
	0
	1
	0
	
	Delete ATSSS rule

	All other values are spare.

	

	If "Add or replace ATSSS rule" is indicated, the ATSSS rule with identity as indicated in ATSSS rule ID and contents as indicated in the following octets of the ATSSS rule parameter is added to the set of ATSSS rules. If an ATSSS rule with the same ATSSS rule ID does not exist in the set of ATSSS rules, a new rule is created and added. If an ATSSS rule with the same ATSSS rule ID exists in the set of ATSSS rules, the old rule is replaced with the new ATSSS rule. If "Delete ATSSS rule" is indicated, the ATSSS rule with identity as indicated in the ATSSS rule ID parameter is deleted from the set of ATSSS set of rules and octets a+5 and onwards of the ATSSS rule parameter are ignored. If no ATSSS rule with identity as indicated in the ATSSS rule ID parameter exists in the set of ATSSS rules, the Delete ATSSS rule operation is successful without changes to the set of ATSSS rules.

	

	Precedence value of an ATSSS rule (octet 8)

	The precedence value of an ATSSS rule field shall be used to specify the precedence of the ATSSS rule among all ATSSS rules. This field shall include the binary encoded value of the precedence value in the range from 0 to 255 (decimal). The higher the value of the precedence value field, the lower the precedence of the ATSSS rule is.


	The traffic descriptor length field (octets 9 to 10) indicates length of the traffic descriptor field.

	

	Traffic descriptor (octets 11 to f)

	The traffic descriptor field is, as defined in table 5.2.1 in 3GPP TS 24.526 [5], of variable size and contains a variable number (at least one) of traffic descriptor components (NOTE 3). Each traffic descriptor component shall be encoded as a sequence of one octet traffic descriptor component type identifier and a traffic descriptor component value field. The traffic descriptor component type identifier shall be transmitted first.

	

	Traffic descriptor component type identifier
Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Match-all type

	0
	0
	0
	0
	1
	0
	0
	0
	
	OS Id + OS App Id type (NOTE 1)

	0
	0
	0
	1
	0
	0
	0
	0
	
	IPv4 remote address type

	0
	0
	1
	0
	0
	0
	0
	1
	
	IPv6 remote address/prefix length type

	0
	0
	1
	1
	0
	0
	0
	0
	
	Protocol identifier/next header type

	0
	1
	0
	1
	0
	0
	0
	0
	
	Single remote port type

	0
	1
	0
	1
	0
	0
	0
	1
	
	Remote port range type

	0
	1
	0
	1
	0
	0
	1
	0
	
	IP 3 tuple type

	0
	1
	1
	0
	0
	0
	0
	0
	
	Security parameter index type

	0
	1
	1
	1
	0
	0
	0
	0
	
	Type of service/traffic class type

	1
	0
	0
	0
	0
	0
	0
	0
	
	Flow label type

	1
	0
	0
	0
	0
	0
	0
	1
	
	Destination MAC address type

	1
	0
	0
	0
	0
	0
	1
	1
	
	802.1Q C-TAG VID type

	1
	0
	0
	0
	0
	1
	0
	0
	
	802.1Q S-TAG VID type

	1
	0
	0
	0
	0
	1
	0
	1
	
	802.1Q C-TAG PCP/DEI type

	1
	0
	0
	0
	0
	1
	1
	0
	
	802.1Q S-TAG PCP/DEI type

	1
	0
	0
	0
	0
	1
	1
	1
	
	Ethertype type

	1
	0
	0
	0
	1
	0
	0
	0
	
	DNN type

	1
	0
	0
	1
	0
	0
	0
	1
	
	Destination FQDN

	1
	0
	0
	1
	0
	0
	1
	0
	
	Regular expression

	1
	0
	1
	0
	0
	0
	0
	0
	
	OS App Id type

	All other values are spare. If received they shall be interpreted as unknown.

	

	Length of access selection descriptor (octet f+1)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	1
	1
	
	If the steering mode is smallest delay

	0
	0
	0
	0
	0
	1
	0
	0
	
	If the steering mode is not smallest delay and steering mode indicator is not included

	0
	0
	0
	0
	0
	1
	0
	1
	
	If the steering mode is not smallest delay and steering mode indicator is included

	All other values are spare.

	

	Steering functionality (octet f+2)

	The steering functionality field shall be encoded by one octet (octet f+2) as follows

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	UE's supported steering functionality (NOTE 2)

	0
	0
	0
	0
	0
	0
	1
	0
	
	MPTCP functionality

	0
	0
	0
	0
	0
	0
	1
	1
	
	ATSSS-LL functionality

	All other values are spare.
If the UE does not support the received encoded steering functionality in the ATSSS rule, the UE shall ignore the ATSSS rule.

	

	Steering mode (octet f+3)

	The steering mode descriptor field shall be encoded by one octet (octet f+3) as follows:

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Active-standby

	0
	0
	0
	0
	0
	0
	1
	0
	
	Smallest delay

	0
	0
	0
	0
	0
	0
	1
	1
	
	Load balancing

	0
	0
	0
	0
	0
	1
	0
	0
	
	Priority based

	All other values are spare.

	

	Steering mode information (octet f+4)

	If the steering mode is defined as active-standby, octet f+4 shall be defined as follows:

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Active 3GPP and no standby

	0
	0
	0
	0
	0
	0
	1
	0
	
	Active 3GPP and non-3GPP standby

	0
	0
	0
	0
	0
	0
	1
	1
	
	Active non-3GPP and no standby

	0
	0
	0
	0
	0
	1
	0
	0
	
	Active non-3GPP and 3GPP standby

	All other values are spare.

	

	If the steering mode is defined as smallest delay, octet f+4 shall not be encoded.

	

	If the steering mode is defined as load balancing, octet f+4 shall be encoded to show the percentage of the SDF traffic transmitted over 3GPP access and non-3GPP access as follows:

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	100% over 3GPP and 0% over non-3GPP

	0
	0
	0
	0
	0
	0
	1
	0
	
	90% over 3GPP and 10% over non-3GPP

	0
	0
	0
	0
	0
	0
	1
	1
	
	80% over 3GPP and 20% over non-3GPP

	0
	0
	0
	0
	0
	1
	0
	0
	
	70% over 3GPP and 30% over non-3GPP

	0
	0
	0
	0
	0
	1
	0
	1
	
	60% over 3GPP and 40% over non-3GPP

	0
	0
	0
	0
	0
	1
	1
	0
	
	50% over 3GPP and 50% over non-3GPP

	0
	0
	0
	0
	0
	1
	1
	1
	
	40% over 3GPP and 60% over non-3GPP

	0
	0
	0
	0
	1
	0
	0
	0
	
	30% over 3GPP and 70% over non-3GPP

	0
	0
	0
	0
	1
	0
	0
	1
	
	20% over 3GPP and 80% over non-3GPP

	0
	0
	0
	0
	1
	0
	1
	0
	
	10% over 3GPP and 90% over non-3GPP

	0
	0
	0
	0
	1
	0
	1
	1
	
	0% over 3GPP and 100% over non-3GPP

	All other values are spare.

	

	If the steering mode is defined as priority-based, octet f+4 shall be encoded as:

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	3GPP is high priority access

	0
	0
	0
	0
	0
	0
	1
	0
	
	non-3GPP is high priority access

	All other values are spare.

	

	Steering mode additional indicator (octet s)

	The steering mode indicator provides information to adjust the traffic steering. The following indicators operations exist (NOTE 4).

	

	LBPAOALB (load balancing percentages adjustment operationautonomous load balance indicator) (octet s, bits 2 to 1) is set as follows:

	Bit

	12
	1

	0
	0
	No additional operation

	0
	1
	Autonomous load-balance operation is allowed

	1
	0
	UE assistance operation is allowed

	1
	1
	spare

	0
	Autonomous load-balance indicator is off

	1
	Autonomous load-balance indicator is on

	

	NOTE 1:	For "OS Id + OS App Id type", the traffic descriptor component value field does not specify the OS version number or the version number of the application.

	NOTE 2:	This value shall be set by the SMF if the UE supports only one steering functionality. The SMF knows the UE's supported steering functionality during the MA PDU session establishment.

	NOTE 3:	Traffic descriptor components of an ATSSS rule are not required to be the same as the traffic descriptor components, defined in table 5.2.1 in 3GPP TS 24.526 [5].

	NOTE 4:	If the value is received for a steering mode other than load balancing, it shall be ignored.




* * * Next Change * * * *

