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***** First change *****
[bookmark: _Toc25305680][bookmark: _Toc26190256][bookmark: _Toc26190849][bookmark: _Toc34062153][bookmark: _Toc34394594][bookmark: _Toc45274398][bookmark: _Toc51932937][bookmark: _Toc58513665][bookmark: _Toc59205317]6.2.4.1	Client procedure
Upon receiving a request from the VAL user to update group membership element of a group document, a SGM-C shall send an HTTP PUT request to the SGM-S according to procedures specified in IETF RFC 4825 [3] "Create or Replace an Element". In HTTP PUT request, the SGM-C:
a)	shall set the Request-URI to a XCAP URI identifying an element within an XML document to be updated. In the Request-URI:
1)	the "XCAP Root" is set to the URI of the SGM-S;
2)	the "auid" is set to specific VAL service identity;
3)	the document selector is set to a document URI pointing to a group document addressed by a group ID which contains the element to be updated; and
4)	the node selector is set to a node URI identifying the element to be updated; and
b)	shall include an Authorization header field with the "Bearer" authentication scheme set to an access token of the "bearer" token type as specified in IETF RFC 6750 [6].
NOTE 1:	The VAL client can use the procedure specified in this clause to update all possible elements which can be updated.
NOTE 2:	If the VAL client is adding new member to the group, it may include VAL service specific information as an attribute of the new element or as an child element of the new element.
***** Next change *****
B.2	Group announcement notification
The SGM-S shall convey the following parameters while sending group announcement notification to SGM-C.
Table B.2-1: Parameters for group announcement notification
	Parameter
	Description

	Identity
	REQUIRED. A unique string representing notification channel identity. 

	Event
	REQUIRED. Shall be set to SUBSCRIBE_GROUP_ANNOUNCEMENT (0x01) as specified in table A.1.2-2.

	GroupID
	REQUIRED. An URI that represent a VAL group identity

	Subject
	REQUIRED. A string representing the title or description for the group.

	IsJoinReq
	OPTIONAL. A Boolean indicating whether user needs to perform registration to join the group or not. This Boolean will be set to “true” for each user in <explicit-member-list> element if present in the document.

	Val-services
	OPTIONAL. Represents list of services supported by the group.

	Members-list
	OPTIONAL. Represents list of VAL users who are member of the group.

	VAL service specific information
	OPTIONAL. Provides placeholder for VAL service specific information.



NOTE: The Group announcement notification is considered as Group creation notification when “IsJoinReq” parameter is not present or set to "false".
***** Next change *****
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The SGM-S shall convey the following parameters while sending identify list notification to SGM-C.
Table B.3-1: Parameters for group announcement notification
	Parameter
	Description

	Identity
	REQUIRED. A unique string representing notification channel identity. 

	Event
	REQUIRED. Shall be set to SUBSCRIBE_GROUP_MODIFICATION (0x02) as specified in table A.1.2-2.

	groupID
	REQUIRED. An URI that represent a VAL group identity

	VAL service specific information
	OPTIONAL. Provides placeholder for VAL service specific information.



***** End of change *****

