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	Reason for change:
	In 9.2.2.3.5, on receiving the 200 OK response for REFER request to establish a call using pre-estblished session, the originating MCPTT client is suppose to create an instance of the 'Floor participant state transition diagram for basic operation' to keep it ready to receive the floor control messages. However the instance of the statemachine was not created and floor messages may not be handled due to non-existance of state machine instance. Similarly, in 9.2.2.3.6, on sending 200Ok for incoming call, the terminating MCPTT client suppose to create an instance of the 'Floor participant state transition diagram for basic operation' to keep it ready to receive the floor control messages.
In 9.3.2.3.5, while sending connect messages server is not adding the caller information and if the privacy is required then the identity should be provided in anonymous form. The calling user information is mandatory parameter and which is defined as non-mandatory and the value is wrongly populated as group identity.

	
	

	Summary of change:
	In 9.2.2.3.5 and In 9.2.2.3.6, added steps to create an instance of the 'Floor participant state transition diagram for basic operation' to keep it ready to receive the floor control messages.
In 9.3.2.3.5, included the required parameters in the connect message and appropriate values populated for the same.
Renamed ‘SIP INVITE’ occurances with ‘SIP re-INVITE’.

	
	

	Consequences if not approved:
	The decision to create an instance of the 'Floor participant state transition diagram for basic operation' will be missing and may lead to non handling of the floor control messages. This shortcoming can also lead to have it as implementation specific. 
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9.2.2.3.5	Receive SIP 2xx response (R:2xx response)
Upon reception of a SIP 2xx response for the SIP REFER request sent to initiate an MCPTT call session over a pre-established session as specified in 3GPP TS 24.379 [2], (to initiates a pre-arranged group call or private call or to join a chat group call) the MCPTT client: 
1.	shall create an instance of the 'Floor participant state transition diagram for basic operation' as specified in subclause 6.2.4; and 
2.	shall enter the 'U: Pre-established session in use' state. 
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9.2.2.3.6	Receive SIP re-INVITE request (R: re-INVITE)
Upon sending the SIP 200 (OK) response to the SIP re-INVITE request for the use of the Pre-established session initiating an MCPTT call session as specified in 3GPP TS 24.379 [2] the MCPTT client: 
1.	shall create an instance of the 'Floor participant state transition diagram for basic operation' as specified in subclause 6.2.4; and 
2.	shall enter the 'U: Pre-established session in use' state. 
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9.3.2.3.5	Receive SIP 200 (OK) response to the SIP re-INVITE request (R: 200 OK)
Upon receiving the SIP 200 (OK) response to the SIP re-INVITE request of the pre-established session a call as specified in 3GPP TS 24.379 [2] (call setup with manual answer with pre-established session) the participating MCPTT function:
1.	shall send the Connect message to the invited MCPTT client(s) using the media plane control transport channel defined for this call. The Connect message:
a.	shall include the SIP URI received in the Contact header field of the SIP re-INVITE request in the <MCPTT Session Identity> value in the MCPTT Session Identity field;
b.	if the SIP re-INVITE request included an "application/vnd.3gpp.mcptt-info+xml" MIME body with the <session-type> element set to a value of "prearranged" or "chat":
i.	shall include the content of the <mcptt-calling-group-id> element in the MCPTT Group Identity field; and
ii.	shall include the value 'prearranged' or 'chat' in the <Session Type> value in the MCPTT Session Identity field;
iii.	shall include the content of the <mcptt-calling-user-id> element in the Inviting MCPTT User Identity field if available from the SIP re-INVITE message and privacy of the inviting MCPTT ID is not required; and
iv.	shall include 'anonymous@anonymous.invalid' in the Inviting MCPTT User Identity field if the MCPTT ID of the inviting MCPTT user is not available from the SIP re-INVITE message or privacy of the inviting MCPTT ID is required;
c.	if the SIP re-INVITE request included an "application/vnd.3gpp.mcptt-info+xml" MIME body with the <session-type> element set to a value of "private":
i.	may shall include the content of the <mcptt-calling-groupuser-id> element in the Inviting MCPTT User Identity field, if available from the SIP re-INVITE message and privacy of the inviting MCPTT ID is not required;
ii.	may shall include 'anonymous@anonymous.invalid' in the Inviting MCPTT User Identity field if the MCPTT ID of the inviting MCPTT user is not available from the SIP re-INVITE message or privacy of the inviting MCPTT ID is required; and
iii.	shall include the value 'private' in the <Session Type> value in the MCPTT Session Identity field;
d.	shall include a Media Streams field, if the negotiated SDP in the pre-arranged session contains more media streams than required by the SDP in the SIP re-INVITE request; and
NOTE:	For example if the call is a private call without floor control the Media Streams field needs to be included with the <Control Channel> value set to '0'.
e.	may set the first bit in the subtype of the Connect message to '1' (Acknowledgment is required) as described in subclause 8.3.2;
2.	shall start timer T55 (Connect);
3.	shall initialise counter C55 (Connect) to 1;
4.	shall reserve the media channel resources if not yet reserved; and
5.	shall enter the 'G: Pre-established session in use' state.
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