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	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	0735
	-
	Rel-17
	Resolution of an EN about a range of CAG IDs
	F
	17.3.0
	CT1#131-e
	C1-214278
	China Mobile, Nokia, Nokia Shanghai Bell
	5GProtoc17
	
	

	24.008
	3278
	-
	Rel-17
	Clarification of destination and source MAC addresses
	F
	17.3.0
	CT1#131-e
	C1-214447
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.008
	3279
	-
	Rel-17
	Handling of multiple S-TAGs in the Ethernet header
	F
	17.3.0
	CT1#131-e
	C1-214449
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.301
	3551
	-
	Rel-17
	Handling of 5GMM parameters when EPS authentication is not accepted by the network.
	F
	17.3.0
	CT1#131-e
	C1-214147
	Apple
	5GProtoc17
	
	

	24.301
	3572
	-
	Rel-17
	Unstructured link MTU request in the default EPS bearer context activation procedure
	F
	17.3.0
	CT1#131-e
	C1-214459
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.501
	3409
	-
	Rel-17
	The incorrectly placed NOTE in QoS rule
	F
	17.3.1
	CT1#131-e
	C1-214262
	ZTE / Joy
	5GProtoc17
	
	

	24.501
	3411
	-
	Rel-17
	AMF provides the CAG information list
	F
	17.3.1
	CT1#131-e
	C1-214281
	China Mobile
	5GProtoc17
	
	

	24.501
	3422
	-
	Rel-17
	Fix inconsistent QoS handling for network-requested PDU session modification procedure
	F
	17.3.1
	CT1#131-e
	C1-214306
	Qualcomm Incorporated
	5GProtoc17
	
	

	24.501
	3432
	-
	Rel-17
	Editorial corrections
	D
	17.3.1
	CT1#131-e
	C1-214340
	Ericsson / Mikael
	5GProtoc17
	
	

	24.501
	3454
	-
	Rel-17
	Clarification to collision of PDU sessions release procedures
	F
	17.3.1
	CT1#131-e
	C1-214395
	Huawei, HiSilicon / Vishnu
	ATSSS, 5GProtoc17
	
	

	24.501
	3455
	-
	Rel-17
	Correction to #62 handling
	F
	17.3.1
	CT1#131-e
	C1-214398
	Huawei, HiSilicon / Vishnu
	5GProtoc17
	
	

	24.501
	3458
	-
	Rel-17
	Correction to CPSR handling in AMF
	F
	17.3.1
	CT1#131-e
	C1-214405
	Huawei, HiSilicon / Vishnu
	5G_CIoT, 5GProtoc17
	
	

	24.501
	3460
	-
	Rel-17
	Clarification of NSAAA abnormal failure handling
	F
	17.3.1
	CT1#131-e
	C1-214409
	Huawei, HiSilicon / Vishnu
	5GProtoc17
	
	

	24.501
	3470
	-
	Rel-17
	Editorial corrections
	D
	17.3.1
	CT1#131-e
	C1-214430
	ZTE / Hannah
	5GProtoc17
	
	

	24.501
	3475
	-
	Rel-17
	Add a missing message to relax SM congestion control
	F
	17.3.1
	CT1#131-e
	C1-214438
	OPPO / Rae
	5GProtoc17
	
	

	24.501
	3477
	-
	Rel-17
	Clarification of destination and source MAC addresses
	F
	17.3.1
	CT1#131-e
	C1-214446
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.501
	3478
	-
	Rel-17
	Handling of multiple S-TAGs in the Ethernet header
	F
	17.3.1
	CT1#131-e
	C1-214448
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.501
	3482
	-
	Rel-17
	Non-IP MTU request in the PDU session establishment procedure
	F
	17.3.1
	CT1#131-e
	C1-214458
	MediaTek Inc.  / JJ
	5GProtoc17
	
	

	24.501
	3483
	-
	Rel-17
	Superfluous description
	D
	17.3.1
	CT1#131-e
	C1-214473
	CATT
	5GProtoc17
	
	

	27.007
	0742
	-
	Rel-17
	Editorial corrections of +C5GNSSAIRDP
	F
	17.2.0
	CT1#131-e
	C1-214368
	Apple France
	5GProtoc17
	
	

	27.007
	0746
	-
	Rel-17
	+CGTFT and +CGTFTRDP  amendments to support Ethernet PDU session
	F
	17.2.0
	CT1#131-e
	C1-214454
	MediaTek Inc.  / JJ
	5GProtoc17
	
	


