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	Reason for change:
	In the UE parameters update transparent container IE definition, actually the "UE parameters update data set type" field only has four bits, not eight bits:

"UE parameters update data set type
Bits
4 3 2 1
0 0 0 1 Routing indicator update data
0 0 1 0 Default configured NSSAI update data"

But in the title of Figure 9.11.3.53A.3 and Figure 9.11.3.53A.4, it indicates "for UE parameters update data set type with value "00000001"" and "for UE parameters update data set type with value "00000010""

	
	

	Summary of change:
	It proposes to correct the value of the "UE parameters update data set type" field in the UE parameters update transparent container IE definition.

	
	

	Consequences if not approved:
	The value of the "UE parameters update data set type" field in the UE parameters update transparent container IE definition is not correct.
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* * * First Change * * * *
[bookmark: _Toc20233270][bookmark: _Toc27747407][bookmark: _Toc36213598][bookmark: _Toc36657775][bookmark: _Toc45287450][bookmark: _Toc51948725][bookmark: _Toc51949817][bookmark: _Toc76119643]9.11.3.53A	UE parameters update transparent container
The purpose of the UE parameters update transparent container when sent from the network to the UE is to provide UE parameters update data, optional acknowledgement request and optional re-registration request. The purpose of the UE parameters update transparent container when sent from the UE to the network is to indicate the UE acknowledgement of successful reception of the UE parameters update transparent container.
The UE parameters update transparent container information element is coded as shown in figure 9.11.3.53A.1, figure 9.11.3.53A.2, figure 9.11.3.53A.3, figure 9.11.3.53A.4, figure 9.11.3.53A.5, figure 9.11.3.53A.6, figure 9.11.3.53A.7 and table 9.11.3.53A.1.
The UE parameters update transparent container is a type 6 information element with a minimum length of 20 octets.
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	UE parameters update transparent container IEI
	octet 1

	Length of UE parameters update transparent container contents
	octet 2
octet 3

	UE parameters update header
	octet 4

	UPU-MAC-IAUSF
	octet 5-20 

	CounterUPU
	octet 21-22

	UE parameters update list
	octet 23* - n*


Figure 9.11.3.53A.1: UE parameters update transparent container information element for UE parameters update data type with value "0"
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	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set 1 type
	octet 23*

	Length of UE parameters update data set 1
	octet 24*-
25*

	UE parameters update data set 1
	octet 26*-
x*

	…
	

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set n type
	octet y*

	Length of UE parameters update data set n
	octet y+1*-
y+2*

	UE parameters update data set n
	octet y+3*-
n*


Figure 9.11.3.53A.2: UE parameters update list
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	Secured packet
	octet a* - a+z*


[bookmark: OLE_LINK57]Figure 9.11.3.53A.3: UE parameters update data set for UE parameters update data set type with value "00000001"
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	Default configured NSSAI
	octet b* -
c*


Figure 9.11.3.53A.4: UE parameters update data set for UE parameters update data set type with value "00000010"
	UE parameters update transparent container IEI
	octet 1

	Length of UE parameters update transparent container contents
	octet 2
octet 3

	UE parameters update header
	octet 4

	UPU-MAC-IUE
	octet 5 - 20


Figure 9.11.3.53A.5: UE parameters update transparent container information element for UE parameters update data type with value "1"
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Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	REG
	ACK
	UPU data type
	octet 4


Figure 9.11.3.53A.6: UE parameters update header for UE parameters update data type with value "0"
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	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UPU data type
	octet 4


Figure 9.11.3.53A.7: UE parameters update header for UE parameters update data type with value "1"
Table 9.11.3.53A.1: UE parameters update transparent container information element
	UPU-MAC-IAUSF, UPU-MAC-IUE and CounterUPU are coded as specified in 3GPP TS 33.501 [24]

	

	UPU data type (octet 4, bit 1)

	0
	The UE parameters update transparent container carries a UE parameters update list

	1
	The UE parameters update transparent container carries an acknowledgement of successful reception of a UE parameters update list

	

	Acknowledgement (ACK) value (octet 4, bit 2)

	0
	acknowledgement not requested

	1
	acknowledgement requested

	

	Re-registration (REG) value (octet 4, bit 3)

	0
	re-registration not requested

	1
	re-registration requested

	

	UE parameters update data set type

	Bits
4 3 2 1

	0 0 0 1 Routing indicator update data

	0 0 1 0 Default configured NSSAI update data

	

	All other values are reserved

	

	The secured packet is coded as specified in 3GPP TS 31.115 [22B].

	

	The default configured NSSAI is encoded as the value part of the NSSAI IE (see subclause 9.11.3.37).



* * * End of Change * * * *

