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	Reason for change:
	For MMTEL voice call in non-3GPP access, usage of mo-VoiceCall establishment cause for non-3GPP access was specified in CT1#130 meeting.
For MMTEL video call in non-3GPP access, usage of mo-VideoCall establishment cause for non-3GPP access was specified in CT1#130 meeting.
However, for SMS over IP in non-3GPP access, mo-Data establishment cause for non-3GPP access is specified. Thus it is not possible to prioritize establishment of NWu connection triggered by SMS over IP above establishment of NWu connection triggered by other causes.
To enable usage of mo-SMS establishment cause for non-3GPP access, SMSoIP layer needs to provide the NAS layer with indications of start and stop of an MO SMS not only for Unified access control (which is applicable only in 3GPP access) but also when the SMS is sent via non-3GPP access.

	
	

	Summary of change:
	Title of subclauses G.2.1.1 is updated to enable SMSoIP layer to provide NAS layer with information about start and stop of SMS over IP in non-3GPP access (and not just for unified access control which is applicable in 3GPP access only).
NOTE: Title of subclauses G.2.1.1 (for SMSoIP) is aligned with the similar title 24.173 subclause M.2.1.1 (for MMTEL audio/video)

	
	

	Consequences if not approved:
	Not possible to prioritize establishment of NWu connection triggered by SMS over IP in non-3GPP access (above establishment of NWu connection triggered by other causes).
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[bookmark: _Toc533146306][bookmark: _Toc27496693]G.2.1.1	Indications to lower layers about start and stop of SMSoIPUnified Access Control
The following information is provided to the non-access stratum:
-	MO-SMSoIP-attempt-started;
-	MO-SMSoIP-attempt-ended; and
-	for 3GPP access only, handover of ongoing SMSoIP from non-3GPP access.
Upon request from the user to submit an originating SM over IP as described in subclause 5.3.1 and no other originating SM over IP as described in subclause 5.3.1 exists, the UE sends the MO-SMSoIP-attempt-started indication to the non-access stratum. The UE shall:
a)	if the barring result is "not-barred", continue with SM over IP submission as described in subclause 5.3.1; and
b)	if the barring result is "barred", reject the SM over IP submission.
When an originating SM over IP submission is completed and no other originating SM over IP submission as described in subclause 5.3.1 exists, the UE sends the MO-SMSoIP-attempt-ended indication to the non-access stratum.
When an ongoing SMS service over IP network is handed over from non-3GPP access to 3GPP access, the UE sends the MO-SMSoIP-attempt-started indication and the handover of ongoing SMSoIP from non-3GPP access indication to the non-access stratum.

