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	Reason for change:
	1. PfdContent data type containing pfdId is included in PfdDataForApp and PfdChangeNotification data structures. In the definition of PfdContent data type in 5.6.2.5, the description of pfdId attribute states that this attribute shall be provided by the PFDF if PartialUpdate feature is supported during PFD change event subscription (provided within PfdChangeNotification) , which implies that it is possible the PFD identifier is not provided by the PFDF during the initial pull procedure (provided within PfdDataForApp) , and in that case, if the SMF receives a patial update with pfdId, the SMF will not be able to update the existing PFDs according to the PFD identifier included in the partial update request.

It’s proposed to remove “during PFD change event subscription” so that the PFD identifier(s) shall be provided whether in pull or push procedure as long as PartialUpdate feature is supported. 

2. In PfdChangeNotification data type definition in Table 5.6.2.4-1, the removalFlag, partialFlag and pfds attributes are defined as conditional, but the corresponding presentation conditions are missing. Furthermore, as per text below from clause 6.3.3.5 of TS 29.251, these attributes should be optional. 
-	for the PFDs creation or full update, its full list of PFDs to be created or update the previous PFDs for the same application identifier;
-	for the PFDs creation or partial update, partial PFDs to be created or update the previous PFDs for the same application identifier together with the partial indication;
-	for the PFDs removal, partial indication together with a set of the PFD identifiers to be removed, or the removal indication;
It’s proposed to change to O.

	
	

	Summary of change:
	5.6.2.4 updated to change the P column of removalFlag, partialFlag and pfds attributes to O.
5.6.2.5 updated to remove “during PFD change event subscription” from the description of pfdId attribute.


	
	

	Consequences if not approved:
	PartialUpdate functionality may not work.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc20395966][bookmark: _Toc51763849][bookmark: _Toc59019466][bookmark: _Toc68170278][bookmark: _Toc20395967][bookmark: _Toc51763850][bookmark: _Toc59019467][bookmark: _Toc68170279]5.6.2.4	Type: PfdChangeNotification
Table 5.6.2.4-1: Definition of type PfdChangeNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	applicationId
	ApplicationId
	M
	1
	Identifier of an application.
	

	removalFlag
	boolean
	CO
	0..1
	Indication of removal of PFDs for an existing application identifier.
	

	partialFlag
	boolean
	CO
	0..1
	Indication of partial update of PFDs for an existing application identifier if this operation is supported according to feature negotiation.
	PartialUpdate

	pfds
	array(PfdContent)
	CO
	1..N
	PFD creation/update for the application identifier as specified in subclause 6.3.3.5 of 3GPP TS 29.251 [12].
	



*** 2nd Change ***
5.6.2.5	Type: PfdContent
Table 5.6.2.5-1: Definition of type PfdContent
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pfdId
	string
	C
	0..1
	Identifies a PDF of an application identifier. If PartialUpdate feature is supported during PFD change event subscription, this attribute shall be provided by the PFDF.
	

	flowDescriptions
	array(string)
	O
	1..N
	Represents a 3-tuple with protocol, server ip and server port for UL/DL application traffic. (NOTE)
	

	urls
	array(string)
	O
	1..N
	Indicates a URL or a regular expression which is used to match the significant parts of the URL. (NOTE)
	

	domainNames
	array(string)
	O
	1..N
	Indicates an FQDN or a regular expression as a domain name matching criteria. (NOTE)
	

	NOTE:	If a PFD contains multiple filter types, the PFD is only matched when every filter type contained in the PFD has a matching value.



*** End of Changes ***

