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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc58836624][bookmark: _Toc68105027][bookmark: _Toc74755211][bookmark: _Toc75349118]5.13.3a.2.3.1	Notification via POST
The HTTP POST method reports the grouping configuration results for a NP configuration subscription. The SCEF shall initiate the HTTP POST request message and the SCS/AS shall respond to the message.
This method shall support the request data structures specified in table 5.13.3a.2.3.1-1 and the response data structures and response codes specified in table 5.13.3a.2.3.1-2.
Table 5.13.3a.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	Cardinality
	Description

	ConfigurationNotification
	1
	The grouping configuration result notification provided by the SCEF.



Table 5.13.3a.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	Cardinality
	Response codes
	Description

	none
	
	204 No Content
	The notification is received successfully.

	none
	
	307 Temporary Redirect
	Temporary redirection, during notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative SCS/AS where the notification should be sent.
Redirection handling is described in subclause 5.2.10.

	none
	
	308 Permanent Redirect
	Permanent redirection, during notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative SCS/AS where the notification should be sent.
Redirection handling is described in subclause 5.2.10.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 also apply.



Table 5.13.3a.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative SCS/AS towards which the notification should be redirected.



Table 5.13.3a.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative SCS/AS towards which the notification should be redirected.




*** End of Changes ***
