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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34228197][bookmark: _Toc36041600][bookmark: _Toc36041756][bookmark: _Toc44680193][bookmark: _Toc45134790][bookmark: _Toc49583675][bookmark: _Toc51764112][bookmark: _Toc58838787][bookmark: _Toc59020102][bookmark: _Toc59020189][bookmark: _Toc68170853][bookmark: _Toc74815444]5.1.1	Introduction
The Nnef_EventExposure service shall use the Nnef_EventExposure API.
The API URI of the Nnef_EventExposure API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nnef-eventexposure".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 5.1.3.


*** End of Changes ***
