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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012051][bookmark: _Toc34122901][bookmark: _Toc36037851][bookmark: _Toc38875232][bookmark: _Toc43191711][bookmark: _Toc45133105][bookmark: _Toc51316609][bookmark: _Toc51761789][bookmark: _Toc56674766][bookmark: _Toc56675157][bookmark: _Toc59016143][bookmark: _Toc63167741][bookmark: _Toc66262249][bookmark: _Toc68166755][bookmark: _Toc73537872][bookmark: _Toc75351748][bookmark: _Toc28012283][bookmark: _Toc34123142][bookmark: _Toc36038092][bookmark: _Toc38875475][bookmark: _Toc43191958][bookmark: _Toc45133353][bookmark: _Toc51316857][bookmark: _Toc51762037][bookmark: _Toc56675024][bookmark: _Toc56675415][bookmark: _Toc59016401][bookmark: _Toc63168001][bookmark: _Toc66262511][bookmark: _Toc68167017][bookmark: _Toc73538140][bookmark: _Toc75352016]4.2.2.11	Access Network Charging Identifier report
During the PDU session establishment procedure, the SMF may provide the access network charging identifier information within the "accNetChId" attribute of the SmPolicyContextData data structure if this Access Network Charging Identifier applies to the whole PDU session. In this case, Wwithin the associated AccNetChId data structure, the SMF shall include the "accNetChaIdValue" attribute containing the Access Network Charging Identifier for the default QoS flow and the "sessionChScope" attribute set to true, if this Access Network Charging Identifier applies to the whole PDU session. The SMF may provide the address of the network entity performing the charging functionality within the "chargEntityAddr" attribute.
NOTE:	During the PDU Session Establishment procedure, the "refPccRuleIds" attribute is not provided within the AccNetChId data structure, regardless of whether the charging identifier applies to the entire PDU session or to the default QoS flow, since the PCC Rules are not yet authorized at this stage.
*** Next Change ***
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If the "PolicyCtrlReqTriggers" attribute with the value "AN_CH_COR"  has been provided to the SMF, the SMF shall notify of the PCF the Access Network Charging Identifier(s) that the SMF has assigned for the dynamic PCC Rules which referred from the RequestedRuleData data structure containing the CH_ID within the "reqData" attribute by including an "accNetChIds" attribute within the SmPolicyUpdateContextData data structure in the HTTP POST message. If the SMF assigns a Access Network Charging Identifier to the whole PDU session, the SMF shall include one AccNetChId instance within the "accNetChIds" attribute and include the Access Network Charging Identifier within the "accNetChaIdValue" attribute and the "sessionChScope" attribute set to true; otherwise, within each AccNetChId instance, the PCF shall include Access Network Charging Identifier within the "accNetChaIdValue" attribute and all the PCC rule identifier(s) associated to the provided Access Network Charging Identifier within the "refPccRuleIds" attribute.
The PCF may request the SMF to provide the Access Network Charging Identifier associated to the new dynamic PCC rules as defined in subclause 4.2.6.5.1 in the response message.
*** Next Change ***
[bookmark: _Toc28012156][bookmark: _Toc34123009][bookmark: _Toc36037959][bookmark: _Toc38875341][bookmark: _Toc43191822][bookmark: _Toc45133217][bookmark: _Toc51316721][bookmark: _Toc51761901][bookmark: _Toc56674885][bookmark: _Toc56675276][bookmark: _Toc59016262][bookmark: _Toc63167860][bookmark: _Toc66262370][bookmark: _Toc68166876][bookmark: _Toc73537994][bookmark: _Toc75351870]4.2.6.5.1	Request of Access Network Charging Identifier
When the Access Network Charging Identifier is unknown for an AF session to the PCF, the PCF may request the SMF to provide the Access Network Charging Identifier associated to the dynamic PCC rules. To do so, the PCF shall within SmPolicyDecision data structure provide the "policyCtrlReqTriggers" attribute with the value "AN_CH_COR"  if the policy control request trigger is not previously set and the "lastReqRuleData" attribute. For the RequestedRuleData instance, the PCF shall include the CH_ID within the "reqData" attribute and reference of the PCC rule within the "refPccRuleIds" attribute.
The PCF shall interpret that the Access Network Charging Identifier is known when the PCF receives an "accNetChId" attribute with the "sessionChScope" attribute included and set to true as defined in subclause 4.2.2.11 and 4.2.4.13.
*** Next Change ***
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Table 5.6.2.23-1: Definition of type AccNetChId
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accNetChaIdValue
	ChargingId
	M
	1
	Contains a charging identifier.
	

	refPccRuleIds
	array(string)
	O
	1..N
	Contains the identifier of the PCC rule(s) that are associated to the provided Access Network Charging Identifier.
	

	sessionChScope
	boolean
	O
	0..1
	When included and set to true, it indicates that the provided Access Network Charging Identifier applies to the whole PDU Session. Default value is false if omitted.
	



*** End of Changes ***
