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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
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This method shall support the URI query parameters specified in table 8.7.2.2.3.1-1.
Table 8.7.2.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 8.7.2.2.3.1-2 and the response data structures and response codes specified in table 8.7.2.2.3.1-3.
Table 8.7.2.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	InvocationLogs
	M
	201 Created1
	 Log of service API invocations provided by API exposing function to store on the CAPIF core function.



Table 8.7.2.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	InvocationLogs
	M
	1
	201 Created
	Log of service API invocations provided by API exposing function successfully stored on the CAPIF core function.

The URI of the created resource shall be returned in the "Location" HTTP header.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [14] also apply.



Table 8.7.2.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/api-invocation-logs/<apiVersion>/{aefId}/logs/{logId}



*** End of Changes ***

