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	Reason for change:
	TS 29.571 enables that the user location data type includes simultaneously the UE location in several accesses.
[bookmark: _Toc24925844][bookmark: _Toc24926022][bookmark: _Toc24926198][bookmark: _Toc33964058][bookmark: _Toc33980812][bookmark: _Toc36462613][bookmark: _Toc36462809][bookmark: _Toc43026053][bookmark: _Toc49763587][bookmark: _Toc56754283][bookmark: _Toc70341444]5.4.4.7	Type: UserLocation
Table 5.4.4.7-1: Definition of type UserLocation
	Attribute name
	Data type
	P
	Cardinality
	Description

	eutraLocation
	EutraLocation
	C
	0..1
	E-UTRA user location (see NOTE).

	nrLocation
	NrLocation
	C
	0..1
	NR user location (see NOTE).

	utraLocation
	UtraLocation
	C
	0..1
	UTRAN access user location (see NOTE).

	geraLocation
	GeraLocation
	C
	0..1
	GERAN access user location (see NOTE).

	n3gaLocation
	N3gaLocation
	C
	0..1
	Non-3GPP access user location (see NOTE).

	NOTE:	At least one of eutraLocation, nrLocation and n3gaLocation shall be present. Several of them may be present.



This capability is necessary to fulfill the following stage 2 requirements:
TS 23.501, 5.6.2: 

In order to support charging data collection and to fulfil regulatory requirement (in order to provide NPLI - Network Provided Location Information- as defined in TS 23.228 [15]) related with the set-up, modification and release of IMS Voice calls or with SMS transfer the following applies
-    At the time of the PDU Session Establishment, the AMF provides the SMF with the PEI of the UE if the PEI is available at the AMF.
-    When it forwards UL NAS or N2 signalling to a peer NF (e.g. to SMF or to SMSF) or during the UP connection activation of a PDU Session, the AMF provides any User Location Information it has received from the 5G-AN as well as the Access Type (3GPP - Non 3GPP) of the AN over which it has received the UL NAS or N2 signalling. The AMF also provides the corresponding UE Time Zone. In addition, in order to fulfil regulatory requirement (i.e. providing Network Provided Location Information (NPLI), as defined in TS 23.228 [15]) when the access is non-3GPP, the AMF may also provide the last known 3GPP access User Location Information with its age, if the UE is still attached to the same AMF for 3GPP access (i.e. valid User Location Information).

Npcf_SMPolicyControl service defines attributes and procedures to report the UE location in the 3GPP access and non-3GPP access, when the location information is available. But it is unspecified whether both, 3GPP access and non-3GPP access location information can be provided simultaneously. 

	
	

	Summary of change:
	· UE location is replaced by UE location(s)
· It is specified that the SMF may report both 3GPP and non-3GPP access UE location information when the UE is connected via non-3GPP access and the last known 3GPP location is available.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
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A PCC rule is a set of information elements enabling the detection of a service data flow and providing parameters for policy control and/or charging control. There are two different types of PCC rules as defined in 3GPP TS 23.503 [6]:
-	Dynamic PCC rules: PCC rules that are dynamically provisioned by the PCF to the SMF. These PCC rules may be either predefined or dynamically generated in the PCF. Dynamic PCC rules can be installed, modified and removed at any time.
-	Predefined PCC rules: PCC rules that are preconfigured in the SMF. Predefined PCC rules can be activated or deactivated by the PCF at any time. Predefined PCC rules within the PCF may be grouped allowing the PCF to dynamically activate a set of PCC rules.
Additionally, predefined PCC rules may be grouped within the SMF as predefined PCC rule bases which allow the PCF to dynamically activate these sets of rules. In this case, the PCC rule identifier is used to hold the predefined PCC rule base identifier.
NOTE 1:	When the SMF interacts with the PCF for a PCC rule base, the PCF has no way of knowing which individual PCC rule of the PCC rule base caused the interaction. If such knowledge is required for specific PCC rules, then these PCC rules need to be implemented either as dynamic PCC rules or as predefined PCC rules that are not grouped in a PCC rule base. The SMF decision logic for interacting (or not) with the PCF about an event related to a PCC rule base is up to implementation and depends on the specific issue that triggered this interaction.
NOTE 2:	The operator can define a predefined PCC rule, to be activated by the SMF. Such a predefined rule is not explicitly known in the PCF.
A PCC rule consists of:
Table 4.1.4.2.1-1: PCC rule information elements
	Information name
	Description
	Category

	Rule identifier
	Uniquely identifies the PCC rule, within a PDU Session.
It is used between PCF and SMF for referencing PCC rules.
	Mandatory

	
	Service data flow detection
	

	 Precedence
	Determines the order, in which the service data flow templates are applied at service data flow detection, enforcement and charging.
	Mandatory

	Service Data Flow Template
	For IP PDU traffic: Either a list of service data flow filters or an application identifier that references the corresponding application detection filter for the detection of the service data flow.
For Ethernet PDU traffic: Combination of traffic patterns of the Ethernet PDU traffic.
	Mandatory

	Mute for notification
	Defines whether application's start or stop notification is to be muted.
	Optional

	
	Charging
	

	Charging key
	The charging system (CHF) uses the charging key to determine the tariff to apply to the service data flow.
	Optional

	Service identifier
	The identity of the service or service component the service data flow in a rule relates to.
	Optional

	Sponsor Identifier
	An identifier, provided from the AF, which identifies the Sponsor, used for sponsored flows to correlate measurements from different users for accounting purposes.
	Optional

	Application Service Provider Identifier
	An identifier, provided from the AF, which identifies the Application Service Provider, used for sponsored flows to correlate measurements from different users for accounting purposes.
	Optional

	Charging method
	Indicates the required charging method for the PCC rule.
Values: online or offline or none.
	Optional

	Service Data flow handling while requesting credit
	Indicates whether the service data flow is allowed to start while the SMF is waiting for the response to the credit request.
Only applicable for charging method online.
	Optional

	Measurement method
	Indicates whether the service data flow data volume, duration, combined volume/duration or event shall be measured.
This is applicable to reporting, if the charging method is online or offline.
Note: Event based charging is only applicable to predefined PCC rules and PCC rules used for application detection filter (i.e. with an application identifier).
	Optional

	Application Function Record Information
	An identifier, provided from the AF, correlating the measurement for the Charging key/Service identifier values in this PCC rule with application level reports.
	Optional

	Service identifier level reporting
	Indicates that separate usage reports shall be generated for this Service identifier.
Values: mandated or not required.
	Optional

	
	Policy control
	

	5QI
	Identifier of the authorized QoS parameters for the service data flow.
	Mandatory

	ARP
	The Allocation and Retention Priority for the service data flow consisting of the priority level, the pre-emption capability and the pre-emption vulnerability.
	Mandatory

	Gate status
	The gate status indicates whether the service data flow, detected by the service data flow template, may pass (Gate is open) or shall be discarded (Gate is closed).
	Optional

	QoS Notification Control (QNC)
	Indicates whether notifications are requested from 3GPP NG-RAN when the GFBR can no longer (or again) be guaranteed for a QoS Flow during the lifetime of the QoS Flow.
	Optional

	Reflective QoS Control
	Indicates to apply reflective QoS for the SDF.
	Optional

	MBR (UL/DL)
	The uplink/downlink maximum bitrate authorized for the service data flow.
	Optional

	GBR (UL/DL)
	The uplink/downlink guaranteed bitrate authorized for the service data flow.
	Optional

	UL sharing indication
	Indicates resource sharing in uplink direction with service data flows having the same value in their PCC rule.
	Optional

	DL sharing indication
	Indicates resource sharing in downlink direction with service data flows having the same value in their PCC rule.
	Optional

	Redirect
	Redirect state of the service data flow (enabled/disabled).
	Optional

	Redirect Destination
	Controlled Address to which the service data flow is redirected when redirect is enabled.
	Optional

	Bind to default QoS Flow
	Indicates that the dynamic PCC rule shall always have its binding with the default QoS Flow.
	Optional

	Priority Level
	Indicates a priority in scheduling resources among QoS Flows.
	Optional

	Averaging Window 
	Represents the duration over which the guaranteed and maximum bitrate shall be calculated.
	Optional

	Maximum Data Burst Volume
	Denotes the largest amount of data that is required to be transferred within a period of 5G-AN PDB.
	Optional

	Disable UE notifications at changes related to Alternative QoS Profiles
	Indicates to disable QoS flow parameters signalling to the UE when the SMF is notified by the NG-RAN of changes in the fulfilled QoS situation. The fulfilled situation is either the QoS profile or an Alternative QoS Profile.
	Optional

	
	Access Network Information Reporting
	

	User Location Required
	The UE location(s) (e.g. the serving cell of the UE). When the corresponding QoS flow is deactivated, and if available, information on when the UE was last known to be in that location is also to be reported.
	Optional

	UE Timezone Required
	The time zone of the UE is to be reported.
	Optional

	
	Usage Monitoring Control
	

	Monitoring key
	The PCF uses the monitoring key to group services that share a common allowed usage.
	Optional

	
	N6-LAN Traffic Steering Enforcement Control
	

	Traffic steering policy identifier(s)
	Reference to a pre-configured traffic steering policy at the SMF.
	Optional

	
	AF influenced Traffic Steering Enforcement Control
	

	Data Network Access Identifier
	Identifier of the target Data Network Access.
	Optional

	Per DNAI: Traffic steering policy identifier
	Reference to a pre-configured traffic steering policy at the SMF.
	Optional

	Per DNAI: N6 traffic routing information
	Describes the information necessary for traffic steering to the DNAI.
	Optional

	Information on AF subscription to UP path changes events
	Indicates whether a notification in case of UP path change is requested, as well as the destination(s) for where to provide the notification.
	Optional

	Indication of UE IP address preservation
	Indicates UE IP address should be preserved.
	Optional

	Indication of traffic correlation
	Indicates that the target PDU Sessions should be correlated via a common DNAI in the user plane. 
	Optional

	Information on User Plane Latency requirements
	Indicates the user plane latency requirements.
	Optional

	
	RAN support information
	

	UL Maximum Packet Loss Rate
	The maximum rate for lost packets that can be tolerated in the uplink direction for the service data flow.
	Optional

	DL Maximum Packet Loss Rate
	The maximum rate for lost packets that can be tolerated in the downlink direction for the service data flow.
	Optional

	
	MA PDU Session Control
	

	Application descriptors
	Identifies the application traffic to apply the Steering functionality and the Steering mode.
	Optional

	Steering Functionality
	Indicates the applicable traffic steering functionality.
	Optional

	Steering mode (UL/DL)
	Indicates the UL and/or DL traffic distribution rules between the 3GPP and Non-3GPP accesses together with associated parameters (when applicable) for the traffic matching the service data flow.
	Optional

	Charging for Non-3GPP access
	Indicates parameters used for charging packets carried via Non-3GPP access for a MA PDU Session. The same set of parameters as for the Charging information above applies. If a parameter is not included here, the value provided in the Charging information above applies.
	Optional

	Usage Monitoring for Non-3GPP access
	Indicates parameters used to monitor usage of the packets carried via Non-3GPP access for a MA PDU Session. The same set of parameters as for the Usage Monitoring information above applies. If a parameter is not included here, the value provided in the Usage Monitoring information above applies.
	Optional

	
	IPTV (NOTE 1)
	

	IP Multicast traffic control information
	Indicates whether the service data flow, corresponding to the service data flow template, is allowed or not allowed.
	Optional

	
	QoS Monitoring for URLLC
	

	QoS parameter(s) to be measured
	UL packet delay, DL packet delay or round trip packet delay.
	Optional

	Reporting frequency
	Defines the frequency for the reporting, such as event triggered, periodic, or when the PDU Session is released.
	Optional

	Target of reporting
	Defines the target of the QoS Monitoring reports, it can be either the PCF or the AF, decided by the PCF.
	Optional

	Indication of direct event notification
	Indicates that the QoS Monitoring event shall be reported by the UPF directly to the AF or Local NEF indicated by the Target of reporting. 
	Optional

	
	Alternative QoS Parameter Sets (NOTE 2)
	

	Packet Delay Budget
	Indicates the packet delay budget in this Alternative QoS Parameter Set.
	Optional

	Packet Error Rate
	Indicates the packet error rate in this Alternative QoS Parameter Set.
	Optional

	GBR (UL/DL)
	The uplink/downlink guaranteed bitrate authorized for the service data flow in this Alternative QoS Parameter Set.
	Optional

	
	TSCAI Input container
	

	Burst Arrival Time
	Indicates the burst arrival time in reference to TSN GM for TSN  or external GM for non-TSN applications at ingress port.
	Optional

	Periodicity
	The time period (in reference to TSN GM for TSN or external GM for non-TSN applications) between start of two bursts.
	Optional

	Flow Direction
	Direction of the flow.
	Optional

	Survival Time
	It refers to the time period an application can survive without any burst. It is expressed in reference to the TSN GM for TSN and external GM for non-TSN applications.
	Optional

	Time Domain
	Indicate the (g)PTP domain the (TSN)AF is located in.
	Optional

	NOTE 1:	Only applicable to the 5G-RG connecting to the 5GC via NG-RAN as defined in Annex C.
NOTE 2:	Only applicable for GBR service data flow with QoS Notification Control enabled.
NOTE 3: 	The parameter "Bind to QoS Flow associated with the default QoS rule and apply PCC rule parameters" defined in table 6.3.1 of 3GPP TS 23.503 [6] is implemented as follows: a default QoS with a GBR type or delay critical GBR type 5QI and a PCC rule bound to the default QoS flow are provisioned as defined in subclause 4.2.6.2.1.
NOTE 4: 	The parameter "Indication of exclusion from session level monitoring" defined in table 6.3.1 of 3GPP TS 23.503 [6] is implemented as follows: a PCC rule identifier is included within the "exUsagePccRuleIds" attribute of the UsageMonitoringData instance of PDU session level usage monitoring to indicate that the service data flow shall be excluded from PDU Session usage monitoring as defined in subclause 4.2.6.5.3.



The above information is organized into a set of decision data objects as defined in subclause 4.1.4.4. The exact encoding of PCC rules is defined in subclause 5.6.2.6.

*** 2nd Change ***
[bookmark: _Toc51316598][bookmark: _Toc51761778][bookmark: _Toc56674755][bookmark: _Toc56675146][bookmark: _Toc59016132][bookmark: _Toc63167730][bookmark: _Toc66262238][bookmark: _Toc68166744][bookmark: _Toc73537861][bookmark: _Toc75351737][bookmark: _Toc28012040][bookmark: _Toc34122890][bookmark: _Toc36037840][bookmark: _Toc38875221][bookmark: _Toc43191700][bookmark: _Toc45133094][bookmark: _Toc51315159][bookmark: _Toc51761488][bookmark: _Toc51761858][bookmark: _Toc56671389][bookmark: _Toc59016007][bookmark: _Toc63156206][bookmark: _Toc66111255][bookmark: _Toc66263005][bookmark: _Toc68166959][bookmark: _Toc70446800][bookmark: _Toc73526683]4.2.2.2	SM Policy Association establishment



Figure 4.2.2.2-1: SM Policy Association establishment
When the NF service consumer receives the Nsmf_PDUSession_CreateSMContext Request as defined in subclause 5.2.2.2 of 3GPP TS 29.502 [22], if the NF service consumer was requested not to interact with the PCF, the NF service consumer shall not interact with the PCF. Otherwise, the NF service consumer shall send an HTTP POST request to the PCF to create an "Individual SM Policy" resource as described in step 1of figure 4.2.2.2-1.
NOTE 1:	The decision to not interact with the PCF applies for the entire lifetime of the PDU session.
NOTE 2:	The indicator to not interact with the PCF is configured in the UDM. It is delivered by the UDM to the NF service consumer within the Charging Characteristics using the Session Management Subscription Data Retrieval service operation as described in 3GPP TS 29.503 [34]. The indicator is operator specific, therefore it can only be used in non-roaming and home routed roaming cases.
The NF service consumer shall include the "SmPolicyContextData" data structure in the payload body of the HTTP POST request in order to request the creation of a representation of the "Individual SM Policy" resource as described below.
The NF service consumer shall include (if available) in the "SmPolicyContextData" data structure:
-	SUPI of the user within the "supi" attribute;
-	PDU Session Id within the "pduSessionId" attribute;
-	DNN within the "dnn" attribute;
-	DNN selection mode within the "dnnSelMode" attribute, if the "DNNSelectionMode" feature is supported;
-	URL identifying the recipient of SM policies update notifications within the "notificationUri" attribute;
-	PDU Session Type within the "pduSessionType" attribute;
-	PEI within the "pei" attribute;
-	Internal Group Id(s) within the "interGrpIds" attribute;
-	type of access within the "accessType" attribute;
-	type of the radio access technology within the "ratType" attribute;
-	the combination of additional access type and RAT type within the "addAccessInfo" attribute, if the ATSSS feature is supported;
-	the UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "ipv6AddressPrefix" attribute;
-	the UE time zone information within the "ueTimeZone" attribute;
-	the UDM subscribed Session-AMBR or, if the "DN-Authorization" feature is supported, the DN-AAA authorized Session-AMBR within the "subsSessAmbr" attribute;
NOTE 3:	When both, the UDM subscribed Session-AMBR and the DN-AAA authorized Session-AMBR are available in the NF service consumer, the NF service consumer includes the DN-AAA authorized Session-AMBR.
-	if the "VPLMN-QoS-Control" feature is supported, the highest Session-AMBR and the default QoS supported in the VPLMN within the "vplmnQos" attribute, if available;
NOTE 4:	In home routed roaming, the H-SMF may provide the QoS constraints received from the VPLMN (defined in 3GPP TS 23.502 [3] clause 4.3.2.2.2) to the PCF.
-	the DN-AAA authorization profile index within the "authProfIndex" attribute, if the "DN-Authorization" feature is supported;
-	subscribed Default QoS Information within the "subsDefQos" attribute;
-	the number of supported packet filters for signalled QoS rules within the "numOfPackFilter" attribute;
-	the online charging status within the "online" attribute;
-	the offline charging status within the "offline" attribute;
-	the charging characteristics within the "chargingCharacteristics" attribute;
-	the access network charging identifier within the "accNetChId" attribute;
-	the address of the network entity performing charging within the "chargEntityAddr" attribute;
-	the 3GPP PS data off status within the "3gppPsDataOffStatus" attribute, if the "3GPP-PS-Data-Off" feature is supported;
-	indication of UE support of reflective QoS within the "refQosIndication" attribute;
-	user location(s) information within the "userLocationInfo" attribute;
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.
-	the S-NSSAI corresponding to the network slice to which the PDU session is allocated within the "sliceInfo" attribute;
-	the required QoS flow usage for the default QoS flow within the "qosFlowUsage" attribute;
-	the MA PDU session indication within the "maPduInd" attribute, if the "ATSSS" feature is supported;
-	the ATSSS capability within the "atsssCapab" attribute, if the "ATSSS" feature is supported;
-	the identifier of the serving network, also including the NID for SNPN case, within the "servingNetwork" attribute;
-	one or more framed routes within the "ipv4FrameRouteList" attribute for IPv4 and/or one or more framed routes within the "ipv6FrameRouteList" attribute.
NOTE x25:	When both, the UDM subscribed framed routes and the DN-AAA authorized framed routes are available in the NF service consumer, the NF service consumer includes the DN-AAA authorized framed routes. If the UDM or DN-AAA updates the framed routes during the lifetime of the PDU Session, the NF service consumer releases the PDU Session as defined in subclause 4.2.5.2.
-	the serving network function identifier within the "servNfId" attribute;
-	when the "SatBackhaulCategoryChg" feature is supported, the satellite backhaul category within the "satBackhaulCategory" attribute; and
-	trace control and configuration parameters information within the "traceReq" attribute.
The NF service consumer may include in the "SmPolicyContextData" data structure the IPv4 address domain identity within the "ipDomain" attribute.
NOTE x36:	The "ipDomain" attribute is helpful when within a network slice instance, there are several separate IP address domains, with SMF/UPF(s) that allocate Ipv4 IP addresses out of the same private address range to UE PDU Sessions. The same IP address can thus be allocated to UE PDU sessions served by SMF/UPFs in different IPv4 address domains. If one PCF controls several SMF/UPFs in different IP address domains, the UE IP address is thus not sufficient for the AF session binding procedure, as described in 3GPP TS 29.514 [17]. The SMF assists the PCF in the session binding supplying an "ipDomain" attribute denoting the IPv4 address domain identity of the allocated UE IPv4 address.
When the PCF receives the HTTP POST request from the NF service consumer, the PCF shall make a policy authorization based on the information received from the NF service consumer and, if available, information received from the AMF, the CHF, the AF, the UDR and/or the NWDAF and operator policies pre-configured at the PCF. If the policy authorization is successful, the PCF shall create a new resource, which represents a new "Individual SM Policy" instance, addressed by a URI as defined in subclause 5.3.3.2 and containing a PCF created resource identifier. The PCF shall respond to the NF service consumer with an HTTP 201 Created response, including:
-	a Location header field containing the URI of the created resource; and
-	a response body providing the session management related policies, e.g. provisioning of PCC rules as defined in subclause 4.2.6.2, provisioning of policy control request triggers as defined in subclause 4.2.6.4.
The NF service consumer shall use the URI received in the Location header in subsequent requests to the PCF to refer to the created "Individual SM Policy" resource resource.
It the PCF received a "traceReq" attribute in the HTTP POST request from the SMF, it shall perform trace procedures as defined in 3GPP TS 32.422 [24].
If errors occur when processing the HTTP POST request, the PCF shall apply the error handling procedures specified in subclause 5.7.
If the user information received within the "supi" attribute is unknown, the PCF shall reject the request with an HTTP "400 Bad Request" response message including the "cause" attribute of the ProblemDetails data structure set to "USER_UNKNOWN".
If the PCF is not able, due to incomplete, erroneous or missing information (e.g. QoS, RAT type, subscriber information), to provision a policy decision as response to the request for PCC rules from the NF service consumer, the PCF may reject the request with an HTTP "400 Bad Request" response message including the "cause" attribute of the ProblemDetails data structure set to "ERROR_INITIAL_PARAMETERS".
If the NF service consumer receives an HTTP response with the above error codes, the NF service consumer shall reject the PDU session establishment procedure that initiated the HTTP POST Request.
If the PCF, based on local configuration and/or operator policies, denies the creation of the Individual SM Policy resource, the PCF may reject the request with in an HTTP "403 Forbidden" response message including the "cause" attribute of the ProblemDetails data structure set to "POLICY_CONTEXT_DENIED". At reception of this error code and based on configured failure actions, the NF service consumer may reject or allow, by applying local policies, the PDU session establishment.
If the "SamePcf" feature as defined in subclause 5.8 is supported, when the PCF determines that the same PCF shall be selected for the SM Policy associations to the same UE ID, S-NSSAI and DNN combination in the non-roaming or home-routed scenario and there is no SM Policy association for the UE ID, S-NSSAI and DNN combination, the PCF, after determining whether the BSF supports the "SamePcf" or the "ExtendedSamePcf" feature as described in 3GPP TS 29.521 [39], shall request the BSF to check if there is an existing PCF binding information for the same UE ID, S-NSSAI and DNN combination registered by other PCF(s) as defined in subclause 4.2.2.2 of 3GPP TS 29.521 [39]. If the PCF receives the from the BSF "403 Forbidden" status code with the "cause" attribute of the ProblemDetails data structure set to "EXISTING_BINDING_INFO_FOUND" and the FQDN or description of IP endpoints of the Npcf_SMPolicyControl service of the existing PCF (i.e. that handles SM Policy association(s) to the same UE ID, S-NSSAI and DNN combination) within the "pcfSmFqdn" attribute or the "pcfSmIpEndPoints" attribute of the BindingResp data structure respectively as defined in subclause 4.2.2.2 of 3GPP TS 29.521 [39], the PCF shall reply to the SMF with an HTTP "308 Permanent Redirect" error response and the Location header containing  aURI as defined in subclause 5.3.2.2, with the FQDN or IP endpoint of this PCF's Npcf_SMPolicyControl service as {apiRoot}. Upon reception of the response, the NF service consumer shall initiate a new HTTP POST request based on the returned URI.
The forwarding of the Origination Time Stamp parameter shall apply as described hereafter, if the NF service consumer supports the detection and handling of late arriving requests as specified in subclause 5.2.3.3 of 3GPP TS 29.502 [22] and the procedure is enabled by the operator. If the NF service consumer receives a request to create an SM Context or a PDU session context, which includes the 3gpp-Sbi-Origination-Timestamp header as defined in subclause 5.2.3.2, the NF service consumer shall forward this header to the PCF as HTTP custom header. See also subclause 4.2.7 for the handling at the PCF, when the PCF receives the 3gpp-Sbi-Origination-Timestamp header.
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Figure 4.2.4.2-1: Requesting the update of the Session Management related policies
When the NF service consumer detects that one or more policy control request triggers are met, the NF service consumer shall send a POST request to the PCF to update an Individual SM Policy resource. The {smPolicyId} in the URI identifies the Individual SM Policy resource to be updated. The NF service consumer include SmPolicyUpdateContextData data structure in the payload body of the HTTP POST to request a update of representation of the "Individual SM Policy" resource. The NF service consumer shall include the met policy control request trigger(s) within the "repPolicyCtrlReqTriggers" attribute and applicable updated value(s) in the corresponding attribute(s).
The NF service consumer shall include (if the corresponding policy control request trigger is met and the applicable information is available) in SmPolicyUpdateContextData data structure:
-	type of access within the "accessType" attribute;
-	type of the radio access technology within the "ratType" attribute;
-	the new allocated UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "ipv6AddressPrefix" attribute;
-	multiple new allocated UE Ipv6 prefixes within the "addIpv6AddrPrefixes" attribute, if the "MultiIpv6AddrPrefix" feature is supported;
-	the released UE Ipv4 address within the "relIpv4Address" attribute and/or the UE Ipv6 prefix within the "relIpv6AddressPrefix" attribute;
-	multiple released UE Ipv6 prefixes within the "addRelIpv6AddrPrefixes" attribute, if the "MultiIpv6AddrPrefix feature" is supported;
-	the UE MAC address within the "ueMac" attribute;
-	the released UE MAC address within the "relUeMac" attribute;
-	the indication of UE supporting reflective QoS within the "refQosIndication" attribute;
-	access network charging identifier within the "accNetChIds" attribute;
-	the 3GPP PS data off status within the "3gppPsDataOffStatus" attribute, if the "3GPP-PS-Data-Off" feature is supported;
-	the UE time zone information within the "ueTimeZone" attribute;
-	the UDM subscribed Session-AMBR or, if the "DN-Authorization" feature is supported, the DN-AAA authorized Session-AMBR within the "subsSessAmbr" attribute;
NOTE 1:	When both, the UDM subscribed Session-AMBR and the DN-AAA authorized Session-AMBR are available in the NF service consumer, the NF service consumer includes the DN-AAA authorized Session-AMBR.
-	if the "VPLMN-QoS-Control" feature is supported, the highest Session-AMBR and the default QoS supported in the VPLMN within the "vplmnQos" attribute, if available;
NOTE 2:	In home routed roaming, the H-SMF may provide the QoS constraints received from the VPLMN (defined in 3GPP TS 23.502 [3] clause 4.3.2.2.2) to the PCF.
-	if the "DN-Authorization" feature is supported, the DN-AAA authorization profile index within the "authProfIndex" attribute;
-	subscribed Default QoS Information within the "subsDefQos" attribute;
-	detected application information within the "appDetectionInfos" attribute;
-	if the "UMC" feature is supported, the accumulated usage reports within the "accuUsageReports" attribute;
-	if the "PRA" feature is supported, the reported presence reporting area information within the "repPraInfos" attribute;
-	the QoS flow usage required of the default QoS flow within the "qosFlowUsage" attribute;
-	indication whether the QoS targets of one or more SDFs are not guaranteed or guaranteed again within the "qncReports" attribute;
-	user location(s) information within the "userLocationInfo" attribute;
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.
-	if the "GroupIdListChange" feature is supported, the Internal Group Identifier(s) of the served UE within the "interGrpIds " attribute;
-	serving network function identifier within the "servNfId" attribute; and
-	identifier of the serving network within the "servingNetwork" attribute.
The NF service consumer may include in "SmPolicyUpdateContextData" data structure the IPv4 address domain identity within the "ipDomain" attribute.
In case of a successful update, "200 OK" response shall be returned. The PCF shall include in the "200 OK" response the representation of the updated policies within the SmPolicyDecision data structure. Detailed procedures related to the provisioning and enforcement of the policy decisions within the SmPolicyDecision data structure are contained in subclause 4.2.6.
NOTE x23:	An empty SmPolicyDecision data structure is included in the "200 OK" response when the PCF decides not to update policies.
If errors occur when processing the HTTP POST request, the NF service consumer shall send an HTTP error response as specified in subclause 5.7.
If the feature "ES3XX" is supported, and the PCF determines the received HTTP POST request needs to be redirected, the PCF shall send an HTTP redirect response as specified in subclause 6.10.9 of 3GPP TS 29.500 [4].
If the PCF is, due to incomplete, erroneous or missing information (e.g. QoS,  RAT type, subscriber information) not able to provision a policy decision as response to the request for PCC rules by the NF service consumer, the PCF may reject the request and include in an HTTP "400 Bad Request " response message the "cause" attribute of the ProblemDetails data structure set to "ERROR_INITIAL_PARAMETERS".
If the PCF receives the set of session information which is sent in the message originated due to a trigger being met is incoherent with the previous set of session information for the same session (E.g. trigger met was RAT changed, and the RAT notified is the same as before), the PCF may reject the request and include in an HTTP "400 Bad Request" response message the "cause" attribute of the ProblemDetails data structure set to "ERROR_TRIGGER_EVENT".
If the PCF detects that the packet filters in the request for new PCC rules received from the NF service consumer is covered by the packet filters of outstanding PCC rules that the PCF is provisioning to the NF service consumer, the PCF may reject the request and include in an HTTP "403 Forbidden" response message the "cause" attribute of the ProblemDetails data structure set to "ERROR_CONFLICTING_REQUEST".
If the PCF does not accept one or more of the traffic mapping filters provided by the NF service consumer in an HTTP POST request (e.g. because the PCF does not allow the UE to request enhanced QoS for services not known to the PCF), the PCF shall reject the request and include in an HTTP "403 Forbidden" response message the "cause" attribute of the ProblemDetails data structure set to "ERROR_TRAFFIC_MAPPING_INFO_REJECTED".
If the NF service consumer receives HTTP response with these codes, the NF service consumer shall reject the PDU session modification that initiated the HTTP Request.
The PCF shall not combine a rejection with provisioning of PCC rule operations in the same HTTP response message.

*** 4th Change ***
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When the SMF detects that a dedicated QoS flow could not be activated or has been terminated it shall remove the affected PCC rules and send an HTTP POST request to the PCF with an SmPolicyUpdateContextData data structure, including the "ruleReports" attribute containing the RuleReport data instance which specifies the affected PCC rules within the "pccRuleIds" attribute, "INACTIVE" as the value within the "ruleStatus" attribute and the "RES_ALLO_FAIL" as the value of the "failureCode" attribute.
If the RAN-NAS-Cause feature is supported, the SMF shall provide the available access network information within the "userLocationInfo" attribute (if available), "userLocationInfoTime" attribute (if available) and "ueTimezone" attribute (if available). Additionally, if the SMF receives from the access network the RAN cause and/or the NAS cause due to QoS flow termination the SMF shall provide the received cause(s) in the "ranNasRelCauses" attribute included in RuleReport data instance.
If the NetLoc feature is supported, and if the identifier of the affected PCC rule was included within the "refPccRuleIds" attribute of the RequestedRuleData data structure when the affected PCC rule was installed or modified, the SMF shall provide the access network information to the PCF by including the user location(s) information within the "userLocationInfo" attribute (if requested by the PCF and if provided to the SMF), the information on when the UE was last known to be in that location within "userLocationInfoTime" attribute (if user location information was requested by the PCF and if the corresponding information was provided to the SMF), the PLMN identifier and for SNPN also the NID within the "servingNetwork" attribute (if the user location information was requested by the PCF but it is not provided to the SMF) and the timezone information within the "ueTimeZone" attribute (if requested by the PCF and available).
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.
This shall be done whenever one of these conditions applies:
-	The SMF is requested by the RAN to initiate the deactivation of a QoS flow.
-	PCC rule(s) are removed/deactivated by the SMF without PCF request (e.g. due to unsuccessful reservation of resources to satisfy the QoS flow binding).
NOTE x2:	The SMF will not initiate the deactivation of the QoS flow upon reception of the UE-initiated resource modification procedure indicating packet filter deletion. If all the PCC rules associated to a QoS flow have been deleted as a consequence of the PCF interaction, the SMF will initiate the QoS flow termination procedure towards the RAN.
Signalling flows for the QoS flow termination and details of the binding mechanism are presented in 3GPP TS 29.513 [7].

*** 5th Change ***
[bookmark: _Toc51316656][bookmark: _Toc51761836][bookmark: _Toc56674815][bookmark: _Toc56675206][bookmark: _Toc59016192][bookmark: _Toc63167790][bookmark: _Toc66262299][bookmark: _Toc68166805][bookmark: _Toc73537922][bookmark: _Toc75351798][bookmark: _Toc28012094][bookmark: _Toc34122946][bookmark: _Toc36037896][bookmark: _Toc38875278][bookmark: _Toc43191758][bookmark: _Toc45133152][bookmark: _Toc51315217][bookmark: _Toc51761546][bookmark: _Toc51761916][bookmark: _Toc56671447][bookmark: _Toc59016065][bookmark: _Toc63156264][bookmark: _Toc66111314][bookmark: _Toc66263064][bookmark: _Toc68167018][bookmark: _Toc70446859][bookmark: _Toc73526742]4.2.4.9	Request and Report of Access Network Information
If the NetLoc as defined in subclause 5.8 is supported, the PCF may request the SMF to report the access network information as defined in subclause 4.2.6.5.4.
If the AN_INFO policy control request trigger is set, upon receiving the "lastReqRuleData" attribute with the "reqData" attribute with the value(s) MS_TIME_ZONE and/or USER_LOC_INFO and the "refPccRuleIds" attribute containing the PCC rule identifier(s) corresponding to the PCC rule(s) which is being installed, modified or removed together, the SMF shall apply the Namf_EventExposure service for Time-Zone-Report  and/or Location-Report event with One-Time Report type as defined in subclause 5.3.1 and 5.3.2.2.2 of 3GPP TS 29.518 [36] if the related information is not available to obtain this information. When the SMF then receives access network information from the AMF, the SMF shall provide the required access network information to the PCF by as defined in subclause 4.2.4.21 and set the corresponding attributes as follows:
-	If the user location information was requested by the PCF and was provided to the SMF, the SMF shall provide the user location(s) information within the "userLocationInfo" attribute and the time when it was last known within "userLocationInfoTime" attribute (if available).
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.
-	If the user location information was requested by the PCF and was not provided to the SMF, the SMF shall provide the serving PLMN identifier and for SNPN also the NID within the "servingNetwork" attribute.
-	If the time zone was requested by the PCF, the SMF shall provide it within the "ueTimeZone" attribute.
NOTE x2:	If the SMF receives the access network information but receives the rejection of the QoS flow creation or modification, the SMF reports the the enforcement error of the PCC rule to the PCF as defined in subclause 4.2.4.15.
In addition, the SMF shall provide the AN_INFO policy control request trigger within the "repPolicyCtrlReqTriggers" attribute.
The SMF shall not report any subsequent access network information updates received from the RAN without any further provisioning or removal of related PCC rules requesting the access network information unless the associated QoS flow or PDU session has been released.
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Figure 4.2.5.2-1: SM Policy Association termination
When an individual resource of the SM Policy Association collection shall be deleted, the NF service consumer shall invoke the Npcf_SMPolicyControl_Delete service operation towards the PCF using an HTTP POST request, as shown in figure 4.2.5.2-1, step 1.
The NF service consumer shall set the request URI to "{apiRoot}/npcf-smpolicycontrol/v1/sm-policies/{smPolicyId}/delete". The {smPolicyId} in the URI identifies the "Individual SM Policy" to be deleted.
The HTTP POST request sent by the NF service consumer (e.g. SMF) shall contain (if available) the SM Policy Association related information within the SmPolicyDeleteData data structure in the request body:
-	accumulated usage within the "accuUsageReports" attribute as defined in subclause 4.2.5.3;
-	the user location(s) information within the "userLocationInfo" attribute, the information on when the UE was last known to be in that location within the "userLocationInfoTime" attribute, the PLMN identifier, and for SNPN, also the NID within the "servingNetwork" attribute, the timezone information within the "ueTimeZone" attribute and the RAN and/or NAS release cause(s) within the "ranNasRelCauses" attribute as defined in subclause 4.2.5.4;
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.
-	the "PS_TO_CS_HO" value within the "pduSessRelCause" attribute, if the PDU session is released due to PS to CS handover and the "PDUSessionRelCause" feature defined in subclause 5.8 is supported;
-	one or more QoS Monitoring report(s) within the "qosMonReports" attribute, as defined in subclause 4.2.5.5;
-	the "RULE_ERROR" value within the "pduSessRelCause" attribute, if the PDU session is released due to a failed enforcement of the applied session rule as described in subclause 4.2.4.21 and the "ImmediateTermination" feature defined in subclause 5.8 is supported.
When the PCF receives the HTTP POST request from the NF service consumer and if the PCF successfully processed and accepted the received HTTP POST request from the NF service consumer, the PCF shall acknowledges the request by sending an HTTP response message with the corresponding status code. The PCF acknowledges the delete request by sending a "204 No Content" response to the NF service consumer, as shown in figure 4.2.5.2-1, step 2. Further, the PCF shall remove the individual resource linked to the delete request.
If errors occur when processing the HTTP POST request, the PCF shall send an HTTP error response as specified in subclause 5.7.
If the feature "ES3XX" is supported, and the PCF determines the received HTTP POST request needs to be redirected, the PCF shall send an HTTP redirect response as specified in subclause 6.10.9 of 3GPP TS 29.500 [4].
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If the RAN-NAS-Cause feature is supported or the NetLoc feature is supported, within the SmPolicyDeleteData data structure, the SMF shall provide the available access network information within the "userLocationInfo" attribute (if available), the information on when the UE was last known to be in that location within the "userLocationInfoTime" attribute (if available), the "ueTimezone" attribute (if available). Additionally, for the NetLoc feature, if the user location information is not available, the SMF shall include the PLMN identifier, and for SNPN, also the NID within the "servingNetwork" attribute; for RAN-NAS-Cause feature, if the SMF received from the access network the RAN cause and/or the NAS cause due to PDU session termination, the SMF shall provide the received cause(s) in the "ranNasRelCauses" attribute.
NOTE x1:	The SMF encodes both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute when they are both received from the AMF.

*** 8th Change ***
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This subclause specifies the application data model supported by the API.
The Npcf_SMPolicyControl API allows the NF service consumer to retrieve the session management related policy from the PCF as defined in 3GPP TS 23.503 [6].
Table 5.6.1-1 specifies the data types defined for the Npcf_SMPolicyControl service based interface protocol.
Table 5.6.1-1: Npcf_SMPolicyControl specific Data Types
	Data type
	Section defined
	Description
	Applicability

	5GSmCause
	5.6.3.2
	Indicates the 5GSM cause code value.
	RAN-NAS-Cause

	AdditionalAccessInfo
	5.6.2.43
	Indicates the combination of additional Access Type and RAT Type for MA PDU session
	ATSSS

	AccNetChargingAddress
	5.6.2.35
	Identifies the address of the network node performing charging and used for charging applications.
	

	AccNetChId
	5.6.2.23
	Contains the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	AccuUsageReport
	5.6.2.18
	Contains the accumulated usage report information.
	UMC

	AfSigProtocol
	5.6.3.10
	Indicates the protocol used for signalling between the UE and the AF.
	ProvAFsignalFlow

	AppDetectionInfo
	5.6.2.22
	Contains the detected application's traffic information.
	ADC

	ApplicationDescriptor
	5.6.3.2
	Defines the Application Descriptor for an ATSSS rule.
	ATSSS

	AtsssCapability
	5.6.3.26
	Contains the ATSSS capability supported for the MA PDU Session.
	ATSSS

	AuthorizedDefaultQos
	5.6.2.34
	Authorized Default QoS.
	

	BridgeManagementContainer
	5.6.2.47
	Contains the UMIC.
	TimeSensitiveNetworking

	ChargingData
	5.6.2.11
	Contains charging related parameters.
	

	ChargingInformation
	5.6.2.17
	Contains the addresses, and if available, the instance ID and set ID, of the charging functions.
	

	ConditionData
	5.6.2.9
	Contains conditions for applicability of a rule.
	

	CreditManagementStatus
	5.6.3.16
	Indicates the reason of the credit management session failure.
	

	DownlinkDataNotificationControl
	5.6.2.48
	Contains the downlink data notification control information.
	DDNEventPolicyControl

	DownlinkDataNotificationControlRm
	5.6.2.49
	This data type is defined in the same way as the "DownlinkDataNotificationControl" data type, but with the OpenAPI "nullable: true" property.
	DDNEventPolicyControl2

	EpsRanNasRelCause
	5.6.3.2
	Indicates the RAN or NAS release cause code information in 3GPP-EPS access type or indicates the TWAN or untrusted WLAN release cause code information in Non-3GPP-EPS access type.
	RAN-NAS-Cause

	ErrorReport
	5.6.2.36
	Contains the rule reports.
	

	FailureCause
	5.6.3.14
	Indicates the cause of the failure in a Partial Success Report.
	

	FailureCode
	5.6.3.9
	Indicates the reason of the PCC rule failure.
	

	FlowDescription
	5.6.3.2
	Defines a packet filter for an IP flow.
	

	FlowDirection
	5.6.3.3
	Indicates the direction of the service data flow.
	

	FlowDirectionRm
	5.6.3.15
	This data type is defined in the same way as the "FlowDirection" data type, but allows null value.
	

	FlowInformation
	5.6.2.14
	Contains the flow information.
	

	IpMulticastAddressInfo
	5.6.2.46
	Contains the IP multicast addressing information
	WWC

	MaPduIndication
	5.6.3.25
	Contains the MA PDU session indication, i.e., MA PDU Request or MA PDU Network-Upgrade Allowed.
	ATSSS

	MeteringMethod
	5.6.3.5
	Indicates the metering method.
	

	MulticastAccessControl
	5.6.3.20
	Indicates whether the service data flow, corresponding to the service data flow template, is allowed or not allowed.
	WWC

	NetLocAccessSupport
	5.6.3.27
	Indicates the access network support of the report of the requested access network information.
	NetLoc

	NotificationControlIndication
	5.6.3.29
	Indicates the notification of DDD Status is requested and/or notification of DDN Failure is requested.
	DDNEventPolicyControl

	PacketFilterContent
	5.6.3.2
	Defines a packet filter for an IP flow.
	

	PacketFilterInfo
	5.6.2.30
	Contains the information from a single packet filter sent from the NF service consumer to the PCF.
	

	PartialSuccessReport
	5.6.2.33
	Includes the information reported by the NF service consumer when some of the PCC rules and/or session rules are not successfully installed/activated.
	

	PccRule
	5.6.2.6
	Contains the PCC rule information.
	

	PduSessionRelCause
	5.6.3.24
	Contains the NF service consumer PDU Session release cause. 
	PDUSessionRelCause,
ImmediateTermination

	PolicyControlRequestTrigger
	5.6.3.6
	Contains the policy control request trigger(s).
	

	PolicyDecisionFailureCode
	5.6.3.28
	Indicates the type of the failed policy decision and/or condition data.
	PolicyDecisionErrorHandling

	PortManagementContainer
	5.6.2.45
	Contains the port management information container for a port.
	TimeSensitiveNetworking

	QosCharacteristics
	5.6.2.16
	Contains QoS characteristics for a non-standardized or non-configured 5QI.
	

	QosData
	5.6.2.8
	Contains the QoS parameters.
	

	QosFlowUsage
	5.6.3.13
	Indicates a QoS flow usage information.
	

	QosMonitoringData
	5.6.2.40
	Contains QoS monitoring related control information.
	QosMonitoring

	QosMonitoringReport
	5.6.2.42
	Contains QoS monitoring reporting information.
	QosMonitoring

	QosNotificationControlInfo
	5.6.2.32
	Contains the QoS Notification Control Information.
	

	RanNasRelCause
	5.6.2.28
	Contains the RAN/NAS release cause.
	RAN-NAS-Cause

	RedirectAddressType
	5.6.3.12
	Indicates the redirect address type.
	ADC

	RedirectInformation
	5.6.2.13
	Contains the redirect information.
	ADC

	ReportingFrequency
	5.6.3.22
	Indicates the frequency for the reporting
	QosMonitoring

	ReportingLevel
	5.6.3.4
	Indicates the reporting level.
	

	RequestedQos
	5.6.2.31
	Contains the QoS information requested by the UE.
	

	RequestedQosMonitoringParameter
	5.6.3.21
	Indicates the requested QoS monitoring parameters to be measured.
	QosMonitoring

	RequestedRuleData
	5.6.2.24
	Contains rule data requested by the PCF to receive information associated with PCC rules. 
	

	RequestedRuleDataType
	5.6.3.7
	Contains the type of rule data requested by the PCF.
	

	RequestedUsageData
	5.6.2.25
	Contains usage data requested by the PCF requesting usage reports for the corresponding usage monitoring data instances. 
	UMC

	RuleOperation
	5.6.3.11
	Indicates a UE initiated resource operation that causes a request for PCC rules.
	

	RuleReport
	5.6.2.27
	Reports the status of PCC.
	

	RuleStatus
	5.6.3.8
	Indicates the status of PCC or session rule.
	

	SatelliteBackhaulCategory
	5.6.3.30
	Indicates the satellite or non-satellite backhaul category.
	SatBackhaulCategoryChg

	ServingNfIdenty
	5.6.2.38
	Contains the serving Network Function identity.
	

	SessionRule
	5.6.2.7
	Contains session level policy information.
	

	SessionRuleFailureCode
	5.6.3.17
	Indicates the reason of the session rule failure.
	SessionRuleErrorHandling

	SessionRuleReport
	5.6.2.37
	Reports the status of session rule.
	SessionRuleErrorHandling

	SgsnAddress
	5.6.2.50
	Contains the serving SGSN address.
	2G3GIWK

	SmPolicyAssociationReleaseCause
	5.6.3.23
	Represents the cause why the PCF requests the termination of the SM policy association.
	

	SmPolicyControl
	5.6.2.2
	Contains the parameters to request the SM policies and the SM policies authorized by the PCF.
	

	SmPolicyContextData
	5.6.2.3
	Contains the parameters to create individual SM policy resource.
	

	SmPolicyDecision
	5.6.2.4
	Contains the SM policies authorized by the PCF.
	

	SmPolicyNotification
	5.6.2.5
	Contains the update of the SM policies.
	

	SmPolicyDeleteData
	5.6.2.15
	Contains the parameters to be sent to the PCF when the individual SM policy is deleted.
	

	SmPolicyUpdateContextData
	5.6.2.19
	Contains the met policy control request trigger(s) and corresponding new value(s) or the error report of the policy enforcement.
	

	SteeringFunctionality
	5.6.3.18
	Indicates functionality to support traffic steering, switching and splitting determined by the PCF.
	ATSSS

	SteeringMode
	5.6.2.39
	Contains the steering mode value and parameters determined by the PCF.
	ATSSS

	SteerModeIndicator
	5.6.3.31
	Contains Autonomous load-balance indicator or UE-assistance indicator.
	EnATSSS

	SteerModeValue
	5.6.3.19
	Indicates the steering mode value determined by the PCF.
	ATSSS

	TerminationNotification
	5.6.2.21
	Termination Notification.
	

	ThresholdValue
	5.6.2.52
	Contains the threshold value(s) for RTT and/or Packet Loss Rate.
	EnATSSS

	TrafficControlData
	5.6.2.10
	Contains parameters determining how flows associated with a PCCRule are treated (blocked, redirected, etc).
	

	TsnBridgeInfo
	5.6.2.41
	Contains parameters that describe and identify the TSC user plane node.
	TimeSensitiveNetworking,
TimeSensitiveCommunication

	TsnPortNumber
	5.6.3.2
	Contains a port number.
	TimeSensitiveNetworking

	UeCampingRep
	5.6.2.26
	Contains the current applicable values corresponding to the policy control request triggers.
	

	UeInitiatedResourceRequest
	5.6.2.29
	Indicates a UE requests specific QoS handling for selected SDF.
	

	UpPathChgEvent
	5.6.2.20
	Contains the UP path change event subscription from the AF.
	TSC

	UsageMonitoringData
	5.6.2.12
	Contains usage monitoring related control information.
	UMC

	UserPlaneLatencyRequirements
	5.6.2.51
	The user plane latency requirements.
	EnEDGE



Table 5.6.1-2 specifies data types re-used by the Npcf_SMPolicyControl service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_SMPolicyControl service based interface. 
Table 5.6.1-2: Npcf_SMPolicyControl re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	5GMmCause
	3GPP TS 29.571 [11]
	Contains the cause value of 5GMM protocol.
	RAN-NAS-Cause

	5Qi
	3GPP TS 29.571 [11]
	Unsigned integer representing a 5G QoS Identifier (see subclause 5.7.2.1 of 3GPP TS 23.501 [2]), within the range 0 to 255.
	

	5QiPriorityLevel
	3GPP TS 29.571 [11]
	Unsigned integer indicating the 5QI Priority Level (see subclauses 5.7.3.3 and 5.7.4 of 3GPP TS 23.501 [2]), within the range 1 to 127.
Values are ordered in decreasing order of priority, i.e. with 1 as the highest priority and 127 as the lowest priority.
	

	5QiPriorityLevelRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "5QiPriorityLevel" data type, but with the OpenAPI "nullable: true" property.
	

	AccessType
	3GPP TS 29.571 [11]
	The identification of the type of access network.
	

	AccessTypeRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "AccessType" data type, but with the OpenAPI "nullable: true" property.
	ATSSS

	Ambr
	3GPP TS 29.571 [11]
	Session AMBR.
	

	AnGwAddress
	3GPP TS 29.514 [17]
	Carries the control plane address of the access network gateway. (NOTE 1)
	

	ApplicationChargingId
	3GPP TS 29.571 [11]
	Application provided charging identifier allowing correlation of charging information.
	AF_Charging_Identifier

	Arp
	3GPP TS 29.571 [11]
	ARP.
	

	AverWindow
	3GPP TS 29.571 [11]
	Averaging Window.
	

	AverWindowRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "AverWindow" data type, but with the OpenAPI "nullable: true" property.
	

	Bytes
	3GPP TS 29.571 [11]
	String with format "byte".
	TimeSensitiveNetworking

	BitRate
	3GPP TS 29.571 [11]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"
Examples: 
"125 Mbps", "0.125 Gbps", "125000 Kbps".
	

	BitRateRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "BitRate" data type, but with the OpenAPI "nullable: true" property.
	

	ChargingId
	3GPP TS 29.571 [11]
	Charging identifier allowing correlation of charging information.
	

	ContentVersion
	3GPP TS 29.514 [17]
	Indicates the content version of a PCC rule. It uniquely identifies a version of the PCC rule as defined in subclause 4.2.6.2.14.
	RuleVersioning

	DateTime
	3GPP TS 29.571 [11]
	String with format "date-time" as defined in OpenAPI Specification [10].
	

	DateTimeRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "DateTime" data type, but with the OpenAPI "nullable: true" property.
	

	DddTrafficDescriptor
	3GPP TS 29.571 [11]
	Traffic Descriptor
	DDNEventPolicyControl

	DlDataDeliveryStatus
	3GPP TS 29.571 [11]
	Downlink data delivery status.
	DDNEventPolicyControl

	DnaiChangeType
	3GPP TS 29.571 [11]
	Describes the types of DNAI change.
	

	Dnn
	3GPP TS 29.571 [11]
	The DNN the user is connected to.
	

	DnnSelectionMode
	3GPP TS 29.502 [22]
	DNN selection mode.
	DNNSelectionMode

	DurationSec
	3GPP TS 29.571 [11]
	Identifies a period of time in units of seconds.
	

	DurationSecRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "DurationSec" data type, but with the OpenAPI "nullable: true" property.
	

	EthFlowDescription
	3GPP TS 29.514 [17]
	Defines a packet filter for an Ethernet flow. (NOTE 2)
	

	ExtMaxDataBurstVol
	3GPP TS 29.571 [11]
	Maximum Data Burst Volume.
	EMDBV

	ExtMaxDataBurstVolRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "ExtMaxDataBurstVol" data type, but with the OpenAPI "nullable: true" property.
	EMDBV

	FinalUnitAction
	3GPP TS 32.291 [19]
	Indicates the action to be taken when the user's account cannot cover the service cost.
	

	FlowStatus
	3GPP TS 29.514 [17]
	Describes whether the IP flow(s) are enabled or disabled. The value "REMOVED" is not applicable to Npcf_SMPolicyControl service.
	

	Gpsi
	3GPP TS 29.571 [11]
	Identifies a GPSI.
	

	GroupId
	3GPP TS 29.571 [11]
	Identifies a group of internal globally unique ID.
	

	Guami
	3GPP TS 29.571 [11]
	Globally Unique AMF Identifier.
	

	InvalidParam
	3GPP TS 29.571 [11]
	Invalid Parameters for the reported failed policy decisions
	ExtPolicyDecisionErrorHandling

	IpIndex
	3GPP TS 29.519 [15]
	Information that identifies which IP pool or external server is used to allocate the IP address.
	

	Ipv4Addr
	3GPP TS 29.571 [11] 
	Identifies an Ipv4 address.
	

	Ipv4AddrMask
	3GPP TS 29.571 [11]
	String identifying an IPv4 address mask.
	

	Ipv6Addr
	3GPP TS 29.571 [11]
	Identifies an IPv6 address.
	

	Ipv6Prefix
	3GPP TS 29.571 [11]
	The Ipv6 prefix allocated for the user.
	

	MacAddr48
	3GPP TS 29.571 [11]
	MAC Address.
	

	MaxDataBurstVol
	3GPP TS 29.571 [11]
	Maximum Data Burst Volume.
	

	MaxDataBurstVolRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "MaxDataBurstVol" data type, but with the OpenAPI "nullable: true" property.
	

	NfInstanceId
	3GPP TS 29.571 [11]
	The NF instance identifier.
	

	NfSetId
	3GPP TS 29.571 [11]
	The NF set identifier.
	

	NgApCause
	3GPP TS 29.571 [11]
	Contains the cause value of NgAP protocol.
	RAN-NAS-Cause

	NullValue
	3GPP TS 29.571 [11]
	JSON's null value, used as an explicit value of an enumeration.
	

	PacketDelBudget
	3GPP TS 29.571 [11]
	Packet Delay Budget.
	

	PacketErrRate
	3GPP TS 29.571 [11]
	Packet Error Rate.
	

	PacketLossRateRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PacketLossRate" data type, but with the OpenAPI "nullable: true" property.
	

	PduSessionId
	3GPP TS 29.571 [11]
	The identification of the PDU session.
	

	PduSessionType
	3GPP TS 29.571 [11]
	Indicate the type of a PDU session.
	

	Pei
	3GPP TS 29.571 [11]
	The Identification of a Permanent Equipment.
	

	PlmnIdNid
	3GPP TS 29.571 [11]
	The identification of the Network. PLMN Identity, and for SNPN NID.
	

	PresenceInfo	
	3GPP TS 29.571 [11]
	Contains the information which describes a Presence Reporting Area.
	PRA

	PresenceInfoRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PresenceInfo" data type, but with the OpenAPI "nullable: true" property.
	PRA

	ProblemDetails
	3GPP TS 29.571 [11]
	Contains a detailed information about an error.
	

	QosNotifType
	3GPP TS 29.514 [17]
	Indicates whether the GBR targets for the indicated SDFs are "NOT_GUARANTEED" or "GUARANTEED" again.
	

	QosResourceType
	3GPP TS 29.571 [11]
	Indicates whether the resource type is GBR, delay critical GBR, or non-GBR.
	

	RatingGroup
	3GPP TS 29.571 [11]
	Identifier of a rating group.
	

	RatType
	3GPP TS 29.571 [11]
	The identification of the RAT type.
	

	RedirectResponse
	3GPP TS 29.571 [11]
	Contains redirection related information.
	ES3XX

	RouteToLocation
	3GPP TS 29.571 [11]
	A traffic routes to applications location.
	TSC

	ServiceId
	3GPP TS 29.571 [11]
	Identifier of a service.
	

	Snssai
	3GPP TS 29.571 [11]
	Identifies the S-NSSAI.
	

	SubscribedDefaultQos
	3GPP TS 29.571 [11]
	Subscribed Default QoS.
	

	Supi
	3GPP TS 29.571 [11]
	The identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	TraceData
	3GPP TS 29.571 [11]
	
	

	TimeZone
	3GPP TS 29.571 [11]
	Contains the user time zone information.
	

	TscaiInputContainer
	3GPP TS 29.514 [17]
	TSCAI Input information.
	TimeSensitiveNetworking

	Uinteger
	3GPP TS 29.571 [11]
	Unsigned Integer.
	TimeSensitiveNetworking

	Uint64
	3GPP TS 29.571 [11]
	Unsigned 64-bit integers.
	TimeSensitiveNetworking

	Uri
	3GPP TS 29.571 [11]
	URI.
	

	UserLocation
	3GPP TS 29.571 [11]
	Contains the user location(s).
	

	Volume
	3GPP TS 29.122 [32]
	Unsigned integer identifying a volume in units of bytes.
	

	VolumeRm
	3GPP TS 29.122 [32]
	This data type is defined in the same way as the "Volume" data type, but with the OpenAPI "nullable: true" property.
	

	VplmnQos
	3GPP TS 29.502 [22]
	QoS constraints in the VPLMN.
	VPLMN-QoS-Control

	NOTE 1:	"AnGwAddr" data structure is only applicable to the 5GS and EPC/E-UTRAN interworking scenario as defined in Annex B.
NOTE 2:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange as specified in subclause 5.8 shall be supported.
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Table 5.6.2.3-1: Definition of type SmPolicyContextData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accNetChId
	AccNetChId
	O
	0..1
	Indicates the access network charging identifier for default QoS flow or whole PDU session.
	

	chargEntityAddr
	AccNetChargingAddress
	O
	0..1
	Address of the network entity performing charging.
	

	gpsi
	Gpsi
	O
	0..1
	Gpsi shall contain either an External Id or an MSISDN.
	

	supi
	Supi
	M
	1
	Subscription Permanent Identifier.
(NOTE 2)
	

	invalidSupi
	boolean
	C
	0..1
	When this attribute is included and set to true, it indicates that the "supi" attribute contains an invalid value. This attribute shall be present if the SUPI is not available in the NF service consumer, or the SUPI is unauthenticated. 
When present it shall be set as follows:
- true: invalid SUPI.
- false (default): valid SUPI.

	

	pduSessionId
	PduSessionId
	M
	1
	PDU session Id.
	

	dnn

	Dnn
	M
	1
	The DNN of the PDU session, a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only.
	

	dnnSelMode
	DnnSelectionMode
	O
	0..1
	Indicates whether the requested DNN corresponds to an explicitly subscribed DNN.
	DNNSelectionMode

	interGrpIds
	array(GroupId)
	O
	1..N
	The internal Group Id(s).
	

	notificationUri
	Uri
	M
	1
	Identifies the recipient of SM policies update notifications sent by the PCF.
	

	pduSessionType
	PduSessionType
	M
	1
	Indicates the type of a PDU session.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	addAccessInfo
	AdditionalAccessInfo
	O
	0..1
	Indicates the combination of additional Access Type and RAT Type for MA PDU session.
	ATSSS

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
	

	userLocationInfo
	UserLocation
	O
	0..1
	The location whereof the served UE is camping.
(NOTE x1)
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	pei
	Pei
	O
	0..1
	The Permanent Equipment Identifier of the served UE.
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	ipDomain
	string
	O
	0..1
	IPv4 address domain identifier.
(NOTE 1)
	

	subsSessAmbr
	Ambr
	O
	0..1
	UDM subscribed or DN-AAA authorized Session-AMBR.
	

	authProfIndex
	string
	O
	0..1
	DN-AAA authorization profile index.
	DN-Authorization

	subsDefQos
	SubscribedDefaultQos
	O
	0..1
	Subscribed Default QoS Information.
	

	vplmnQos
	VplmnQos
	O
	0..1
	QoS constraints in a VPLMN.
	VPLMN-QoS-Control

	numOfPackFilter
	integer
	O
	0..1
	Contains the number of supported packet filter for signalled QoS rules.
	

	online
	boolean
	O
	0..1
	If it is included and set to true, the online charging is applied to the PDU session.
	

	offline
	boolean
	O
	0..1
	If it is included and set to true, the offline charging is applied to the PDU session.
	

	chargingCharacteristics
	string
	O
	0..1
	Contains the Charging Characteristics applied to the PDU session. Functional requirements for the Charging Characteristics are defined in 3GPP TS 32.255 [35] Annex A.
The charging characteristics are encoded as specified in 3GPP TS 29.503 [34].
	

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	3GPP-PS-Data-Off

	refQosIndication
	boolean
	O
	0..1
	If it is included and set to true, the reflective QoS is supported by the UE.
	

	sliceInfo
	Snssai
	M
	1
	Identifies the S-NSSAI.
	

	qosFlowUsage
	QosFlowUsage
	O
	0..1
	Indicates the required usage for default QoS flow.
	

	servNfId
	ServingNfIdentity
	O
	0..1
	Contains the serving network function identity.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.8.
This parameter shall be supplied by the NF service consumer in the POST request that requested the creation of an individual SM policy resource.
	

	traceReq
	TraceData
	O
	0..1
	Trace control and configuration parameters information defined in 3GPP TS 32.422 [24].
	

	smfId
	NfInstanceId
	O
	0..1
	SMF instance identifier.
	

	recoveryTime
	DateTime
	O
	0..1
	It includes the recovery time of the NF service consumer.
	

	maPduInd
	MaPduIndication
	O
	0..1
	Contains the MA PDU session indication, i.e., MA PDU Request or MA PDU Network-Upgrade Allowed.
	ATSSS

	atsssCapab
	AtsssCapability
	O
	0..1
	Contains the ATSSS capability supported for the MA PDU Session.
	ATSSS

	ipv4FrameRouteList
	array(Ipv4AddrMask)
	O
	1..N
	List of Framed Route information of IPv4.
	

	ipv6FrameRouteList
	array(Ipv6Prefix)
	O
	1..N
	List of Framed Route information of IPv6.
	

	[bookmark: _Hlk69804791]satBackhaulCategory
	[bookmark: _Hlk69804816]SatelliteBackhaulCategory
	O
	0..1
	Satellite backhaul category used for the PDU session.
	SatBackhaulCategoryChg

	NOTE 1:	The value provided in this attribute is implementation specific. The only constraint is that the NF service consumer shall supply a different identifier for each overlapping address domain (e.g. the SMF NF instance identifier).
NOTE 2:	For an emergency session, when the SUPI is not available in the NF service consumer, or if available, the SUPI is unauthenticated, the value provided in the "supi" attribute is implementation specific.
NOTE x1:	The SMF may encode both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute.
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Table 5.6.2.15-1: Definition of type SmPolicyDeleteData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	userLocationInfo
	UserLocation
	O
	0..1
	The location(s) where the served UE is camping.
(NOTE)
	RAN-NAS-Cause, NetLoc

	ueTimeZone
	TimeZone 
	O
	0..1
	The time zone where the served UE is camping.
	RAN-NAS-Cause, NetLoc

	userLocationInfoTime
	DateTime
	O
	0..1
	Contains the NTP time at which the UE was last known to be in the location contained in the "userLocationInfo" attribute.
	RAN-NAS-Cause, NetLoc

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN, the NID together with the PLMN ID identify the SNPN.
	NetLoc

	ranNasRelCauses
	array(RanNasRelCause)
	O
	1..N
	Indicates the RAN and/or NAS release cause(s) code information.
	RAN-NAS-Cause

	accuUsageReports
	array(AccuUsageReport)
	O
	1..N
	Contains the accumulated usage reporting information.
	UMC

	pduSessRelCause
	PduSessionRelCause
	O
	0..1
	Indicates PDU session release cause.
	PDUSessionRelCause,
ImmediateTermination

	qosMonReports
	array(QosMonitoringReport)
	O
	1..N
	QoS Monitoring reporting information.
	QosMonitoring

	NOTE:	The SMF may encode both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute. 
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Table 5.6.2.19-1: Definition of type SmPolicyUpdateContextData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	repPolicyCtrlReqTriggers
	array(PolicyControlRequestTrigger)
	C
	1..N
	The policy control request triggers which are met. It is omitted if no triggers are met such as in subclauses 4.2.4.7 and 4.2.4.15.
	

	accNetChIds
	array(AccNetChId)
	O
	1..N
	Indicates the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	addAccessInfo
	AdditionalAccessInfo
	O
	0..1
	Indicates the combination of added Access Type and RAT Type for MA PDU session.
	ATSSS

	relAccessInfo
	AdditionalAccessInfo
	O
	0..1
	Indicates the combination of released Access Type and RAT Type for MA PDU session.
	ATSSS

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
	

	userLocationInfo
	UserLocation
	O
	0..1
	The location whereof the served UE is camping.
(NOTE x1)
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	ipDomain
	string
	O
	0..1
	IPv4 address domain identifier.
(NOTE 2)
	

	relIpv4Address
	Ipv4Addr
	O
	0..1
	Indicates the released IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	relIpv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	Indicates the released IPv6 Address Prefix of the served UE in multi-homing case.
	

	relUeMac
	MacAddr48
	O
	0..1
	Indicates the released MAC Address of the served UE.
	

	ueMac
	MacAddr48
	O
	0..1
	The MAC Address of the served UE.
	

	subsSessAmbr
	Ambr
	O
	0..1
	UDM subscribed or DN-AAA authorized Session-AMBR.
	

	authProfIndex
	string
	O
	0..1
	DN-AAA authorization profile index.
	DN-Authorization

	subsDefQos
	SubscribedDefaultQos
	O
	0..1
	Subscribed Default QoS Information.
	

	vplmnQos
	VplmnQos
	O
	0..1
	QoS constraints in a VPLMN
	VPLMN-QoS-Control

	numOfPackFilter
	integer
	O
	0..1
	Contains the number of supported packet filter for signalled QoS rules.
(NOTE 1)
	

	accuUsageReports
	array(AccuUsageReport)
	O
	1..N
	Contains the accumulated usage report(s).
	UMC

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	3GPP-PS-Data-Off 

	appDetectionInfos
	array(AppDetectionInfo)
	O
	1..N
	Reports the start/stop of the application traffic and detected SDF descriptions if applicable.
	ADC

	ruleReports
	array(RuleReport)
	O
	1..N
	Used to report the PCC rule failure.
	

	sessRuleReports
	array(SessionRuleReport)
	O
	1..N
	Used to report the session rule failure.
	SessionRuleErrorHandling

	qncReports
	array(QosNotificationControlInfo)
	O
	1..N
	QoS Notification Control information.
	

	qosMonReports
	array(QosMonitoringReport)
	O
	1..N
	QoS Monitoring reporting information.
	QosMonitoring

	userLocationInfoTime
	DateTime
	O
	0..1
	Contains the NTP time at which the UE was last known to be in the location.
	

	repPraInfos
	map(PresenceInfo)
	O
	1..N
	Reports the changes of presence reporting area. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall be supplied. The "additionalPraId" attribute within the PresenceInfo data type shall not be supplied.
	PRA

	ueInitResReq
	UeInitiatedResourceRequest
	O
	0..1
	Indicates a UE requests specific QoS handling for selected SDF.
	

	refQosIndication
	boolean
	O
	0..1
	If it is included and set to true, the reflective QoS is supported by the UE. If it is included and set to false, the reflective QoS is revoked by the UE.
	

	qosFlowUsage
	QosFlowUsage
	O
	0..1
	Indicates the required usage for default QoS flow.
	

	creditManageStatus
	CreditManagementStatus
	O
	0..1
	Indicates the reason of the credit management session failure.
	

	servNfId
	ServingNfIdentity
	O
	0..1
	Contains the serving network function identity.
	

	traceReq
	TraceData
	C
	0..1
	It shall be included if trace is required to be activated, modified or deactivated (see 3GPP TS 32.422 [24]). For trace modification, it shall contain a complete replacement of trace data.
For trace deactivation, it shall contain the Null value.
	

	addIpv6AddrPrefixes
	array(Ipv6Prefix)
	O
	1..N
	The Ipv6 Address Prefixes of the served UE.
	MultiIpv6AddrPrefix

	addRelIpv6AddrPrefixes
	array(Ipv6Prefix)
	O
	1..N
	Indicates the released IPv6 Address Prefixes of the served UE in multi-homing case.
	MultiIpv6AddrPrefix

	tsnBridgeInfo
	TsnBridgeInfo
	O
	0..1
	Transports TSN bridge information.
	TimeSensitiveNetworking

	tsnBridgeManCont
	BridgeManagementContainer
	O
	0..1
	Transports TSN bridge management information.
	TimeSensitiveNetworking

	tsnPortManContDstt
	PortManagementContainer
	O
	0..1
	Transports TSN port management information for the DS-TT port.
	TimeSensitiveNetworking

	tsnPortManContNwtts
	array(PortManagementContainer)
	O
	1..N
	Transports TSN port management information for one or more NW-TT ports.
	TimeSensitiveNetworking

	maPduInd
	MaPduIndication
	O
	0..1
	Contains the MA PDU session indication, i.e., MA PDU Request or MA PDU Network-Upgrade Allowed. (NOTE 1)
	ATSSS

	atsssCapab
	AtsssCapability
	O
	0..1
	Contains the ATSSS capability supported for the MA PDU session. (NOTE 1)
	ATSSS

	mulAddrInfos
	array(IpMulticastAddressInfo)
	O
	1..N
	Contains the IP multicast address information.
	WWC

	policyDecFailureReports
	array(PolicyDecisionFailureCode)
	O
	1..N
	Indicates the type(s) of the failed policy decision and/or condition data.
	PolicyDecisionErrorHandling

	invalidPolicyDecs
	array(InvalidParam)
	O
	1..N
	Indicates the invalid parameters for the reported type(s) of the failed policy decision and/or condition data.
	ExtPolicyDecisionErrorHandling

	trafficDescriptors
	array(DddTrafficDescriptor)
	O
	1..N
	Contains the traffic descriptor(s)
	DDNEventPolicyControl

	typesOfNotif
	array(DlDataDeliveryStatus)
	O
	1..N
	Contains the type of notification of DDD Status.
	DDNEventPolicyControl

	pccRuleId
	string
	O
	0..1
	Contains the identifier of the PCC rule which is used for traffic detection of event (e.g. DDN failure).
	DDNEventPolicyControl2

	interGrpIds
	array(GroupId)
	O
	1..N
	Internal Group Identifier(s) of the served UE.
	GroupIdListChange

	satBackhaulCategory
	SatelliteBackhaulCategory
	O
	0..1
	Satellite backhaul category used for the PDU session.
	SatBackhaulCategoryChg

	NOTE 1:	This attribute is only applicable to the 5GS and EPC/E-UTRAN interworking scenario as defined in Annex B.
NOTE 2:	The value provided in this attribute is implementation specific. The only constraint is that the NF service consumer shall supply a different identifier for each overlapping address domain (e.g. the SMF NF instance identifier).
NOTE x1:	The SMF may encode both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute. 



*** 12th Change ***
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Table 5.6.2.26-1: Definition of type UeCampingRep
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	servNfId
	ServingNfIdentity
	O
	0..1
	Contains the serving network function identity.
	

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
	

	userLocationInfo
	UserLocation
	O
	0..1
	The location(s) of the served UE.
(NOTE)
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	netLocAccSupp
	NetLocAccessSupport
	O
	0..1
	Indicates that the access network does not support the reporting of the requested access network information.
	NetLoc

	NOTE:	The SMF may encode both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute.



*** End of Changes ***
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