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[bookmark: _Toc34219423][bookmark: _Toc34739745][bookmark: _Toc34739992][bookmark: _Toc34749464][bookmark: _Toc35936351][bookmark: _Toc36462526][bookmark: _Toc45031027][bookmark: _Toc67994775]6.1.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	See 3GPP TS 29.500 [4] clause 6.6.
	

	plmn-id
	PlmnId
	M
	1
	PLMN identity of the PLMN serving the UE.
	

	access-type
	AccessType
	O
	0..1
	Access type used by the UE.
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SorInformation
	M
	1
	200 OK
	Upon success, a response with "200 OK" status code and a response body containing the SoR information as requested by the NF consumer (e.g. UDM) shall be returned by the SOR-AF.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)


	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to one of the following application errors:
- USER_NOT_FOUND

	NOTE 1:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponses may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control 
	string
	M
	1
	The Cache-Control HTTP header is set to the value "no-cache" instructing the NF consumer (e.g. UDM) to not cache the received SoR information.



Table 6.1.3.2.3.1-x: Headers supported by the 307 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



Table 6.1.3.2.3.1-y: Headers supported by the 308 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



[bookmark: _Toc42953904][bookmark: _Toc43463221][bookmark: _Toc49847833][bookmark: _Toc56497962][bookmark: _Toc67684617]* * * Next Change * * * *
[bookmark: _Toc42953864][bookmark: _Toc43463181][bookmark: _Toc49847793][bookmark: _Toc56497922][bookmark: _Toc67684577]6.1.3.3.3.1	PUT
This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SorAckInfo
	M
	1
	Contains an indication on the reception status of the acknowledgment of successful reception of SoR information by the UE.



Table 6.1.3.3.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with "204 No Content" status code shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)


	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to the following application error:
- USER_NOT_FOUND

	NOTE 1:	The manadatory HTTP error status code for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponses may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.3.1-x: Headers supported by the 307 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



Table 6.1.3.3.3.1-y: Headers supported by the 308 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



* * * Next Change * * * *
[bookmark: _Toc34219433][bookmark: _Toc34739755][bookmark: _Toc34740002][bookmark: _Toc34749474][bookmark: _Toc35936361][bookmark: _Toc36462536][bookmark: _Toc45031037][bookmark: _Toc67994785]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nsoraf_SOR service based interface protocol.

Table 6.1.6.1-1: Nsoraf specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	SorInformation
	6.1.6.2.2
	Contains the SoR information to be conveyed to the UE.
	

	SorAckInfo
	6.1.6.2.3
	Contains an indication to the SOR-AF on the reception status of the acknowledgment of successful reception of SoR Information by the UE.
	

	SorAckStatus
	6.1.6.3.3
	Contains the reception status of the acknowledgment of successful reception of SoR Information by the UE.
	



Table 6.1.6.1-2 specifies data types re-used by the Nsoraf_SOR service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nsoraf service based interface.
Table 6.1.6.1-2: Nsoraf re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	PlmnId
	3GPP TS 29.571 [16]
	PLMN Identity
	

	ProblemDetails
	3GPP TS 29.571 [16]
	Common data type used in response bodies
	

	RedirectResponse
	3GPP TS 29.571 [10]
	Redirect Response
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	see 3GPP TS 29.500 [4] clause 6.6
	

	SteeringContainer
	3GPP TS 29.503 [15]
	Contains the SoR Information
	

	Supi
	3GPP TS 29.571 [16]
	Contains the SUPI information.
	

	DateTime
	3GPP TS 29.571 [16]
	Date Time
	

	AccessType
	3GPP TS 29.571 [16]
	Access type (e.g. 3GPP)
	




* * * Next Change * * * *
[bookmark: _Toc34219450][bookmark: _Toc34739772][bookmark: _Toc34740019][bookmark: _Toc34749491][bookmark: _Toc35936378][bookmark: _Toc36462553][bookmark: _Toc45031054][bookmark: _Toc67994802]A.2	Nsoraf_SOR API
[bookmark: _Hlk515634373][bookmark: _Hlk515642979]********TEXT SKIPPED********
paths:
  /{supi}/sor-information:
    get:
      summary: retrieve the steering of roaming information for a UE
      operationId: GetSorInformation
      tags:
        - SoR Information Retrieval
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: plmn-id
          in: query
          description: serving PLMN ID
          required: true
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        - name: access-type
          in: query
          description: Access type used by the UE
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/SorInformation'
          headers:
            Cache-Control:
              description: Cache-Control (as described in RFC 7234) with value "no-cache" to indicate that the returned SoR information should not be cached
              schema:
                type: string
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
  /{supi}/sor-information/sor-ack:
    put:
      summary: SoR Acknowledgment Reception Notification
      operationId: SorAckInfo
      tags:
        - Providing the reception status of the acknowledgement of Steering of Roaming information reception by the UE
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/SorAckInfo'
      responses:
        '204':
          description: Successful reception of the indication
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
********TEXT SKIPPED********
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