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	Reason for change:
	CP-211028 introduced the possibility to provide the AF-ID as part of the Identifier Translation query in Nudm interface.

However, the corresponding support was not added over the Nudr interface, so the UDM can determine which AFs are authorized to do such id. translation.

As specified in TS 23.502, clause 4.13.2.2, the list of authorized AF IDs must be provided by UDR:

"The UDM may invoke the Nudr_DR_Query service to retrieve a list of AF's that are allowed to trigger the UE and determines, based on UDM policy, which identifier (SUPI or MSISDN) should be used to trigger the UE."


	
	

	Summary of change:
	Add the list of allowed AF Ids is optionally included as part of the Nudr response message when the IdentityData resource is requested. This information will be used by UDM to authorize the Id Translation query as specified by TS 23.502.

Besides this change, some specific ProblemDetails have been included to specify the cases where the user does not exist or the translated identity data identifier is not found in UDR.
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* * * First Change * * * *
[bookmark: _Toc20127062][bookmark: _Toc27589038][bookmark: _Toc36459838][bookmark: _Toc45029415][bookmark: _Toc56520691][bookmark: _Toc74947727][bookmark: _Toc20127163][bookmark: _Toc27589154][bookmark: _Toc36459960][bookmark: _Toc45029554][bookmark: _Toc56520841][bookmark: _Toc74947903][bookmark: _Toc11338357][bookmark: _Toc27584960][bookmark: _Toc36456902][bookmark: _Toc45027780][bookmark: _Toc45028615][bookmark: _Toc67681369][bookmark: _Toc74944365]5.2.23.3.1	GET
This method shall support the URI query parameters specified in table 5.2.23.3.1-1.
Table 5.2.23.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	app-port-id
	AppPortId
	O
	0..1
	Application port identity, see 3GPP TS 23.501 [4] clause 4.4.7



This method shall support the request data structures specified in table 5.2.23.3.1-2 and the response data structures and response codes specified in table 5.2.23.3.1-3.
Table 5.2.23.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.2.23.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	IdentityData
	M
	1
	200 OK
	Upon success, a response body containing the identity data that corresponds to the provided ueId

	ProblemDetails
	O
	0..1
	404 Not Found
	If the ueId does not exist, a response code of 404 Not Found shall be returned. The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition, common data structures as listed in table 5.5-1 are supported.



* * * Next Change * * * *
[bookmark: _Toc20127162][bookmark: _Toc27589153][bookmark: _Toc36459959][bookmark: _Toc45029553][bookmark: _Toc56520840][bookmark: _Toc67728801][bookmark: _Toc20127197][bookmark: _Toc27589188][bookmark: _Toc36459994][bookmark: _Toc45029590][bookmark: _Toc56520877][bookmark: _Toc74947949]5.4.2.7	Type: IdentityData
Table 5.4.2.7-1: Definition of type IdentityData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supiList
	array(Supi)
	C
	1..N
	Supi list corresponding to the provided gpsi ueId.

	gpsiList
	array(Gpsi)
	C
	1..N
	Gpsi list corresponding to the provided supi ueId.
Zero or one MSISDN and/or zero or more external Identifiers may be included.

	allowedAfIds
	array(string)
	O
	1..N
	A list of Application Function Identifiers authorized to retrieve this Identities lists. The absence of this IE indicates that any AF is allowed to retrieve them.



* * * Next Change * * * *
A.2	Nudr_DataRepository API for Subscription Data

(... text not shown for clarity ...)

  /subscription-data/{ueId}/identity-data:
    get:
      summary: Retrieve identity data by SUPI or GPSI
      operationId: GetIdentityData
      tags:
        - Query Identity Data by SUPI or GPSI (Document)
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudr-dr
        - oAuth2ClientCredentials:
          - nudr-dr
          - nudr-dr:subscription-data
      parameters:
        - name: ueId
          in: path
          description: UE ID
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/VarUeId'
        - name: app-port-id
          in: query
          description: Application port identifier
          content:
            application/json:
              schema:
                $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppPortId'
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.2
          schema:
            type: string
        - name: If-Modified-Since
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.3
          schema:
            type: string
      responses:
        '200':
          description: OK
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/IdentityData'
          headers:
            Cache-Control:
              description: Cache-Control containing max-age, as described in RFC 7234, 5.2
              schema:
                type: string
            ETag:
              description: Entity Tag, containing a strong validator, as described in RFC 7232, 2.3
              schema:
                type: string
            Last-Modified:
              description: Timestamp for last modification of the resource, as described in RFC 7232, 2.2
              schema:
                type: string
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

(... text not shown for clarity ...)

    IdentityData:
      type: object
      properties:
        supiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        gpsiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        allowedAfIds:
          type: array
          items:
            type: string
          minItems: 1



(... text not shown for clarity ...)

* * * End of Changes * * * *
