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* * * First Change * * * *

[bookmark: _Toc70341506]5.4.4.69	Type: EcsServerAddr
Table 5.4.4.69-1: Definition of type EcsServerAddr
	Attribute name
	Data type
	P
	Cardinality
	Description

	ecsFqdnList
	array(string)
	C
	1..N
	This IE shall be included if available.
When present, it shall contain the list of FQDN(s) of Edge Configuration Server(s).

	ecsIpAddressList
	array(IpAddr)
	C
	1..N
	This IE shall be included if available.
When present, it shall contain the list of IP Address (es) of Edge Configuration Server(s).

	ecsProviderId
	string
	C
	0..1
	This IE shall be included if available.
When present, it shall contain the identifier of the Edge Configuration Server Provider.



* * * Next Change * * * *

5.4.4.x	Type: SpatialValidityCond
Table 5.4.4.x-1: Definition of type SpatialValidityCond
	Attribute name
	Data type
	P
	Cardinality
	Description

	presenceInfo
	PresenceInfo
	C
	0..1
	This IE shall be included if available.
When present, it shall contain the Presence Reporting Area.

	trackingAreaList
	array(Tai)
	C
	1..N
	This IE shall be included if available.
When present, it shall contain the list of tracking areas.



* * * Next Change * * * *

[bookmark: _Toc70341507]5.4.4.y	Type: SpatialValidityCondRm
This data type is defined in the same way as the "SpatialValidityCond" data type, but with the OpenAPI "nullable: true" property.

* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc70341587]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.3.0-alpha.2'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    EcsServerAddr:
      description: Contains the ECS server address.
      type: object
      properties:
        ecsFqdnList:
          type: array
          items:
            type: string
          minItems: 1
        ecsIpAddressList:
          type: array
          items:
            $ref: '#/components/schemas/IpAddr'
          minItems: 1
        ecsProviderId:
          type: string
[…]
    SACEventStatus:
      description: Contains the network slice status information in terms of the current number of UEs registered with a network slice, the current number of PDU Sessions established on a network slice or both.
      type: object
      properties:
        reachedNumUes:
          $ref: '#/components/schemas/SACInfo'
        reachedNumPduSess:
          $ref: '#/components/schemas/SACInfo'

    SpatialValidityCond:
      description: Contains the Spatial Validity Condition.
      type: object
      properties:
        presenceInfo:
          $ref: '#/components/schemas/PresenceInfo'
        trackingAreaList:
          type: array
          items:
            $ref: '#/components/schemas/Tai'
          minItems: 1

    SpatialValidityCondRm:
      description: Contains the Spatial Validity Condition or the null value.
      anyOf:
        - $ref: '#/components/schemas/SpatialValidityCond'
        - $ref: '#/components/schemas/NullValue'


[…]
* * * End of Changes * * * *
