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The Re-Authentication Notification service operation shall be used by the NSSAAF to notify the AMF to re-initiate slice-specific authentication and authorization for a given UE, as specified in clause 4.2.9.3 of 3GPP TS 23.502 [3], and clause 16.4 of 3GPP TS 33.501 [8].
The NSSAAF shall notify the NF Service Consumer (i.e. the AMF) by using the HTTP POST method as shown in Figure 5.2.2.3.1-1.


Figure 5.2.2.3.1-1: Re-authentication Notification
1.	The NSSAAF shall send a POST request to the callback URI used to receiving re-authentication notification, which is either provided by the NF Service Consumer (i.e. the AMF), or retrieved from the AMF profile stored in the NRF.
	The HTTP payload body of the POST request shall contain the SliceAuthReauthNotification data structure, within which:
- the notificationType set to the SliceAuthNotificationType of "SLICE_RE_AUTH";
- the gpsi set to the GPSI of the given UE required to be re-authenticated;
- the snssai set to the S-NSSAI required to be re-authenticated;
- 	the supi set to the SUPI of the given UE required to be re-authenticated.
NOTE:	The NSSAAF can obtain the SUPI of the UE in the response of a previous Nudm_UECM_Get used by the NSSAAF to retrieve the AMF ID.
2a.	On success, "204 No Content" shall be returned and the payload body of the POST response shall be empty.
After responding the request, the NF Service Consumer (i.e. the AMF) shall send NAS message to the UE to trigger re-authentication and re-authorization for the given slice.
The AMF then decides to execute the Slice-Specific Authentication and Authorization if needed as described in clause 5.2.2.2.1.
If the S-NSSAI is not in the Mapping Of Allowed NSSAI, the AMF removes any status of the corresponding S-NSSAI subject to Slice-Specific Authentication and Authorization in the UE context it may have kept, so that an Slice-Specific Authentication and Authorization procedure is executed next time the UE requests to register with the S-NSSAI.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.7.3-1 shall be returned. If the NSSAAF is not able to handle the request, but knows that another NSSAAF is able to handle it, it shall reply with an HTTP 3xx redirect error response pointing to the URI of the new NSSAAF. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.7.3-1.
* * * End of Changes * * * *
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