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	Reason for change:
	The description of nrV2xServicesAuth and The description of lteV2xServicesAuth are described the opposite way, they are incorrect.

	
	

	Summary of change:
	Correct the description of nrV2xServicesAuth and The description of lteV2xServicesAuth

	
	

	Consequences if not approved:
	Current description may lead to different interpretations and implementations which may raise trouble in interoperability between different vendors.
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[bookmark: _Toc74943317][bookmark: _Toc51867757][bookmark: _Toc45028996][bookmark: _Toc45028161]6.1.6.2.71	Type: V2xSubscriptionData
Table 6.1.6.2.71-1: Definition of type V2xSubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description

	nrV2xServicesAuth
	NrV2xAuth
	O
	0..1
	Indicates whether the UE is authorized to use the NRLTE sidelink for V2X services.

	lteV2xServicesAuth
	LteV2xAuth
	O
	0..1
	Indicates whether the UE is authorized to use the LTENR sidelink for V2X services.

	nrUePc5Ambr
	BitRate
	O
	0..1
	Indicates UE-PC5-AMBR for V2X communication over PC5 reference point for NR PC5.

	ltePc5Ambr
	BitRate
	O
	0..1
	Indicates UE-PC5-AMBR for V2X communication over PC5 reference point for LTE PC5.
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