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	Reason for change:
	As it is specified in chapter 6.5.6.2.12 in 29.503, the Application Function Identifier is provided by NEF from scsAsId attribute received in ECRControl structured data type through T8 interface (see clause 5.12.2.1.2 of 3GPP TS 29.122).

However, this attribute is optional in T8 interface and might not be always included.

Therefore, in order to achieve inter-operability, the Nudm_PP specification must specifiy how to handle this case, and how to populate the "afInstanceId" attribute, which is defined as mandatory/required.


	
	

	Summary of change:
	Specify that the "afInstanceId" attribute shall contain an empty string value when the scsAsId is not provided through T8.


	
	

	Consequences if not approved:
	Inter-operability problems in the UDM Parameter Provision service, due to the lack of specification on how to set a mandatory parameter, so each implementation might take incompatible approaches.
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* * * First Change * * * *
[bookmark: _Toc27585553][bookmark: _Toc36457560][bookmark: _Toc45028478][bookmark: _Toc45029313][bookmark: _Toc67682086][bookmark: _Toc74945106][bookmark: _Toc20127163][bookmark: _Toc27589154][bookmark: _Toc36459960][bookmark: _Toc45029554][bookmark: _Toc56520841][bookmark: _Toc74947903]6.5.6.2.12	Type: EcRestriction
Table 6.5.6.2.12-1: Definition of type EcRestriction
	Attribute name
	Data type
	P
	Cardinality
	Description

	afInstanceId
	string
	M
	1
	The string identifying the originating AF (NOTE)

	referenceId
	ReferenceId
	M
	1
	Transaction Reference ID

	plmnEcInfos
	array(PlmnEcInfo)
	O
	1..N
	It may indicate a complete list of serving PLMNs where Enhanced Coverage shall be allowed and the detailed enhanced coverage restriction configuration under per the PLMN.

	mtcProviderInformation
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information for UE Parameter Configuration authorization.

	NOTE:	When the service operation is originated by external AF via T8/N33 interface, information carried in scsAsId  attribute in ECRControl structured data type (see clause 5.12.2.1.2 of 3GPP TS 29.122 [45])  can be used as the value for this IE. If the scsAsId value is not received in T8, the afInstanceId attribute shall contain an empty string value ("").
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