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	Reason for change:
	During plugtest, it was detected that the functionality of emergency alert area and group geographic area notification is not implementable. An inconsistency has been identified in specifying the value of Request-URI of the SIP MESSAGE for notification of entry into/exit from an emergency alert area. In 6.3.2.4.1, the Request-URI is set to the MCPTT ID of the user instead of public user identity.
The same issue has been identified in 6.3.2.4.2 for group geographic area notification. In addition, in 6.3.2.4.2, both MCPTT group ID and MCPTT ID of the target user are specified to be included as the value of mcptt-request-uri, which is not doable.

	
	

	Summary of change:
	1) Set the Request-URI to the public user identity associated with the MCPTT ID for both emergency alert area and group geographic area notification messages. 
2) Set the <mcptt-request-uri> to the MCPTT ID of the target user for a group geographic area notification. 
3) Removed the redundant inclusion of MCPTT ID in the mcptt-request-uri element for a group geographic area notification. 
4) Resulting needed editorial corrections
In 6.3.2.4.1, step 1), the spelling is corrected from ‘are’ to area’
In 6.3.2.4.2, step 8) is reworded due to removal of step 7).

	
	

	Consequences if not approved:
	For both notifications, the SIP MESSAGE can not be routed to the MCPTT Client if the Request-URI is set to the MCPTT ID of the user.
It is not specified whether the MCPTT group ID or MCPTT ID of the target user is to be included in mcptt-request-uri.
Thus, the functionality of emergency alert area and group geographic area notification can not be implemented.
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 * * * * * * FIRST CHANGE * * * * * * *
[bookmark: _Toc75450859][bookmark: _Toc11409325][bookmark: _Toc27499653][bookmark: _Toc45208593][bookmark: _Toc11409326][bookmark: _Toc27499654][bookmark: _Toc45208594][bookmark: _Toc45696152][bookmark: _Toc51851608][bookmark: _Toc20155848][bookmark: _Toc27501004][bookmark: _Toc36049130][bookmark: _Toc44602942][bookmark: _Toc45198119][bookmark: _Toc51773100][bookmark: _Toc51773928][bookmark: _Toc51774844]6.3.2.4.1	Generating a SIP MESSAGE request for notification of entry into or exit from an emergency alert area
This clause describes the procedures for generating a SIP MESSAGE request to notify an MCPTT client that it has entered a pre-defined emergency alert area or exited from a pre-defined emergency alert area. The procedure is initiated by the participating MCPTT function when the participating MCPTT function determines that the MCPTT client has entered a pre-defined emergency alert area or exited from a pre-defined emergency alert area.
The participating MCPTT function:
1)	shall generate a SIP MESSAGE request in accordance with 3GPP TS 24.229 [4] and IETF RFC 3428 [33];
2)	shall include an Accept-Contact header field containing the g.3gpp.mcptt media feature tag along with the "require" and "explicit" header field parameters according to IETF RFC 3841 [6];
3)	shall include an Accept-Contact header field with the media feature tag g.3gpp.icsi-ref with the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt" along with parameters "require" and "explicit" according to IETF RFC 3841 [6];
4)	shall set the Request-URI to the MCPTT ID of the public user identity associated to the MCPTT ID of the targeted MCPTT user;
5)	shall include a P-Asserted-Identity header field set to the public service identity of the participating MCPTT function;
6)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcptt" (coded as specified in 3GPP TS 24.229 [4]), in a P-Asserted-Service-Id header field according to IETF RFC 6050 [9];
7)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body with the <mcpttinfo> element containing the <mcptt-Params> element with the <mcptt-request-uri> element set to the value of the MCPTT ID of the targeted MCPTT user;
8)	shall include in the application/vnd.3gpp.mcptt-info+xml MIME body an <emergency-alert-area-ind> element:
a)	set to a value of "true", if the MCPTT client has entered a pre-defined emergency alert area; or
b)	set to a value of "false", if the MCPTT client has exited from a pre-defined emergency alert area; and
9)	shall send the SIP MESSAGE request towards the MCPTT client according to the rules and procedures of 3GPP TS 24.229 [4].
Upon receiving a SIP 200 (OK) response to the SIP MESSAGE request, if the <emergency-alert-area-ind> element of the application/vnd.3gpp.mcptt-info+xml MIME body in the SIP MESSAGE request was:
1)	set to a value of "true", shall record that the MCPTT client has received the notification that it has entered the pre-defined emergency alert area; and
2)	set to a value of "false", shall record that the MCPTT client has received the notification that it has exited the pre-defined emergency alert area.
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc75450860]6.3.2.4.2	Generating a SIP MESSAGE request for notification of entry into or exit from a group geographic area
This clause describes the procedures for generating a SIP MESSAGE request to notify an MCPTT client that it has entered a pre-defined group geographic area or exited from a pre-defined group geographic area requiring affiliation to or de-affiliation from a group. The procedure is initiated by the participating MCPTT function when the participating MCPTT function determines that the MCPTT client has entered a pre-defined group geographic area or exited from a pre-defined group geographic area.
The participating MCPTT function:
1)	shall generate a SIP MESSAGE request in accordance with 3GPP TS 24.229 [4] and IETF RFC 3428 [33];
2)	shall include an Accept-Contact header field containing the g.3gpp.mcptt media feature tag along with the "require" and "explicit" header field parameters according to IETF RFC 3841 [6];
3)	shall include an Accept-Contact header field with the media feature tag g.3gpp.icsi-ref with the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt" along with parameters "require" and "explicit" according to IETF RFC 3841 [6];
4)	shall set the Request-URI to the MCPTT ID of the public user identity associated to the MCPTT ID of the targeted MCPTT user;
5)	shall include a P-Asserted-Identity header field set to the public service identity of the participating MCPTT function;
6)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcptt" (coded as specified in 3GPP TS 24.229 [4]), in a P-Asserted-Service-Id header field according to IETF RFC 6050 [9];
7)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body with the <mcpttinfo> element containing the <mcptt-Params> element with the <mcptt-request-uri> element set to the value of the MCPTT ID of the targeted MCPTT uservoid;
[bookmark: _GoBack]8)	shall include in thean application/vnd.3gpp.mcptt-info+xml MIME body with an <mcpttinfo> element containing the <mcptt-Params> element with:
a)	an <mcptt-request-uri> element set to the value of the MCPTT ID of the targeted MCPTT usergroup identity of the group for which a pre-defined group geographic area has been entered or exited;
b)	an <associated-group-id> element set to the MCPTT group ID of the group for which a pre-defined group geographic area has been entered or exited; and
c)	a <group-geo-area-ind> element:
i)	set to a value of "true", if the MCPTT client has entered a pre-defined group geographic area; or
ii)	set to a value of "false", if the MCPTT client has exited from a pre-defined group geographic area; and
9)	shall send the SIP MESSAGE request towards the MCPTT client according to the rules and procedures of 3GPP TS 24.229 [4].
Upon receiving a SIP 200 (OK) response to the SIP MESSAGE request, if the <group-geo-area-ind> element of the application/vnd.3gpp.mcptt-info+xml MIME body in the SIP MESSAGE request was:
1)	set to a value of "true", shall record that the MCPTT client has received the notification that it has entered the pre-defined group geographic area; and
2)	set to a value of "false", shall record that the MCPTT client has received the notification that it has exited the pre-defined group geographic area.

* * * * * * * END CHANGES * * * * * * *
