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*  *  *  *  *  FIRST CHANGE  *  *  *  *  *
[bookmark: _Toc20155786][bookmark: _Toc27500941][bookmark: _Toc36049066][bookmark: _Toc45209829][bookmark: _Toc51860654][bookmark: _Toc75451017]9.2.1.2	Affiliation status change procedure
In order:
-	to indicate that an MCPTT user is interested in one or more MCPTT group(s) at an MCPTT client;
-	to indicate that the MCPTT user is no longer interested in one or more MCPTT group(s) at the MCPTT client;
-	to indicate that the MCPTT user continues to have interest in one or more MCPTT group(s) at an MCPTT client due to near expiration of the expiration time of an MCPTT group with the affiliation status set to the "affiliated" state received in a SIP NOTIFY request in clause 9.2.1.3;
-	to send an affiliation status change request in mandatory mode to another MCPTT user;
-	to indicate that an MCPTT user is interested in one or more MCPTT group(s) at an MCPTT client triggered by a location or functional alias activation criteria;
-	to indicate that the MCPTT user is no longer interested in one or more MCPTT group(s) at the MCPTT client client triggered by location or functional alias deactivation criteria; or
-	any combination of the above;
the MCPTT client shall generate a SIP PUBLISH request according to 3GPP TS 24.229 [4], IETF RFC 3903 [37], and IETF RFC 3856 [51].
When the MCPTT user indicates that he is no longer interested in one or more MCPTT group(s) at the MCPTT client, the MCPTT client shall first check the <manual-deaffiliation-not-allowed-if-affiliation-rules-are-met><manual-de-affiliation-not-allowed-if-location-criteria-met> element within the <anyExt> element of the <entry> element corresponding to the group information within the <GroupList> list element of the <anyExt> element of the <OnNetwork> element of the MCPTT user profile document (see the MCPTT user profile document in 3GPP TS 24.484 [50]). If the affiliation to the group has been activated due to a rule being fulfilled and the <manual-deaffiliation-not-allowed-if-affiliation-rules-are-met><manual-de-affiliation-not-allowed-if-rules are-met> element is set to a value of "true", the MCPTT client shall suppress the MCPTT user's request.
NOTE 1:	If the request is suppressed, a notification message can be displayed to the user
In the SIP PUBLISH request, the MCPTT client:
1)	shall set the Request-URI to the public service identity identifying the originating participating MCPTT function serving the MCPTT user;
2)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body. In the application/vnd.3gpp.mcptt-info+xml MIME body, the MCPTT client shall include the <mcptt-request-uri> element set to the MCPTT ID of the MCPTT user;
3)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcptt" (coded as specified in 3GPP TS 24.229 [4]), in a P-Preferred-Service header field according to IETF RFC 6050 [9];
4)	if the targeted MCPTT user is interested in at least one MCPTT group at the targeted MCPTT client, shall set the Expires header field according to IETF RFC 3903 [37], to 4294967295;
NOTE 2:	4294967295, which is equal to 232-1, is the highest value defined for Expires header field in IETF RFC 3261 [24].
5)	if the targeted MCPTT user is no longer interested in any MCPTT group at the targeted MCPTT client, shall set the Expires header field according to IETF RFC 3903 [37], to zero; and
6)	shall include an application/pidf+xml MIME body indicating per-user affiliation information according to clause 9.3.1. In the MIME body, the MCPTT client:
a)	shall include all MCPTT groups where the targeted MCPTT user indicates its interest at the targeted MCPTT client;
b)	shall include the MCPTT client ID of the targeted MCPTT client;
c)	shall not include the "status" attribute and the "expires" attribute in the <affiliation> element; and
d)	shall set the <p-id> child element of the <presence> root element to a globally unique value.
[bookmark: _Hlk72742787]NOTE:	This procedure deviates from IETF RFC 3903 [37] by possibly including an application/pidf+xml MIME body when refreshing the expiration time for one or more groups. The use of this MIME body provides the ability to refresh affiliation or to deaffiliate multiple groups in a single message.
The MCPTT client shall send the SIP PUBLISH request according to 3GPP TS 24.229 [4].
*  *  *  *  *  END CHANGES  *  *  *  *  *


