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	24.486
	0100
	1
	Rel-17
	XML schema for PC5 Provisioning in multi-operator V2X scenarios procedure
	B
	17.0.0
	CT1#131-e
	C1-215078
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0101
	-
	Rel-17
	XML schema for Obtaining dynamic information of the UEs in proximity range procedure
	B
	17.0.0
	CT1#131-e
	C1-214218
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0102
	-
	Rel-17
	XML schema for V2X groupcastbroadcast configuration by VAE layer procedure
	B
	17.0.0
	CT1#131-e
	C1-214219
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0103
	1
	Rel-17
	UE initiated session-oriented service establishment procedure
	B
	17.0.0
	CT1#131-e
	C1-215079
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0104
	-
	Rel-17
	Structure for UE initiated session-oriented service establishment procedure
	B
	17.0.0
	CT1#131-e
	C1-214221
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0105
	-
	Rel-17
	Data semantics for UE initiated session-oriented service establishment procedure
	B
	17.0.0
	CT1#131-e
	C1-214222
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0106
	-
	Rel-17
	XML schema for UE initiated session-oriented service establishment procedure
	B
	17.0.0
	CT1#131-e
	C1-214223
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0107
	1
	Rel-17
	UE initiated session-oriented service update procedure
	B
	17.0.0
	CT1#131-e
	C1-215080
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0108
	-
	Rel-17
	Structure for UE initiated session-oriented service update procedure
	B
	17.0.0
	CT1#131-e
	C1-214225
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0109
	-
	Rel-17
	Data semantics for UE initiated session-oriented service update procedure
	B
	17.0.0
	CT1#131-e
	C1-214226
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0110
	-
	Rel-17
	XML schema for UE initiated session-oriented service update procedure
	B
	17.0.0
	CT1#131-e
	C1-214227
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0111
	1
	Rel-17
	UE initiated session-oriented service termination procedure
	B
	17.0.0
	CT1#131-e
	C1-215081
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0112
	-
	Rel-17
	Structure for UE initiated session-oriented service termination procedure
	B
	17.0.0
	CT1#131-e
	C1-214229
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0113
	-
	Rel-17
	Data semantics for UE initiated session-oriented service termination procedure
	B
	17.0.0
	CT1#131-e
	C1-214230
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0114
	-
	Rel-17
	XML schema for UE initiated session-oriented service termination procedure
	B
	17.0.0
	CT1#131-e
	C1-214231
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	

	24.486
	0115
	1
	Rel-17
	Switching modes of operations for V2V communications procedure
	B
	17.0.0
	CT1#131-e
	C1-215082
	Huawei, HiSilicon / Chen
	eV2XAPP
	
	


