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***** First change *****
[bookmark: _Toc25306448][bookmark: _Toc26192771][bookmark: _Toc34137049][bookmark: _Toc34137363][bookmark: _Toc34138511][bookmark: _Toc34138754][bookmark: _Toc34395091][bookmark: _Toc45264308][bookmark: _Toc51933197]6.2.3.1	Client procedure
Upon receiving a request from the VAL user to retrieve a VAL UE configuration data, the SCM-C shall send an HTTP GET request to the SCM-S according to procedures specified in IETF RFC 4825 [3] "Fetch a Document". In HTTP GET request, the SCM-C:
a)	shall set the Request-URI to a XCAP URI identifying the XML document to be retrieved. In the Request-URI:
1)	the "XCAP Root" is set to the URI of the SCM-S;
2)	the "auid" is set to specific VAL service identity; and
3)	the document selector is set to a document URI pointing to the VAL UE configuration document; and
b)	shall include an Authorization header field with the "Bearer" authentication scheme set to an access token of the "bearer" token type as specified in IETF RFC 6750 [6]; and.
c)	may include the parameters specified in clause A.2.1 serialized into a JavaScript Object Notation (JSON) structure as specified in IETF RFC 7159 [7].
***** Next change *****
[bookmark: _Toc34062208][bookmark: _Toc34394649][bookmark: _Toc45274442][bookmark: _Toc51932981][bookmark: _Toc58513711][bookmark: _Toc59205363]A.2	Retrieve VAL UE configuration data
A.2.1	Client side parameters
The SGM-C shall convey the following parameters, if available, while sending request to retrieve a VAL UE configuration data.
Table A.1.2-1: Client side parameters to retrieve VAL UE configuration data
	Parameter
	Description

	VAL UE Information
	OPTIONAL. Represents additional UE related information required to identify the configuration data (e.g. device type, device vendor, etc).



***** End of change *****
