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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc510696599][bookmark: _Toc34035349][bookmark: _Toc36037342][bookmark: _Toc36037646][bookmark: _Toc38877488][bookmark: _Toc43199570][bookmark: _Toc45132749][bookmark: _Toc59015492][bookmark: _Toc63171048][bookmark: _Toc66282085][bookmark: _Toc68165961][bookmark: _Toc70426267][bookmark: _Toc73433615][bookmark: _Toc73435712][bookmark: _Toc73437118][bookmark: _Toc75351528]6.1.1	Introduction
The  VAE_MessageDelivery shall use the VAE_MessageDelivery API.
The API URI of the VAE_MessageDelivery shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
All resource URIs of this API shall have the following root:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-message-delivery".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.

*** Next Change ***
[bookmark: _Toc34035411][bookmark: _Toc36037404][bookmark: _Toc36037708][bookmark: _Toc38877550][bookmark: _Toc43199632][bookmark: _Toc45132811][bookmark: _Toc59015554][bookmark: _Toc63171110][bookmark: _Toc66282147][bookmark: _Toc68166023][bookmark: _Toc70426329][bookmark: _Toc73433680][bookmark: _Toc73435777][bookmark: _Toc73437184][bookmark: _Toc75351594]6.2.1	Introduction
The  VAE_FileDistribution shall use the VAE_FileDistribution API.
The API URI of the VAE_FileDistribution shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-file-distribution".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.2.3.


*** Next Change ***
[bookmark: _Toc34035452][bookmark: _Toc36037445][bookmark: _Toc36037749][bookmark: _Toc38877591][bookmark: _Toc43199673][bookmark: _Toc45132852][bookmark: _Toc59015595][bookmark: _Toc63171151][bookmark: _Toc66282188][bookmark: _Toc68166064][bookmark: _Toc70426370][bookmark: _Toc73433723][bookmark: _Toc73435820][bookmark: _Toc73437227][bookmark: _Toc75351637]6.3.1	Introduction
The VAE_ApplicationRequirement Service shall use the VAE_ApplicationRequirement API.
The API URI of the VAE_ApplicationRequirement API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-app-req".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.3.3.


*** Next Change ***
[bookmark: _Toc22025126][bookmark: _Toc34035503][bookmark: _Toc36037496][bookmark: _Toc36037800][bookmark: _Toc38877642][bookmark: _Toc43199724][bookmark: _Toc45132903][bookmark: _Toc59015646][bookmark: _Toc63171202][bookmark: _Toc66282239][bookmark: _Toc68166115][bookmark: _Toc70426421][bookmark: _Toc73433774][bookmark: _Toc73435871][bookmark: _Toc73437278][bookmark: _Toc75351688]6.4.1	Introduction
The VAE_DynamicGroup service shall use the VAE_DynamicGroup API.
The API URI of the VAE_DynamicGroup API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-dynamic-group".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.4.3.


*** Next Change ***
[bookmark: _Toc34035551][bookmark: _Toc36037544][bookmark: _Toc36037848][bookmark: _Toc38877690][bookmark: _Toc43199772][bookmark: _Toc45132951][bookmark: _Toc59015694][bookmark: _Toc63171250][bookmark: _Toc66282287][bookmark: _Toc68166163][bookmark: _Toc70426469][bookmark: _Toc73433822][bookmark: _Toc73435919][bookmark: _Toc73437326][bookmark: _Toc75351736]6.5.1	Introduction
The  VAE_ServiceContinuity shall use the VAE_ServiceContinuity API.
The API URI of the VAE_ServiceContinuity API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-service-continuity".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.5.3.


*** Next Change ***
[bookmark: _Toc73433903][bookmark: _Toc73435951][bookmark: _Toc73437358][bookmark: _Toc75351768]6.6.1	Introduction
The VAE_HDMapDynamicInfo Service shall use the VAE_HDMapDynamicInfo API.
The API URI of the VAE_HDMapDynamicInfo API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the VAE Server shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [3], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [3].
-	The <apiName> shall be "vae-hdmap-dynamic-info".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.6.3.


*** End of Changes ***
