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* * * Start of changes * * * *
[bookmark: _Toc11247251][bookmark: _Toc27044371][bookmark: _Toc36033413][bookmark: _Toc45131545][bookmark: _Toc49775830][bookmark: _Toc51746750][bookmark: _Toc66360292][bookmark: _Toc68104797][bookmark: _Toc28013417][bookmark: _Toc34222330][bookmark: _Toc36040513][bookmark: _Toc39134442][bookmark: _Toc43283389][bookmark: _Toc45134429][bookmark: _Toc49931760][bookmark: _Toc51763541][bookmark: _Toc493774024][bookmark: _Toc494194773][bookmark: _Toc528159067][bookmark: _Toc532198029][bookmark: _Toc34123783][bookmark: _Toc36038527][bookmark: _Toc36038615][bookmark: _Toc36038806][bookmark: _Toc44680746][bookmark: _Toc45133658][bookmark: _Toc45133749][bookmark: _Toc49417447][bookmark: _Toc51762414][bookmark: _Toc20408087][bookmark: _Toc39068125][bookmark: _Toc43273318][bookmark: _Toc45134856][bookmark: _Toc49939192][bookmark: _Toc51764216]5.2.1.1	Introduction
This clause defines structured data types, simple data types and enumerations that are applicable to several APIs defined in the present specification and can be referenced from data structures defined in the subsequent clauses. In addition, data types that are defined in OpenAPI Specification [27] can also be referenced from data structures defined in the subsequent clauses.
[bookmark: _Hlk488929525]NOTE:	As a convention, data types in the present specification are written with an upper-case letter in the beginning. Parameters are written with a lower-case letter in the beginning. As an exception, data types that are also defined in OpenAPI Specification [27] can use a lower-case case letter in the beginning for consistency.
Table 5.2.1.1-1 lists these common data types.
Table 5.2.1.1-1: Common Data Types applicable to several T8 APIs
	Data type
	Section defined
	Description
	Applicability

	AccumulatedUsage
	5.2.1.2.7
	Represents an accumulated usage.
	

	Acknowledgement
	5.2.1.2.4
	Represents a successful acknowledgement of a notification.
	

	Bandwidth
	5.2.1.3.2
	Represents an integer indicating a bandwidth in bits per second.
	

	BdtReferenceId
	5.2.1.3.2
	Represents a BDT Reference ID.
	

	BdtReferenceIdRm
	5.2.1.3.2
	Represents the same as the BdtReferenceId data type, but with the "nullable: true" property.
	

	Binary
	5.2.1.3.2
	String with format "binary" as defined in the OpenAPI Specification.
	

	Bytes
	5.2.1.3.2
	String with format "byte" as defined in the OpenAPI Specification.
	

	ConfigResult
	5.2.1.2.15
	Represents one configuration processing result for a group's members.
	

	DateTime
	5.2.1.3.2
	String with format "date-time" as defined in OpenAPI Specification.
	

	DateTimeRm
	5.2.1.3.2
	Represents the same as the DateTime data type, but with the "nullable: true" property.
	

	DateTimeRo
	5.2.1.3.2
	Represents the same as the DateTime data type, but with the "readOnly=true" property.
	

	DayOfWeek
	5.2.1.3.2
	Integer between 1 and 7 denoting a weekday. 1 shall indicate Monday, and the subsequent weekdays shall be indicated with the next higher numbers. 7 shall indicate Sunday.
	

	DurationMin
	5.2.1.3.2
	Unsigned integer identifying a period of time in units of minutes.
	

	DurationSec
	5.2.1.3.2
	Unsigned integer identifying a period of time in units of seconds.
	

	DurationSecRm
	5.2.1.3.2
	Represents the same as the DurationSec data type, but with the "nullable: true" property.
	

	DurationSecRo
	5.2.1.3.2
	Represents the same as the DurationSec data type, but with the "readOnly=true" property.
	

	Event
	5.2.1.3.3
	Represents a bearer event.
	

	EventReport
	5.2.1.2.6
	Represents an event report.
	

	ExternalGroupId
	5.2.1.3.2
	Represents an external group identifier.
	

	ExternalId
	5.2.1.3.2
	Represents an external identifier.
	

	FlowInfo
	5.2.1.2.8
	Represents flow information.
	

	InvalidParam
	5.2.1.2.13
	Represents the description of invalid parameters, for a request rejected due to invalid parameters.
	

	Ipv4Addr
	5.2.1.3.2
	Represents an IPv4 address.
	

	Ipv4AddrRo
	5.2.1.3.2
	Represents the same as the Ipv4Addr data type, but with the "readOnly=true" property.
	

	Ipv6Addr
	5.2.1.3.2
	Represents an IPv6 address.
	

	Ipv6AddrRo
	5.2.1.3.2
	Represents the same as the Ipv6Addr data type, but with the "readOnly=true" property.
	

	Link
	5.2.1.3.2
	Represents a link towards a referenced resource.
	

	LocationArea
	5.2.1.2.11
	Represents a user location area.
	

	LocationArea5G
	5.2.1.2.17
	Represents a user location area when the UE is attached to 5G.
	

	Mcc
	5.2.1.3.2
	Represents a Mobile Country Code.
	

	Mnc
	5.2.1.3.2
	Represents a Mobile Network Code.
	

	Msisdn
	5.2.1.3.2
	Represents an MSISDN.
	

	NotificationData
	5.2.1.2.5
	Represents the information to be conveyed in a bearer level event(s) notification.
	

	PlmnId
	5.2.1.2.14
	Represents the identifier of a PLMN.
	

	Port
	5.2.1.3.2
	Unsigned integer with valid values between 0 and 65535 representing a port.
	

	PortRo
	5.2.1.3.2
	Represents the same as the Port data type, but with the "readOnly=true" property.
	

	ProblemDetails
	5.2.1.2.12
	Represents additional information and details on an error response.
	

	ResourceId
	5.2.1.3.2
	Represents an identifier of a resource within a resource URI.
	

	ResultReason
	5.2.1.3.4
	Represents a failure result reason.
	

	ScsAsId
	5.2.1.3.2
	Represents an SCS/AS identifier.
	

	SponsorInformation
	5.2.1.2.1
	Represents a sponsor information.
	

	TestNotification
	5.2.1.2.9
	Represents a notification that can be sent to test whether a chosen notification mechanism works.
	

	TimeOfDay
	5.2.1.3.2
	Represents a time in a day.
	

	TimeWindow
	5.2.1.2.3
	Represents a time window identified by a start time and a stop time.
	

	Uri
	5.2.1.3.2
	Represents a URI.
	

	UsageThreshold
	5.2.1.2.2
	Represents a usage threshold.
	

	UsageThresholdRm
	5.2.1.2.16
	Represents the same as the UsageThreshold data type but with the "nullable: true" property.
	

	Volume
	5.2.1.3.2
	Unsigned integer identifying a volume in units of bytes.
	

	VolumeRm
	5.2.1.3.2
	Represents the same as the Volume data type, but with the "readOnly=true" property.
	

	WebsockNotifConfig
	5.2.1.2.10
	Represents the configuration information for the delivery of notifications over Websockets.
	



* * * End of changes * * * *
