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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc58850249][bookmark: _Toc59018629][bookmark: _Toc68169641][bookmark: _Toc73716098]5.7.1.2.3.2	GET
The GET method allows to read all active subscriptions for a given AF. The AF shall initiate the HTTP GET request message and the NEF shall respond to the message. 
This method shall support the URI query parameters specified in table 5.7.1.2.3.2-1.
Table 5.7.1.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	
	



This method shall support the request data structures specified in table 5.7.1.2.3.2-2 and the response data structures and response codes specified in table 5.7.1.2.3.2-3.
Table 5.7.1.2.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.7.1.2.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	array(5GLanParametersProvision)
	M
	0..N
	200 OK
	All the subscription information for the AF in the request URI are returned.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.7.1.2.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.7.1.2.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.






*** 2nd Change ***
[bookmark: _Toc28013494][bookmark: _Toc36040255][bookmark: _Toc44692873][bookmark: _Toc45134334][bookmark: _Toc49607398][bookmark: _Toc51763370][bookmark: _Toc58849507][bookmark: _Toc59018477][bookmark: _Toc68169482][bookmark: _Toc73435716]5.7.2.3.4	Type: AppDescriptor
Table 5.7.2.3.4-1: Definition of type AppDescriptor
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	osId
	OsId
	M
	1
	Identifies an operating system supported by the UE
	

	appIds
	map(ApplicationId)
	M
	1..N
	Identifies applications that is running on the UE’s operating system.
	



*** End of Changes ***

