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* * * First Change * * * *

[bookmark: _Toc26198896][bookmark: _Toc25075677][bookmark: _Toc22625349][bookmark: _Toc22039895][bookmark: _Toc18837085][bookmark: _Toc34175135][bookmark: _Toc34737959][bookmark: _Toc34738023][bookmark: _Toc34738617][bookmark: _Toc34749340][bookmark: _Toc35936075][bookmark: _Toc36462397][bookmark: _Toc43210440][bookmark: _Toc45030967][bookmark: _Toc49855735][bookmark: _Toc51871961][bookmark: _Toc56516487][bookmark: _Toc58594283][bookmark: _Toc67685609][bookmark: _Toc74990901][bookmark: _Toc82711932]4.1	Introduction
Within the 5GC, the SMF offers services to NF service consumersthe AMF, other SMF (V-SMF, H-SMF or I-SMF), PCF and NEF via the Nsmf service based interface (see 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3]).
Figure 4.1-1 provides the reference model (in service based interface representation and in reference point representation), with focus on the SMF services specified withinand the scope of the present specification.




Figure 4.1-1: Reference model – SMF
N29 is the reference point between the (H-)SMF and the NEF.
The functionalities supported by the SMF are listed in clause 6.2.2 of 3GPP TS 23.501 [2].

* * * End of Changes * * * *
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