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* * * First Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc90558764][bookmark: _Toc19708936][bookmark: _Toc27745007][bookmark: _Toc29803160][bookmark: _Toc35969909][bookmark: _Toc36050703][bookmark: _Toc44847415][bookmark: _Toc51845067][bookmark: _Toc51845398][bookmark: _Toc51846918][bookmark: _Toc57022545][bookmark: _Toc90118864][bookmark: _Toc51845078][bookmark: _Toc51845409][bookmark: _Toc51846929][bookmark: _Toc57022556][bookmark: _Toc90118875][bookmark: _Toc90112977][bookmark: _Toc51847065][bookmark: _Toc57022696][bookmark: _Toc82556862][bookmark: _Toc27745105][bookmark: _Toc29803257][bookmark: _Toc35970047][bookmark: _Toc36050841][bookmark: _Toc44847560][bookmark: _Toc51845214][bookmark: _Toc51845545][bookmark: _Toc57017614][bookmark: _Toc82555487][bookmark: _Toc51845218][bookmark: _Toc51845549][bookmark: _Toc57017618][bookmark: _Toc82555492][bookmark: _Toc57017474][bookmark: _Toc82555351][bookmark: _Toc51845075][bookmark: _Toc51845406][bookmark: _Toc51846926][bookmark: _Toc57022553][bookmark: _Toc82556706]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.4'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.  
    © 20212022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

servers:
  - url: '{apiRoot}/nsmf-pdusession/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: >
          apiRoot as defined in clause 4.4 of 3GPP TS 29.501. The sm-contexts and pdu-sessions
          resources can be distributed on different processing instances or hosts. Thus the 
          authority and/or deployment-specific string of the apiRoot of the created individual sm
          context and pdu-session resources' URIs may differ from the authority and/or deployment-
          specific string of the apiRoot of the sm-contexts and pdu-sessions collections' URIs.

paths:
  /sm-contexts:
    post:
      summary:  Create SM Context
      tags:
        - SM contexts collection
      operationId: PostSmContexts
      requestBody:
        description: representation of the SM context to be created in the SMF
        required: true
        content:
          multipart/related:  # message with binary body part(s)
            schema:
              type: object
              properties: # Request parts
                jsonData:
                  $ref: '#/components/schemas/SmContextCreateData'
                binaryDataN1SmMessage:
                  type: string
                  format: binary
                binaryDataN2SmInformation:
                  type: string
                  format: binary
                binaryDataN2SmInformationExt1:
                  type: string
                  format: binary
            encoding:
              jsonData:
                contentType:  application/json
              binaryDataN1SmMessage:
                contentType:  application/vnd.3gpp.5gnas
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2SmInformation:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2SmInformationExt1:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
      callbacks:
        smContextStatusNotification:
          '{$request.body#/smContextStatusUri}':
            post:
              requestBody:  # contents of the callback message
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/SmContextStatusNotification'
              responses:
                '204':
                  description: successful notification
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'

      responses:
        '201':
          description: successful creation of an SM context
          content:
            application/json: # message without binary body part
              schema:
                $ref: '#/components/schemas/SmContextCreatedData'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: # Request parts
                  jsonData:
                    $ref: '#/components/schemas/SmContextCreatedData'
                  binaryDataN2SmInformation:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN2SmInformation:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
          headers:
            Location:
              description: >
                'Contains the URI of the newly created resource, according to the structure: 
                {apiRoot}/nsmf-pdusession/<apiVersion>/sm-contexts/{smContextRef}'
              required: true
              schema:
                type: string


        transferMtData-ismf:
          '{$request.body#/ismfPduSessionUri}/transfer-mt-data':
            post:
              summary:  Transfer MT Data (by SMF)
              tags:
                - Individual PDU session (I-SMF)
              operationId: TransferMtData-ismf
              requestBody:
                description: representation of the payload of Transfer MT Data Request
                required: true
                content:
                  multipart/related:  # message with a binary body part
                    schema:
                      type: object
                      properties:
                        jsonData:
                          $ref: '#/components/schemas/TransferMtDataReqData'
                        binaryMtData:
                          type: string
                          format: binary
                    encoding:
                      jsonData:
                        contentType:  application/json
                      binaryMtData:
                        contentType:  application/vnd.3gpp.5gnas
                        headers:
                          Content-Id:
                            schema:
                              type: string
              responses:
                '204':
                  description: successful transfering of MT data
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                '504':
                  description: unsuccessful delivery of mobile terminated data - gateway timeout
                  content:
                    application/json:
                      schema:
                        $ref: '#/components/schemas/TransferMtDataError'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

      responses:
        '201':
          description: successful creation of a PDU session
          content:
            application/json: # message without binary body part
              schema:
                $ref: '#/components/schemas/PduSessionCreatedData'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: # Request parts
                  jsonData:
                    $ref: '#/components/schemas/PduSessionCreatedData'
                  binaryDataN1SmInfoToUe:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN1SmInfoToUe:
                  contentType:  application/vnd.3gpp.5gnas
                  headers:
                    Content-Id:
                      schema:
                        type: string
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/nsmf-pdusession/<apiVersion>/pdu-sessions/{pduSessionRef}'              description: > 
                Contains the URI of the newly created resource, according to the structure: 
                {apiRoot}/nsmf-pdusession/<apiVersion>/pdu-sessions/{pduSessionRef}
              required: true
              schema:
                type: string


    NotificationInfo:
      description: >
        Notification Correlation ID and Notification URI provided by the NF service consumer
      type: object
      properties:
        notifId:
          type: string
        notifUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        upBufferInd:
          type: boolean
          default: false
      required:
        - notifId
        - notifUri

#
# ENUMERATIONS
#
    UpCnxState:
      anyOf:
      - type: string
        enum:
          - ACTIVATED
          - DEACTIVATED
          - ACTIVATING
          - SUSPENDED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >|
        User Plane Connection State. Possible values are
        - ACTIVATED
        - DEACTIVATED
        - ACTIVATING
        - SUSPENDED

    HoState:
      anyOf:
      - type: string
        enum:
          - NONE
          - PREPARING
          - PREPARED
          - COMPLETED
          - CANCELLED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Handover state. Possible values are
        - NONE
        - PREPARING
        - PREPARED
        - COMPLETED
        - CANCELLED

    RequestType:
      anyOf:
      - type: string
        enum:
          - INITIAL_REQUEST
          - EXISTING_PDU_SESSION
          - INITIAL_EMERGENCY_REQUEST
          - EXISTING_EMERGENCY_PDU_SESSION
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Request Type in Create (SM context) service operation. Possible values are
        - INITIAL_REQUEST
        - EXISTING_PDU_SESSION
        - INITIAL_EMERGENCY_REQUEST
        - EXISTING_EMERGENCY_PDU_SESSION

    RequestIndication:
      anyOf:
      - type: string
        enum:
          - UE_REQ_PDU_SES_MOD
          - UE_REQ_PDU_SES_REL
          - PDU_SES_MOB
          - NW_REQ_PDU_SES_AUTH
          - NW_REQ_PDU_SES_MOD
          - NW_REQ_PDU_SES_REL
          - EBI_ASSIGNMENT_REQ
          - REL_DUE_TO_5G_AN_REQUEST
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Request Indication in Update (SM context) service operation. Possible values are
        - UE_REQ_PDU_SES_MOD
        - UE_REQ_PDU_SES_REL
        - PDU_SES_MOB
        - NW_REQ_PDU_SES_AUTH
        - NW_REQ_PDU_SES_MOD
        - NW_REQ_PDU_SES_REL
        - EBI_ASSIGNMENT_REQ
        - REL_DUE_TO_5G_AN_REQUEST

    NotificationCause:
      anyOf:
      - type: string
        enum:
          - QOS_FULFILLED
          - QOS_NOT_FULFILLED
          - UP_SEC_FULFILLED
          - UP_SEC_NOT_FULFILLED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Cause for generating a notification. Possible values are
        - QOS_FULFILLED
        - QOS_NOT_FULFILLED
        - UP_SEC_FULFILLED
        - UP_SEC_NOT_FULFILLED

    Cause:
      anyOf:
      - type: string
        enum:
          - REL_DUE_TO_HO
          - EPS_FALLBACK
          - REL_DUE_TO_UP_SEC
          - DNN_CONGESTION
          - S_NSSAI_CONGESTION
          - REL_DUE_TO_REACTIVATION
          - 5G_AN_NOT_RESPONDING
          - REL_DUE_TO_SLICE_NOT_AVAILABLE
          - REL_DUE_TO_DUPLICATE_SESSION_ID
          - PDU_SESSION_STATUS_MISMATCH
          - HO_FAILURE
          - INSUFFICIENT_UP_RESOURCES
          - PDU_SESSION_HANDED_OVER
          - PDU_SESSION_RESUMED
          - CN_ASSISTED_RAN_PARAMETER_TUNING
          - ISMF_CONTEXT_TRANSFER
          - SMF_CONTEXT_TRANSFER
          - REL_DUE_TO_PS_TO_CS_HO
          - REL_DUE_TO_SUBSCRIPTION_CHANGE
          - HO_CANCEL
          - REL_DUE_TO_SLICE_NOT_AUTHORIZED
          - PDU_SESSION_HAND_OVER_FAILURE
          - DDN_FAILURE_STATUS
          - REL_DUE_TO_CP_ONLY_NOT_APPLICABLE
          - NOT_SUPPORTED_WITH_ISMF
          - CHANGED_ANCHOR_SMF
          - CHANGED_INTERMEDIATE_SMF
          - TARGET_DNAI_NOTIFICATION
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Cause information. Possible values are
        - REL_DUE_TO_HO
        - EPS_FALLBACK
        - REL_DUE_TO_UP_SEC
        - DNN_CONGESTION
        - S_NSSAI_CONGESTION
        - REL_DUE_TO_REACTIVATION
        - 5G_AN_NOT_RESPONDING
        - REL_DUE_TO_SLICE_NOT_AVAILABLE
        - REL_DUE_TO_DUPLICATE_SESSION_ID
        - PDU_SESSION_STATUS_MISMATCH
        - HO_FAILURE
        - INSUFFICIENT_UP_RESOURCES
        - PDU_SESSION_HANDED_OVER
        - PDU_SESSION_RESUMED
        - CN_ASSISTED_RAN_PARAMETER_TUNING
        - ISMF_CONTEXT_TRANSFER
        - SMF_CONTEXT_TRANSFER
        - REL_DUE_TO_PS_TO_CS_HO
        - REL_DUE_TO_SUBSCRIPTION_CHANGE
        - HO_CANCEL
        - REL_DUE_TO_SLICE_NOT_AUTHORIZED
        - PDU_SESSION_HAND_OVER_FAILURE
        - DDN_FAILURE_STATUS
        - REL_DUE_TO_CP_ONLY_NOT_APPLICABLE
        - NOT_SUPPORTED_WITH_ISMF
        - CHANGED_ANCHOR_SMF
        - CHANGED_INTERMEDIATE_SMF
        - TARGET_DNAI_NOTIFICATION

    ResourceStatus:
      anyOf:
      - type: string
        enum:
          - RELEASED
          - UNCHANGED
          - TRANSFERRED
          - UPDATED
          - ALT_ANCHOR_SMF
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Status of SM context or PDU session resource. Possible values are
        - RELEASED
        - UNCHANGED
        - TRANSFERRED
        - UPDATED
        - ALT_ANCHOR_SMF

    DnnSelectionMode:
      anyOf:
      - type: string
        enum:
          - VERIFIED
          - UE_DNN_NOT_VERIFIED
          - NW_DNN_NOT_VERIFIED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        DNN Selection Mode. Possible values are
        - VERIFIED
        - UE_DNN_NOT_VERIFIED
        - NW_DNN_NOT_VERIFIED

    EpsInterworkingIndication:
      anyOf:
      - type: string
        enum:
          - NONE
          - WITH_N26
          - WITHOUT_N26
          - IWK_NON_3GPP
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        EPS Interworking Indication. Possible values are
        - NONE
        - WITH_N26
        - WITHOUT_N26
        - IWK_NON_3GPP

    N2SmInfoType:
      anyOf:
      - type: string
        enum:
          - PDU_RES_SETUP_REQ
          - PDU_RES_SETUP_RSP
          - PDU_RES_SETUP_FAIL
          - PDU_RES_REL_CMD
          - PDU_RES_REL_RSP
          - PDU_RES_MOD_REQ
          - PDU_RES_MOD_RSP
          - PDU_RES_MOD_FAIL
          - PDU_RES_NTY
          - PDU_RES_NTY_REL
          - PDU_RES_MOD_IND
          - PDU_RES_MOD_CFM
          - PATH_SWITCH_REQ
          - PATH_SWITCH_SETUP_FAIL
          - PATH_SWITCH_REQ_ACK
          - PATH_SWITCH_REQ_FAIL
          - HANDOVER_REQUIRED
          - HANDOVER_CMD
          - HANDOVER_PREP_FAIL
          - HANDOVER_REQ_ACK
          - HANDOVER_RES_ALLOC_FAIL
          - SECONDARY_RAT_USAGE
          - PDU_RES_MOD_IND_FAIL
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        N2 SM Information Type. Possible values are
        - PDU_RES_SETUP_REQ
        - PDU_RES_SETUP_RSP
        - PDU_RES_SETUP_FAIL
        - PDU_RES_REL_CMD
        - PDU_RES_REL_RSP
        - PDU_RES_MOD_REQ
        - PDU_RES_MOD_RSP
        - PDU_RES_MOD_FAIL
        - PDU_RES_NTY
        - PDU_RES_NTY_REL
        - PDU_RES_MOD_IND
        - PDU_RES_MOD_CFM
        - PATH_SWITCH_REQ
        - PATH_SWITCH_SETUP_FAIL
        - PATH_SWITCH_REQ_ACK
        - PATH_SWITCH_REQ_FAIL
        - HANDOVER_REQUIRED
        - HANDOVER_CMD
        - HANDOVER_PREP_FAIL
        - HANDOVER_REQ_ACK
        - HANDOVER_RES_ALLOC_FAIL
        - SECONDARY_RAT_USAGE
        - PDU_RES_MOD_IND_FAIL

    MaxIntegrityProtectedDataRate:
      anyOf:
      - type: string
        enum:
          - 64_KBPS
          - MAX_UE_RATE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Maximum Integrity Protected Data Rate. Possible values are
          - 64_KBPS
          - MAX_UE_RATE

    MaReleaseIndication:
      anyOf:
      - type: string
        enum:
          - REL_MAPDU_OVER_3GPP
          - REL_MAPDU_OVER_N3GPP
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Multi-Access PDU session release Indication. Possible values are
          - REL_MAPDU_OVER_3GPP
          - REL_MAPDU_OVER_N3GPP

    SmContextType:
      anyOf:
      - type: string
        enum:
          - EPS_PDN_CONNECTION
          - SM_CONTEXT
          - AF_COORDINATION_INFO
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Type of SM Context information. Possible values are
          - EPS_PDN_CONNECTION
          - SM_CONTEXT
          - AF_COORDINATION_INFO

    PsaIndication:
      anyOf:
      - type: string
        enum:
          - PSA_INSERTED
          - PSA_REMOVED
          - PSA_INSERTED_ONLY
          - PSA_REMOVED_ONLY
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Indication of whether a PSA is inserted or removed. Possible values are
          - PSA_INSERTED
          - PSA_REMOVED
          - PSA_INSERTED_ONLY
          - PSA_REMOVED_ONLY

    N4MessageType:
      anyOf:
      - type: string
        enum:
          - PFCP_SES_EST_REQ
          - PFCP_SES_EST_RSP
          - PFCP_SES_MOD_REQ
          - PFCP_SES_MOD_RSP
          - PFCP_SES_DEL_REQ
          - PFCP_SES_DEL_RSP
          - PFCP_SES_REP_REQ
          - PFCP_SES_REP_RSP
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        N4 Message Type. Possible values are
          - PFCP_SES_EST_REQ
          - PFCP_SES_EST_RSP
          - PFCP_SES_MOD_REQ
          - PFCP_SES_MOD_RSP
          - PFCP_SES_DEL_REQ
          - PFCP_SES_DEL_RSP
          - PFCP_SES_REP_REQ
          - PFCP_SES_REP_RSP

    QosFlowAccessType:
      anyOf:
      - type: string
        enum:
          - 3GPP
          - NON_3GPP
          - 3GPP_AND_NON_3GPP
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Access type associated with a QoS Flow. Possible values are
          - 3GPP
          - NON_3GPP
          - 3GPP_AND_NON_3GPP

    UnavailableAccessIndication:
      anyOf:
      - type: string
        enum:
          - 3GA_UNAVAILABLE
          - N3GA_UNAVAILABLE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Indicates the access type of a MA PDU session that is unavailable. Possible values are
          - 3GA_UNAVAILABLE
          - N3GA_UNAVAILABLE

    ProtectionResult:
      anyOf:
      - type: string
        enum:
          - PERFORMED
          - NOT_PERFORMED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Protection Result of the security policy indicated as "preferred". Possible values are
          - PERFORMED
          - NOT_PERFORMED

    QosMonitoringReq:
      anyOf:
      - type: string
        enum:
          - UL
          - DL
          - BOTH
          - NONE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        QoS monitoring request. Possible values are
          - UL
          - DL
          - BOTH
          - NONE

    Rsn:
      anyOf:
      - type: string
        enum:
          - V1
          - V2
          - NONE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Redundancy Sequence Number. Possible values are
          - V1
          - V2
          - NONE

    SmfSelectionType:
      anyOf:
      - type: string
        enum:
          - CURRENT_PDU_SESSION
          - NEXT_PDU_SESSION
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Smf Selection Type. Possible values are
          - CURRENT_PDU_SESSION
          - NEXT_PDU_SESSION

    PduSessionContextType:
      anyOf:
      - type: string
        enum:
          - AF_COORDINATION_INFO
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: |>
        Type of PDU Session information. Possible values are
          - AF_COORDINATION_INFO

* * * End of Changes * * * *


