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Table 6.1.6.2.28-1: Definition of type ReportingAccessTypes
	Attribute name
	Data type
	P
	Cardinality
	Description

	RreportingAccessTypes
	array(ReportingAccessType)
	M
	1..N
	This IE shall contain the allowed access types for event reporting.
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Table 6.1.6.2.30-1: Definition of type LocContextData
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfId
	NfInstanceId
	M
	1
	Indicates the AMF Instance serving the UE. LMF shall use the AMF Instance to forward LCS related N1/N2 messages to the UE/RAN.

	locationQoS
	LocationQoS
	C
	0..1
	This IE shall contain the location QoS if available.

	supportedGADShapes
	array(SupportedGADShapes)
	C
	0..N
	This IE shall contain the supported GAD shapes if available.

	Ssupi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available.

	Ggpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available.

	ldrType
	LdrType
	M
	1
	The type of LDR

	hgmlcCallBackURI
	Uri
	M
	1
	Callback URI of the H-GMLC

	ldrReference
	LdrReference
	M
	1
	LDR Reference

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Information for periodic event reporting

	areaEventInfo
	AreaEventInfo
	C
	0..1
	Information for area event reporting

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Information for motion event reporting

	eventReportMessage
	EventReportMessage
	M
	1
	Contains an embedded event report

	eventReportingStatus
	EventReportingStatus
	O
	0..1
	Status of event reporting

	ueLocationInfo
	UELocationInfo
	O
	0..1
	Location information for the target UE

	cIoT5GSOptimisation
	boolean
	C
	0..1
	This IE shall be present if it was received from AMF. When present, it shall be set as follows:
	- true: Control Plane CIoT 5GS Optimisation was used and no signalling or data is currently pending for the UE at the AMF.
	- false (default): Control Plane CIoT 5GS Optimisation was not used or signalling or data is currently pending for the UE at the AMF.

	ecgi
	Ecgi
	C
	0..1
	When present, this IE shall indicate the identifier of the E-UTRAN cell serving the UE.
This IE shall be present if it was received from AMF.

	ncgi
	Ncgi
	C
	0..1
	When present, this IE shall indicate the identifier of the NR cell serving the UE.
This IE shall be present if it was received from AMF

	guami
	Guami
	C
	0..1
	This IE shall be present if it was received from AMF.

When present, it shall contain the GUAMI serving the UE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.

	uePositioningCap
	UePositioningCapabilities
	O
	0..1
	When present, this IE shall indicate the positioning capabilities supported by the UE.

	NOTE:	At least one of periodicEventInfo, areaEventInfo or motionEventInfo shall be present in the LocContextData structure.
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Table 6.1.6.2.34-1: Definition of type EventNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	reportedEventType
	ReportedEventType
	M
	1
	This IE shall contain the type of event being reported.
	

	sSupi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available.
	

	gGpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available.
	

	hgmlcCallBackURI
	Uri
	C
	0..1
	Callback URI of the H-GMLC (NOTE 1)
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	locationEstimate
	GeographicArea
	O
	0..1
	If present, this IE shall contain an estimate of the location of the UE in universal coordinates and the accuracy of the estimate.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	If present, this IE shall contain an indication of how long ago the location estimate was obtained.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	civicAddress
	CivicAddress
	O
	0..1
	If present, this IE shall contain a civic address.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in reference system.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	This IE shall be included to identify an LMF which acts as a serving LMF if a serving LMF is used.
	

	terminationCause
	TerminationCause
	C
	0..1
	This IE shall be included if event reporting has been terminated
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	If present, this IE shall contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
	

	altitude
	Altitude
	O
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
When the shape used in "locationEstimate" supports conveying the altitude parameter, this IE shall be absent.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE may be present if the required LCS QoS Class in the location request procedure is "MULTIPLE_QOS".

If it's absent, the required LCS QoS Class in the location request procedure is "MULTIPLE_QOS" and AccuracyFulfilmentIndicator is "REQUESTED_ACCURACY_FULFILLED", it indicates that the location QoS in the highest priority is achieved.
	MUTIQOS

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.
	

	NOTE 1: The hgmlcCallBackURI shall be included when the consumer NF is not the H-GMLC.
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