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	Reason for change:
	The MB-SMF shall be able to determine whether an MBS session is a Location dependent MBS session (in such a case, it shall assign an Area Session ID). 

Additionally, the MB-SMF returns an Area Session ID in the Create response towards the MBSF/NEF/AF, for use by the latter when creating a subsequent subscription to the location dependent component of a Location dependent MBS session.


	
	

	Summary of change:
	The MbsSession data type is extended with: 
- a new attribute defining whether an MBS session is a Location dependent MBS session
- a new Area Session ID (sent in the response only).


	
	

	Consequences if not approved:
	The MB-SMF cannot determine whether an MBS session is a location dependent MBS session. 
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* * * First Change * * * *
[bookmark: _Toc88743218][bookmark: _Toc90650030][bookmark: _Hlk94270068][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc90641290][bookmark: _Toc25156394][bookmark: _Toc34124696][bookmark: _Toc43207820][bookmark: _Toc49857290][bookmark: _Toc56677126][bookmark: _Toc56691649][bookmark: _Toc56698913][bookmark: _Toc89035148][bookmark: _Toc89064946][bookmark: _Toc89180245][bookmark: _Toc90641453][bookmark: _Hlk94188713][bookmark: _Toc25073931][bookmark: _Toc34063114][bookmark: _Toc43120091][bookmark: _Toc49768146][bookmark: _Toc56434319][bookmark: _Toc90558654][bookmark: _Toc90112977][bookmark: _Toc51847065][bookmark: _Toc57022696][bookmark: _Toc82556862][bookmark: _Toc27745105][bookmark: _Toc29803257][bookmark: _Toc35970047][bookmark: _Toc36050841][bookmark: _Toc44847560][bookmark: _Toc51845214][bookmark: _Toc51845545][bookmark: _Toc57017614][bookmark: _Toc82555487][bookmark: _Toc51845218][bookmark: _Toc51845549][bookmark: _Toc57017618][bookmark: _Toc82555492][bookmark: _Toc57017474][bookmark: _Toc82555351][bookmark: _Toc51845075][bookmark: _Toc51845406][bookmark: _Toc51846926][bookmark: _Toc57022553][bookmark: _Toc82556706]5.9.4.6	Type: MbsSession
Table 5.9.4.6-1: Definition of type MbsSession
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsSessionId
	MbsSessionId
	C
	0..1
	MBS session identifier (TMGI and/or SSM, and NID for an SNPN)
(NOTE)

	tmgiAllocReq
	boolean
	C
	0..1
	TMGI allocation request indication.
This IE shall be present if the mbsSessionId IE is absent. This IE may also be present if the mbsSessionId IE is present and it does not contain a TMGI.
When present, it shall be set as follows:
[bookmark: _PERM_MCCTEMPBM_CRPT84370120___2]- true: a TMGI is requested to be allocated
- false (default): no TMGI is requested to be allocated
Write-Only: true
(NOTE)

	serviceType
	MbsServiceType
	M
	1
	Service Type (either multicast or broadcast service)

	locationDependent
	boolean
	C
	0..1
	Location dependent MBS session indication.
This IE shall be present and set to true for a Location dependent MBS session. It may be present otherwise.

When present, it shall be set as follows:
- true: this is a Location dependent MBS session
- false (default): this is not a Location dependent MBS session

	areaSessionId
	AreaSessionId
	C
	0..1
	This IE shall be present in a successful response to a request to create a Location dependent MBS session. 
When present, it shall contain the Area Session ID assigned by the MB-SMF to the location dependent MBS session in the MBS Service Area.

Read-Only: true


	ingressAddrReq
	boolean
	O
	0..1
	Ingress transport address request indication (for unicast transport over N6mb/Nmb9).
When present, it shall be set as follows:
[bookmark: _PERM_MCCTEMPBM_CRPT84370121___2]- true: an ingress transport address is requested
- false (default): no request
Write-Only: true

	mbsServiceArea
	MbsServiceArea
	O
	0..1
	MBS Service Area

	dnn
	Dnn
	O
	0..1
	DNN

	snssai
	Snssai
	O
	0..1
	S-NSSAI

	activationTime
	DateTime
	O
	0..1
	MBS session activation time

	terminationTime
	DateTime
	O
	0..1
	MBS session termination time

	qosInformation
	FFS
	O
	0..1
	QoS information

	eventsSubscription
	FFS
	O
	0..1
	Subscription to one or more events

	activityStatus
	MbsSessionActivityStatus
	O
	0..1
	Session activity status (active or inactive)
This IE may be provided if the serviceType indicates a multicast MBS session.

	anyUeInd
	Boolean
	O
	0..1
	Indication that any UE may join the MBS session.
This IE may be provided if the serviceType indicates a multicast MBS session.
When present, it shall be set as follows:
[bookmark: _PERM_MCCTEMPBM_CRPT84370122___2]- true: any UE may join the MBS session
- false (default): the MBS session is not open to any UE

	NOTE:	At least one of the mbsSessionId IE and tmgiAllocReq IE shall be present. Both may be present if the mbsSessionId IE does not contain a TMGI (i.e. if it only contains a SSM).



Editor's Note: the definition of the qosInformation and eventsSubscription attribute is FFS.

* * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc90650032]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.3.0-alpha.4'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]
    MbsSession:
      description: Individual MBS session
      type: object
      properties:
        mbsSessionId:
          $ref: '#/components/schemas/MbsSessionId'
        tmgiAllocReq:
          type: boolean
          default: false
          writeOnly: true
        serviceType:
          $ref: '#/components/schemas/MbsServiceType'
        locationDependent:
          type: boolean
          default: false
        areaSessionId:
          $ref: '#/components/schemas/AreaSessionId'
          readOnly: true
        ingressAddrReq:
          type: boolean
          default: false
          writeOnly: true
        mbsServiceArea:
          $ref: '#/components/schemas/MbsServiceArea'
        dnn:
          $ref: '#/components/schemas/Dnn'
        snssai:
          $ref: '#/components/schemas/Snssai'
        activationTime:
          $ref: '#/components/schemas/DateTime'
        terminationTime:
          $ref: '#/components/schemas/DateTime'
        activityStatus:
          $ref: '#/components/schemas/MbsSessionActivityStatus'
        anyUeInd:
          type: boolean
          default: false
      required:
        - serviceType
      anyOf:
        - required: [ mbsSessionId ]
        - required: [ tmgiAllocReq ]

[…]



* * * End of Changes * * * *

