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	Reason for change:
	1/ 3GPP TS 29.563 has specified that monitoring report may be included in the subscription create response in array of MonitoringReport data objects, if the MME/SGSN directly include the event report in the Insert Subscriber Data Answer and the NF consumer (i.e. UDM) support ERIR feature.

However, in the MonitoringReport data type, the event type IE is restricted to only the "UE_REACHABILITY_FOR_SMS". Other events applicable for immediate reporting should also be allowed.

2/ The monitoring event "UE_REACHABILITY_FOR_DATA" description includes the requirement for UDM (partly fixed by CR0048 on Rel-17). Should be corrected to the requirement of HSS.
 

	
	

	Summary of change:
	1/ Correct the eventType IE in MonitoringReport data type to allow for other events that applicable for immediate report.

2/ Correct the description of UE_REACHABILITY_FOR_DATA event.

	
	

	Consequences if not approved:
	Some monitoring events cannot be reported by HSS via SBI, immediate reporting of these events will fail.
Incorrect description of monitoring event in specification.
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* * * First Change * * * *
[bookmark: _Toc90648708][bookmark: _Toc11338786][bookmark: _Toc27585490][bookmark: _Toc36457496][bookmark: _Toc42979062][bookmark: _Toc49632393][bookmark: _Toc56345560][bookmark: _Toc82714767]6.4.6.2.5	Type: MonitoringReport
Table 6.4.6.2.5-1: Definition of type MonitoringReport
	Attribute name
	Data type
	P
	Cardinality
	Description

	referenceId
	ReferenceId
	M
	1
	Shall contain the Reference ID which was provided as the key of the associated monitoring configuration in subscription request. The consumer can use this IE to uniquely associate the report with the corresponding event that was requested to be monitored.

	eventType
	EventType
	M
	1
	String; see clause 6.4.6.3.3
only the following values are allowed:
"UE_REACHABILITY_FOR_SMS"
"UE_REACHABILITY_FOR_DATA"
"LOSS_OF_CONNECTIVITY"
"LOCATION_REPORTING"
"PDN_CONNECTIVITY_STATUS"

	timeStamp
	DateTime
	M
	1
	Point in time at which the event occured

	report
	Report
	O
	0..1
	Shall be present if eventType is "UE_REACHABILITY_FOR_SMS"
"UE_REACHABILITY_FOR_DATA"
"LOSS_OF_CONNECTIVITY"
"LOCATION_REPORTING"
"PDN_CONNECTIVITY_STATUS"


[bookmark: _Toc45029263][bookmark: _Toc45028428][bookmark: _Toc36457510][bookmark: _Toc27585503][bookmark: _Toc11338797][bookmark: _Toc49632403][bookmark: _Toc56345571][bookmark: _Toc82714779]
* * * Next Change * * * *
[bookmark: _Toc90648721]6.4.6.3.3	Enumeration: EventType
Table 6.4.6.3.3-1: Enumeration EventType
	Enumeration value
	Description

	"LOSS_OF_CONNECTIVITY"
	Loss of connectivity event

	"UE_REACHABILITY_FOR_DATA"
	UE reachability for Data, implements the "UE Reachability for Data" event as specified in 3GPP TS 23.682 [18].
UE reachability for data, implements the "UE Reachability" monitoring event as specified in clause 4.15.3.1 in 3GPP TS 23.502 [3].

When this event is subscribed by an NF service consumer, the HSS shall send an Insert Subscriber Data Request message to the MME/SGSN for the UE with the Monitoring-Type AVP set to the value UE_REACHABILITY and the Reachability-Information AVP set to the value REACHABLE_FOR_DATA, see clause 5.2.2.1.3 of 3GPP TS 29.272 [17].

	"UE_REACHABILITY_FOR_SMS"
	UE reachability for SMS, implements the "UE Reachability for SMS Delivery" event as specified in 3GPP TS 23.682  [18].

This event only supports One-Time reporting.

	"LOCATION_REPORTING"
	Location Reporting event

	"COMMUNICATION_FAILURE"
	Communication Failure event

	"AVAILABILITY_AFTER_DDN_FAILURE"
	Availability after DDN failure event

	"PDN_CONNECTIVITY_STATUS"
	PDN Connectivity Status event



* * * End of Changes * * * *
