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	Reason for change:
	3GPP TS 23.503 has specified following new policy triggers (yellow marked):

	Policy Control Request Trigger
	Description
	Condition for reporting

	Location change (tracking area)
	The tracking area of the UE has changed.
	PCF (AM Policy, UE Policy)

	Change of UE presence in Presence Reporting Area
	The UE is entering/leaving a Presence Reporting Area
	PCF (AM Policy, UE Policy)

	Service Area restriction change
	The subscribed service area restriction information has changed.
	PCF (AM Policy)

	RFSP index change
	The subscribed RFSP index has changed
	PCF (AM Policy)

	Change of the Allowed NSSAI
	The Allowed NSSAI has changed
	PCF (AM Policy)

	UE-AMBR change
	The subscribed UE-AMBR has changed
	PCF (AM Policy)

	PLMN change
	The UE has moved to another operators' domain.
	PCF (UE Policy)

	SMF selection management
	UE request for an unsupported DNN or UE request for a DNN within the list of DNN candidates for replacement per S-NSSAI
	PCF (AM Policy)

	Connectivity state changes
	The connectivity state of UE is changed
	PCF (UE Policy)



Correspondingly to 3GPP TS 29.507, the following AM policy triggers are defined in 3GPP R16 (yellow marked are missing triggers which require PCF subscription)

	Enumeration value
	Description
	Applicability

	UE_AMBR_CH
(NOTE)
	UE-AMBR change: the UDM notifies the AMF that the subscribed UE-AMBR has changed.
	UE-AMBR_Authorization

	SMF_SELECT_CH
	SMF selection information change: UE request for an unsupported DNN or UE request for a DNN within the list of DNN candidates for replacement per S-NSSAI.
	DNNReplacementControl

	ACCESS_TYPE_CH
	Access Type change: the AMF notifies that the access type and the RAT type combinations available in the AMF for a UE with simultaneous 3GPP and non-3GPP connectivity have changed.
	MultipleAccessTypes

	NOTE:	The NF service consumer always reports to the PCF.



According to TS 29.525, the following UE policy triggers are defined in 3GPP R16 (yellow marked are missing triggers which require PCF subscription)

	Enumeration value
	Description
	Applicability

	PLMN_CH
	PLMN change: the serving PLMN of UE has changed.
	PlmnChange

	CON_STATE_CH
	Connectivity state change: the connectivity state of UE has changed.
	ConnectivityStateChange

	GROUP_ID_LIST_CHG
	UE Internal Group Identifier(s) has changed: the AMF reports that UDM provided list of group Ids has changed. This event does not require a subscription.
	GroupIdListChange




	
	

	Summary of change:
	1/ Specified missed policy request triggers

2/ Update OpenAPI accordingly.


	
	

	Consequences if not approved:
	Missing Policy Req Triggers cannot be transferred between AMFs. PCF subscribed policy triggers for AM Policy and UE policy will be lost after AMF change.
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	Other comments:
	This CR introduces backward compatible correction in OpenAPI file of Namf_Communication API.
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Table 6.1.6.3.15-1: Enumeration PolicyReqTrigger
	Enumeration value
	Description

	"LOCATION_CHANGE"
	The AM policy request shall be triggered when the UE's location (Tracking Area) changes.

	"PRA_CHANGE"
	The AM policy request shall be triggered when the UE is entering / leaving a Presence Reporting Area.

	"SARI_CHANGE"
	The AM policy request shall be triggered when the Service Area Restriction Information of the UE has changed.

	"RFSP_INDEX_CHANGE"
	The AM policy request shall be triggered when the RFSP index of the UE has changed.

	"ALLOWED_NSSAI_CHANGE"
	The policy request shall be triggered when the allowed NSSAI of the UE has changed.

	"PLMN_CHANGE"
	The UE policy request shall be triggered when the serving PLMN of UE has changed.

	"CON_STATE_CHANGE"
	The UE policy request shall be triggered when the connectivity state of UE has changed.

	"SMF_SELECT_CHANGE"
	The AM policy request shall be triggered when the UE request for an unsupported DNN or the UE request for a DNN within the list of DNN candidates for replacement per S-NSSAI.

	"ACCESS_TYPE_CHANGE"
	The AM policy request shall be triggered when the access type and the RAT type combinations available in the AMF for a UE with simultaneous 3GPP and non-3GPP connectivity have changed.
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*************** Text Skipped for Clarity ***************
    PolicyReqTrigger:
      anyOf:
      - type: string
        enum:
          - LOCATION_CHANGE
          - PRA_CHANGE
          - SARI_CHANGE
          - RFSP_INDEX_CHANGE
          - ALLOWED_NSSAI_CHANGE
          - PLMN_CHANGE
          - CON_STATE_CHANGE
          - SMF_SELECT_CHANGE
          - ACCESS_TYPE_CHANGE
      - type: string

*************** Text Skipped for Clarity ***************
* * * End of Changes * * * *
