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	Reason for change:
	CT1 has sent an LS to CT4(C4-216433) and clarify that the h-gmlc-address should be removed in MO-LR request and only keep mlc-number to represent the address of the H-GMLC. Also, in CT4#107-e meeting, people also agreed that only gmlc number should be used for AMF and V-GMLC to query to NRF to get the address of the H-GMLC.(see C4-216533, 6534, 6548, 6549) And the gmlc number the AMF and V-GMLC used is also received from UE via MO-LR request message.
So, we should only keep mlc-number but remove h-gmlc-address in MO-LR request message.
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	Clarify that h-gmlc-address in LCS-MOLRArg shall not be used.
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* * * Begin of Changes * * * *
[bookmark: _Toc19634166][bookmark: _Toc44863006][bookmark: _Toc75898420][bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]4.4.2	ASN.1 data types
(… text not shown for clarity …
LCS-MOLRArg	::= SEQUENCE {
	molr-Type	[0]	MOLR-Type,
	locationMethod	[1]	LocationMethod	OPTIONAL,
	lcs-QoS	[2]	LCS-QoS		OPTIONAL,
	lcsClientExternalID	[3] LCSClientExternalID	OPTIONAL,
	mlc-Number	[4]	ISDN-AddressString	OPTIONAL,
	gpsAssistanceData	[5]	GPSAssistanceData	OPTIONAL,
	...,
	supportedGADShapes	[6]	SupportedGADShapes	OPTIONAL,
	lcsServiceTypeID	[7]	LCSServiceTypeID	OPTIONAL,
	ageOfLocationInfo	[8]	AgeOfLocationInformation	OPTIONAL,
	locationType	[9]	LocationType	OPTIONAL,
	pseudonymIndicator	[10]	NULL		OPTIONAL,
	h-gmlc-address	[11] GSN-Address	OPTIONAL,
	locationEstimate	[12] Ext-GeographicalInformation	OPTIONAL,
	velocityEstimate	[13] VelocityEstimate	OPTIONAL,
	referenceNumber	[14] LCS-ReferenceNumber	OPTIONAL,
	periodicLDRInfo	[15] PeriodicLDRInfo	OPTIONAL,
	locationUpdateRequest	[16]	NULL	OPTIONAL,
	sequenceNumber	[17] SequenceNumber 	OPTIONAL,
	terminationCause	[18] TerminationCause	OPTIONAL,
	mo-lrShortCircuit	[19]	NULL	OPTIONAL,
	ganssAssistanceData	[20] GANSSAssistanceData	OPTIONAL,
	multiplePositioningProtocolPDUs	[21] MultiplePositioningProtocolPDUs	OPTIONAL,
	locationInfo	[22] LocationInfo	OPTIONAL }
-- The parameter locationMethod shall be included if and only if the molr-Type is set to value 
-- deCipheringKeys or assistanceData.
-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value 
-- assistanceData and locationMethod is set to value assistedGPS or assistedGPSandGANSS.
-- The parameter ganssAssistanceData shall be included if and only if the molr-Type is set to value 
-- assistanceData and locationMethod is set to value assistedGANSS or assistedGPSandGANSS.
-- supportedGADShapes shall not be included for deferred MO-LR initiation or deferred MO-LR or MT-LR
-- responses 
-- multiplePositioningProtocolPDUs may only be included for E-UTRAN access for an EPC-MO-LR.
-- locationMethod shall not be included for E-UTRAN access.
-- gpsAssistanceData shall not be included for E-UTRAN access.
-- velocityEstimate shall not be included for E-UTRAN access.
-- periodicLDRInfo shall not be included for E-UTRAN access.
-- locationUpdateRequest shall not be included for E-UTRAN access.
-- sequenceNumber shall not be included for E-UTRAN access.
-- mo-lrShortCircuit shall not be included for E-UTRAN access.
-- ganssAssistanceData shall not be included for E-UTRAN access.
-- locationInfo shall be included if available for E-UTRAN access for a periodic and triggered
-- event report.
-- Only mlc-number could be used to represent the address of H-GMLC of the UE, h-gmlc-address shall not be used for this purpose. 

 (… text not shown for clarity …)
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