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This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nnssf service based interface protocol.
Table 6.1.6.1-1: Nnssf_NSSelection specific Data Types
	Data type
	Clause defined
	Description

	AuthorizedNetworkSliceInfo
	6.1.6.2.2
	Contains the authorized network slice information.

	SubscribedSnssai
	6.1.6.2.3
	Contains the subscribed S-NSSAI.

	AllowedSnssai
	6.1.6.2.5
	Contains the authorized S-NSSAI and optional mapped home S-NSSAI and network slice instance information.

	AllowedNssai
	6.1.6.2.6
	Contains an array of allowed S-NSSAI that constitute the allowed NSSAI information for the authorized network slice information.

	NsiInformation
	6.1.6.2.7
	Contains the API URIs of NRF services to be used to discover NFs/services, subscribe to NF status changes and/or request access tokens within the selected Network Slice instance and optional the Identifier of the selected Network Slice instance.

	MappingOfSnssai
	6.1.6.2.8
	Contains the mapping of S-NSSAI in the serving network and the value of the home network.

	SliceInfoForRegistration
	6.1.6.2.10
	Contains the slice information requested during a Registration procedure.

	SliceInfoForPDUSession
	6.1.6.2.11
	Contains the slice information requested during PDU Session establishment procedure.

	ConfiguredSnssai
	6.1.6.2.12
	Contains the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN and optional mapped home S-NSSAI.

	SliceInfoForUEConfigurationUpdate
	6.1.6.2.13
	Contains the slice information requested during UE configuration update procedure.

	NsiId
	6.1.6.3.2
	Contains the Identifier of the selected Network Slice instance.

	RoamingIndication
	6.1.6.3.3
	Contains the indication on roaming.



Table 6.1.6.1-2 specifies data types re-used by the Nnssf- service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnssf service based interface.
Table 6.1.6.1-2: Nnssf re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.1.8-1.

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name.

	AccessType
	3GPP TS 29.571 [7]
	Used to specify the access type for which a slice information is applicable.

	NfServiceSetId
	3GPP TS 29.571 [7]
	NF Service Set Identifier

	ExtSnssai
	3GPP TS 29.571 [7]
	

	RedirectResponse
	3GPP TS 29.571 [7]
	

	NFType
	3GPP TS 29.510 [13]
	Type of Network Function.

	NsSrg
	3GPP TS 29.571 [7]
	Network slice simultaneous registration groups




* * * Second change * * * *
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This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nnssf_NSSAIAvailability service based interface protocol.
Table 6.2.6.1-1: Nnssf_NSSAIAvailability specific Data Types
	Data type
	Clause defined
	Description

	NssaiAvailabilityInfo
	6.2.6.2.2
	This contains the Nssai availability information requested by the AMF.

	SupportedNssaiAvailabilityData
	6.2.6.2.3
	This contains the Nssai availability data information per TA supported by the AMF.

	AuthorizedNssaiAvailabilityData
	6.2.6.2.4
	This contains the Nssai availability data information per TA authorized by the NSSF

	RestrictedSnssai
	6.2.6.2.5
	This contains the restricted SNssai information per PLMN.

	AuthorizedNssaiAvailabilityInfo
	6.2.6.2.6
	This contains the Nssai availability data information authorized by the NSSF

	
PatchDocument
	6.2.6.2.7
	This contains the JSON Patch instructions for updating the Nssai availability data information at the NSSF.

	NssfEventSubscriptionCreateData
	6.2.6.2.8
	This contains the information for event subscription.

	NssfEventSubscriptionCreatedData
	6.2.6.2.9
	This contains the information for created event subscription.

	NssfEventNotification
	6.2.6.2.10
	This contains the notification for created event subscription.

	NssfEventType
	6.2.6.3.3
	This contains the event for the subscription.



Table 6.2.6.1-2 specifies data types re-used by the Nnssf service based interface protocol from other specifications.
Table 6.2.6.1-2: Nnssf re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.2.8-1.

	Snssai
	3GPP TS 29.571 [7]
	

	PatchItem
	3GPP TS 29.571 [7]
	Identifies the JSON Patch instructions

	DateTime
	3GPP TS 29.571 [7]
	

	RedirectResponse
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ExtSnssai
	3GPP TS 29.571 [7]
	

	TaiRange
	3GPP TS 29.510 [13]
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