

	
3GPP TSG-CT3 Meeting #120-e	C3-221158
E-Meeting, 17th – 25th February 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.522
	CR
	[bookmark: _GoBack]0521
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction to MO-LR

	
	

	Source to WG:
	ZTE

	Source to TSG:
	CT3

	
	

	Work item code:
	5G_eLCS
	
	Date:
	2022-2-10

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	1. It’s wrongly specified in 4.4.22.2 that the AF shall send a successful HTTP response including "204 No Content" status code, since "200 OK" status code with LocUpdateDataReply data type is defined in the API definition.

2. Clause 4.4.22.1 states the procedure is used to notify the AF of the updated UE location information as described in clause 6.2 of 23.273 which only mentions the case that the NEF receives the updated UE location information notification from the GMLC, however 5.13.2.1 states NEF can receive the updated UE location information notification from the GMLC or the AMF or the UDM.


	
	

	Summary of change:
	Align 4.4.22.2 with the API definition to indicate the AF shall send a HTTP response including "200 OK" status code with LocUpdateDataReply data structure.
Align 5.13.2.1 with 4.4.22.1 to remove "or the AMF or the UDM".


	
	

	Consequences if not approved:
	Misalignment between the procedure and API definition.

	
	

	Clauses affected:
	4.4.22.2, 5.13.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


*** First Change ***
[bookmark: _Toc44692717][bookmark: _Toc45134178][bookmark: _Toc49607242][bookmark: _Toc51763214][bookmark: _Toc58849351][bookmark: _Toc59018321][bookmark: _Toc68169320][bookmark: _Toc83224798]4.4.22.2	Location Update Notification triggered by UE
In order to notify the AF of the updated UE location information received from GMLC, the NEF shall initiate an HTTP POST request to the AF. The body of the HTTP POST message shall include the location information related to UE MO-LR within the LocUpdateData data structure.
[bookmark: _Hlk43323668]Upon receipt of the corresponding HTTP POST message, if the AF cannot handle the location estimate of the UE, e.g. the UE does not register to the AF, the AF shall respond to the NEF with an error code. Otherwise, the AF shall handle the location estimate according to the Service Identity if provided, and send a HTTP response including "200 OK204 No Content" status code with LocUpdateDataReply data structure.
*** Next Change ***
[bookmark: _Toc44693034][bookmark: _Toc45134495][bookmark: _Toc49607559][bookmark: _Toc51763531][bookmark: _Toc58850429][bookmark: _Toc59018809][bookmark: _Toc68169821][bookmark: _Toc82747371]5.13.2.1	Introduction
[bookmark: OLE_LINK42][bookmark: OLE_LINK43]Upon receipt of a UE location information update notification from the GMLC or the AMF or the UDM, the NEF shall send an HTTP POST message in order to notify the AF of the updated UE location information.
*** End of Changes ***

