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	Reason for change:
	CT3 and CT4 agreed that the ProblemDetails payload in the HTTP error response should be optional and tables of supported responses in all CT3 and CT4 TSs are aligned with that agreement. In accordance with such decision SBI TS template just specifies in the "Application Errors" clause:
"The application errors defined for the <API name> service are listed in Table 6.1.7.3-1.".

"Application Errors" clauses in the corresponding CT4 SBI TSs and in some CT3 SBI TSs are aligned with the above agreement and SBI TS template.

However, the "Application Errors" clause in this TS specifies that the PCF shall include in the HTTP status code a "ProblemDetails" data structure. Therefore, the "Application Errors" clause in this specification needs to be aligned with the SBI TS template, CT4 SBI TSs and other CT3 SBI TSs.

	
	

	Summary of change:
	Removed that the PCF shall include in the HTTP status code a "ProblemDetails" data structure.

In table 5.7.3-1 added note to indicate that including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated in the service operation clauses.
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	This CR does not impact the OpenAPI file of the Npcf_BDTPolicyControl API.
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*** First Change ***
[bookmark: _Toc20408002][bookmark: _Toc24720000][bookmark: _Toc36041348][bookmark: _Toc36041429][bookmark: _Toc36041512][bookmark: _Toc45134649][bookmark: _Toc59019674][bookmark: _Toc68170405]5.7.3	Application Errors
The application errors defined for the Npcf_BDTPolicyControl API are listed in table 5.7.3-1. The PCF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 5.7.3-1.
Table 5.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	BDT_POLICY_NOT_FOUND
	404 Not Found
	The HTTP request is rejected because the specified Individual BDT policy resource does not exist. (NOTE 1)

	NOTE 1:	This application error is included in the responses to the GET and PATCH requests.
NOTE 2:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated in the service operation subclauses.
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