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	Reason for change:
	CT3 and CT4 agreed that the ProblemDetails payload in the HTTP error response should be optional and tables of supported responses in all CT3 and CT4 TSs are aligned with that agreement. In accordance with such decision SBI TS template just specifies in the "Application Errors" clause:
"The application errors defined for the <API name> service are listed in Table 6.1.7.3-1.".

"Application Errors" clauses in the corresponding CT4 SBI TSs and in some CT3 SBI TSs are aligned with the above agreement and SBI TS template.

However, the "Application Errors" clauses in this TS incorrectly specify that the PCF shall include in the HTTP status code a "ProblemDetails" data structure. Therefore, the "Application Errors" clauses in this specification need to be corrected and aligned with the SBI TS template, CT4 SBI TSs and other CT3 SBI TSs.

	
	

	Summary of change:
	Removed that the PCF shall include in the HTTP status code a "ProblemDetails" data structure.

In tables 5.5.3-1 and 6.5.3-1 added notes to indicate that including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.
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*** First Change ***
[bookmark: _Toc28012711][bookmark: _Toc36038986][bookmark: _Toc44688402][bookmark: _Toc45133818][bookmark: _Toc49931498][bookmark: _Toc51762756][bookmark: _Toc58848392][bookmark: _Toc59017430][bookmark: _Toc66279419][bookmark: _Toc68168441][bookmark: _Toc83232894][bookmark: _Toc85549860][bookmark: _Toc90655342]5.5.3	Application Errors
The application errors defined for the Nudr_DataRepository service API for Policy Data are listed in table 5.5.3-1. The PCF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 5.5.3-1.
Table 5.5.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	

	NOTE:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.



The application error handling shall follow 3GPP TS 29.504 [6] subclause 6.1.6 unless explicitly specified in this document.

*** Next Change ***
[bookmark: _Toc28012819][bookmark: _Toc36039108][bookmark: _Toc44688524][bookmark: _Toc45133940][bookmark: _Toc49931620][bookmark: _Toc51762878][bookmark: _Toc58848514][bookmark: _Toc59017552][bookmark: _Toc66279541][bookmark: _Toc68168563][bookmark: _Toc83233030][bookmark: _Toc85550010][bookmark: _Toc90655492]6.5.3	Application Errors
The application errors defined for the Nudr_DataRepository Service API for Application Data are listed in table 6.5.3‑-1. The PCF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 6.5.3-1.
Table 6.5.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	

	NOTE:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.



The application error handling shall follow 3GPP TS 29.504 [6] subclause 6.1.6 unless explicitly specified in this document.

*** End of Changes ***

