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	Reason for change:
	· There are some generic Editor’s note about the support of TimeSensitiveCommunication feature that can be solved:
· 4.2.2.25: There is no new functionality to add due to the support of the TimeSensitiveCommunication feature. Only a clarification that the NF service consumer can be the TSN AF or the TSCTSF needs to be added.
· 4.2.3.25: There is no impact due to the support of the TimeSensitiveCommunication feature. Only a clarification that the NF service consumer can be the TSN AF or the TSCTSF needs to be added.
· 4.2.5.13: There is no impact due to the support of the TimeSensitiveCommunication feature. Only a clarification that the NF service consumer can be the TSN AF or the TSCTSF can be added just at the beginning of the subclause. 
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* * * First Change * * * *
[bookmark: _Toc28012333][bookmark: _Toc36038276][bookmark: _Toc45133541][bookmark: _Toc51762295][bookmark: _Toc59016866][bookmark: _Toc93939162][bookmark: _Toc28012758][bookmark: _Toc34266228][bookmark: _Toc36102399][bookmark: _Toc43563441][bookmark: _Toc45133984][bookmark: _Toc50031914][bookmark: _Toc51762834][bookmark: _Toc56640901][bookmark: _Toc59017869][bookmark: _Toc66231737][bookmark: _Toc68168898][bookmark: _Toc70550544][bookmark: _Toc81427096]4.2.2.25	Provisioning of TSC user plane node management information and port management information
If the "TimeSensitiveNetworking" or "TimeSensitiveCommunication" feature is supported, the NF service consumer (i.e., the TSN AF or the TSCTSF) may provide a UMIC for the TSC user plane node functionality of UPF/NW-TT and PMIC(s) for the DS-TT port and/or the NW-TT ports to configure the 5G system as a TSC user plane node bridge by invoking the Npcf_PolicyAuthorization_Create service operation to the PCF.
The NF service consumer may include in the "AppSessionContextReqData" data type:
-	the DS-TT PMIC encoded in the attribute "tsnPortManContDstt" and/or the one or more NW-TT PMIC(s) encoded in the "tsnPortManContNwtts" attribute, if available, for the DS-TT port and NW-TT ports allocated for a PDU session. The PMIC(s) are encoded in the "PortManagementContainer" data type, which includes the port management information in the "portManCont" attribute and the related port number in the "portNum" attribute; and/or
-	the UMIC encoded in the "tsnBridgeManCont", if available, for the TSC user plane node functionality of the UPF/NW-TT allocated for a PDU session. The UMIC is encoded in the "BridgeManagementContainer" data type.
Editor’s Note:	How this procedure is impacted to extend the support to other Time Sensitive Communication than TSN needs to be completed

* * * Second Change * * * *
[bookmark: _Toc28012361][bookmark: _Toc36038308][bookmark: _Toc45133575][bookmark: _Toc51762329][bookmark: _Toc59016900][bookmark: _Toc93939197][bookmark: _Toc28012051][bookmark: _Toc34122901][bookmark: _Toc36037851][bookmark: _Toc38875232][bookmark: _Toc43191711][bookmark: _Toc45133105][bookmark: _Toc51316609][bookmark: _Toc51761789][bookmark: _Toc56674766][bookmark: _Toc56675157][bookmark: _Toc59016143][bookmark: _Toc63167741][bookmark: _Toc66262249][bookmark: _Toc68166755][bookmark: _Toc73537872][bookmark: _Toc75351748][bookmark: _Toc81057112]4.2.3.25	Provisioning of TSC user plane node management information and port management information
If the "TimeSensitiveNetworking" or "TimeSensitiveCommunication" feature is supported the NF service consumer (i.e., the TSN AF or the TSCTSF) may provide a UMIC for the TSC user plane node functionality of the UPF/NW-TT and/or a PMIC for the DS-TT port and/or PMIC(s) for the NW-TT ports to update the configuration of the 5G system as a TSC user plane node by invoking the Npcf_PolicyAuthorization_Update service operation to the PCF.
The NF service consumer shall use the HTTP PATCH method as described in subclause 4.2.3.2 to modify the "Individual Application Session Context" resource holding the UMIC and/or the DS-TT PMIC and/or NW-TT PMIC(s). 
The NF service consumer may include in the "ascReqData" attribute:
-	the DS-TT PMIC encoded in the "tsnPortManContDstt" and/or the one or more NW-TT PMIC(s)encoded in the "tsnPortManContNwtts", if available; and/or
-	the UMIC encoded in the "tsnBridgeManCont", if available.
Editor’s Note:	Detailed impacts for the support of Time Synch and other time sensitive communications are FFS.

* * * Third Change * * * *
[bookmark: _Toc28012388][bookmark: _Toc36038338][bookmark: _Toc45133607][bookmark: _Toc51762361][bookmark: _Toc59016933][bookmark: _Toc93939231][bookmark: _Toc28012214][bookmark: _Toc34123067][bookmark: _Toc36038017][bookmark: _Toc38875399][bookmark: _Toc43191880][bookmark: _Toc45133275][bookmark: _Toc51316779][bookmark: _Toc51761959][bookmark: _Toc56674946][bookmark: _Toc56675337][bookmark: _Toc59016323][bookmark: _Toc63167921][bookmark: _Toc66262431][bookmark: _Toc68166937][bookmark: _Toc73538055][bookmark: _Toc75351931][bookmark: _Toc81057296]4.2.5.13	Notification about TSC user plane node management information and/or port management information detection, Individual Application Session Context exists
If the "TimeSensitiveNetworking" or "TimeSensitiveCommunication"feature is supported and if the PCF becomes aware that, for an existing Individual Application Session Context resource, updated TSC user plane node information is available, e.g., a UMIC and/or a DS-TT PMIC and/or one or more NW-TT PMIC(s) are available, the PCF shall inform the NF service consumer (i.e., the TSN AF or the TSCTSF) accordingly, if the NF service consumer has previously subscribed as described in subclause 4.2.2.31.
The PCF shall notify the NF service consumer by including the "EventsNotification" data type in the body of the HTTP POST request as described in subclause 4.2.5.2.
The PCF shall include in the "evNotifs" attribute an entry with the "event" attribute set to the value "TSN_BRIDGE_INFO", and the "tsnBridgeManCont" attribute and/or the "tsnPortManContDstt" attribute and/or the "tsnPortManContNwtts" attribute as received from the SMF if the PCF is aware that a UMIC and/or a DS-TT PMIC and/or one or more NW-TT PMIC(s) are available or updated.
Upon the reception of the HTTP POST request from the PCF, the NF service consumer shall acknowledge that request as specified in subclause 4.2.5.2. 
The NF service consumer (i.e. TSN AF or TSCTSF) may use the received UMIC and/or the received DS-TT PMIC and/or NW-TT PMIC(s) and the local configuration to construct the DS-TT port and or NW-TT port management information required to interwork with the external network (e.g. TSN). 
If port management information shall be sent as a response of the received notification, the NF service consumer triggers the Npcf_PolicyAuthorization_Update service operation to send the port management information to the PCF as specified in subclause 4.2.3. The NF service consumer (i.e. TSN AF or TSCTSF) delivers to the PCF the derived port management information containers as described in subclause 4.2.3.25.
And/or if TSC user plane node management information shall be sent as a response of the received notification, the NF service consumer includes the UMIC in the Npcf_PolicyAuthorization_Update service operation as described in subclause 4.2.3.25.
Editor’s Note:	Detailed impacts for the support of Time Synch and other time sensitive communications are FFS.

* * * End of Changes * * * *
